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CABLE 
SIZE OF EXTENSION CABLE 
FOR PORTABLE ELECTRIC TOOLS 
Based on current equivalent to 150 percent rated load of tool 
and a loss in voltage of not over 5 volts for 115-volt tools. For 


220-volt tools, use wire size corresponding to an extension 
length of one-half the contemplated length. 


Ampere rating O- |2,.10-|3.5- |5.10-}7.10-|12.1- 
(on Nameplate) |2.00 | 3.4 |5.00]| 7.0 |12.0 |16.0 


Ext. Cable Length ae Size (A. re G.) 


18 a 
16 ec 
14 y 


Not 
normally 
available 
as flexible 
extension 
cord. 
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power tool satisfaction, you'll find 
last longer. 


spected before shipment, 


satisfaction, upon examin 


Service Branches, Authori 


Factory, transportation ch 


ments have been made or 


ized by us. 


MOTORS 


All Black & Decker Electric Tool motors (except some 
drills and Bench Grinders) are ‘universal’ motors; they 
will operate on either direct current or single-phase 


alternating current of 25 to 60 cycles of the specified | 


voltage. 

VOLTAGE SPECIFICATIONS. Please specify voltage for 
each tool on order. If voltage is not specified tools will be 
furnished for 115 volt current. Most tools can also be 
supplied from stock with 220 volt motors; tools with 125 
volts or 240 volts are available on special order. Following 
are voltage ranges for motors supplied for nominal volt- 
ages as:shown. 
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Black & Decker: tools are made of the best materials 


available and built to the highest standards of excellence in the power tool 
industry. For you, this means long trouble-free service and years of highly 
productive use, backed by our LIFE-TIME GUARANTEE. For year-in, year-out 


Guarantee 


Every Black & Decker product has been carefully in- 
any defect caused by faulty material or workmanship. 
Our obligation assumed under this guarantee is limited 
to the replacing of any part or parts which prove to our 
and which have not been misused or carelessly handled. 
The complete unit must be returned to one of our Factory 


right to decline responsibility where repairs or replace- 


guarantee, written or verbal, on our products is author- 


THUMB INDEX 


that Black & Decker tools are built to 


and we guarantee to correct 


ation, to have been defective, 


SANDERS & 
GRINDERS 


zed Service Stations, or to our 


arges prepaid. We reserve the 


SCREW 
DRIVERS. 


attempted by others. No other 


IMPACT 
WRENCHES 


VACUUM 
CLEANERS 


115 Volts—Range 110 to 120V. 
125 Volts—Range 120 to 130V. 
220 Volts—Range 210 to 230V. 
240 Volts—Range 235 to 250V. 
Specify phase and cycle for Bench Grinders, otherwise 
they will be furnished for 115 volts, single phase, 50-60 
cycle current. 
Check your supply line for proper voltage to be sure you 
are getting adequate power supply. 
GROUNDING. All tools listed, herein, (except Cordless 
Tools and the All-lnsulated Drill) have 3-conductor cord 
and 3-blade grounding type attachment plugs, listed b 
Underwriters Laboratories, Inc., which fit 3-wire ground- 
cap eres now required by the National Electrical 
‘ode. 


All* Black & Decker Tools listed in this catalog have been listed 
under the re-examination service of Underwriters’ Laboratories, 
Inc. for industrial use. 

*Except No. 8, No. 10 C.D., No. 12, No. 14, No. 18 Screwdrivers 
with Reversing Switches and Coal Drill. 

6%", 7%", 844" and 94" Super Sawcats were under test by U-L 
at the time of the printing of the catalog. 


Black & Decker ° pritt FEATURES 


As the recognized leader of the Portable Electric Drill industry, we constantly seek to improve 
our Drills in order to maintain this position of leadership and to assure our customers that 
they are getting the latest scientific developments when they purchase a Black & Decker 
Drill. The All-Insulated Drill and Heavy-Duty Industrial Cordless Drills are the latest additions 
to our line. Check the outstanding features of each of the Drill groups and see why they add 
up to give you the most efficient, most powerful, most versatile Drill Line on the market today! 


ALL-INSULATED DRILLS 


1. Grounding wire eliminated. 2-prong plug fits any 
receptacle. 


2. Chuck of the drill is fully insulated so that operator 
is properly protected. 


. All parts that you touch are completely insulated. 
Housing is:made of fiberglass reinforced poly- 
ester. 


. Housings will withstand same rough treatment 
as our regular aluminum-housed units. 


. Comfortable to hold under cool or warm con- 


Ye” All-Insulated Drill ditions 


C) Safety Insulation . Perfect for plumbers, electricians, carpenters 

@@ Normal Insulation and others who don't have grounded receptacles 
to use. 

BB Hot Wires 


HEAVY-DUTY INDUSTRIAL CORDLESS DRILLS 


. A radically NEW concept in Power Tools—NO 
CORD. 


. Has a totally different, ultra-efficient motor 
combined with a rechargeable Power Pack. 


. No wires or external batteries to bother with. 
. Quick Power Pack changing—do it in seconds. 


. Fast Power Pack charging—a full recharge takes 
only 3% hours. 


. Versatile. Use anywhere. Shockproof. Quiet 
Y%" Industrial Cordless : running. 


Holgun® Drill . With spare Power Packs these drills can duplicate 


the work of most cord-type drills. 


HEAVY-DUTY ELECTRIC DRILLS 


1. A newly designed cooling system keeps motor 
temperatures lower, reducing maintenance cost. 


. In units subject to overloading, the motor wire is 
coated with a new insulating resin which can with- 
stand up to 38% higher operating temperatures 
raising the safe overload level. 


. Many armatures have hot staked (fused) com- 
mutator leads which are used to assure positive 
connections. 


. New carbon brush grades are used, giving longer 
brush life and less commutator wear, prolonging 
the usable life of the motor. 


. New armature impregnating varnish provides 
greater bond strength at high temperatures. 


. Newly designed motor laminations allow more ef- 
ficient motor operation and greater power output. 


————— 


POWER TOOLS 


Y4” DRILL Cat. No. 711 


® Compact; comfortable to hold. 
® Rugged, high-strength housing. 


® Burnout protected with exclusive *ML 
wire. 


Va” SPECIAL DRILL Cat. No. 30 


® Long brush life; dependable service. 


® Perfectly proportioned for comfortable 
handling. 


® Quality geared chuck. 


V4” STANDARD HOLGUN® DRILL Cat. No. 345 


@ New bearings for longer life and 
smoother performance. 


® Harder steel used for longer life of 
spindle and armature shaft. 


® Improved switch lowers maintenance 
costs. Has conveniently located lock 
pin. 


V4” ALL-INSULATED DRILL Cat. No. 880 


@ All parts that you touch, including 
chuck, are completely insulated so 
that operator is properly protected. 
Housing is fiberglass reinforced poly- 
ester. 


® Grounding wire eliminated. 2-prong 
plug fits any receptacle. 


® Perfect for plumbers, electricians, 


V4” HEAVY-DUTY HOLGUN® DRILL Cart. Nos. 457 & 460 


® Our highest quality 4” Pistol Grip 
Drill; heavy-duty throughout. 


® New bearings, harder steel on spindle 
and armature shaft add up to longer 
ife. 


® Special alloy heat-treated gears. 


COMPARATIVE SPECIFICATIONS 


DRILLS 3 


® Quality geared chuck. 

® Duty Rating: for light-duty industrial 
use and farm repair jobs. 

® Bearings: 4 lubricant-impregnated. 

®@ Switch: single pole trigger. 


® Duty Rating: for intermittent drilling 
such as maintenance and repair work. 


® Bearings: 4 lubricant impregnated. 
® Switch: single pole trigger. 


®@ Duty ett A for general purpose or 
occasional heavy-duty drilling. Perfect 
for maintenance, installation, etc. 


® Bearings: 1 ball, 2 caged roller, 3 
needle. 


® Switch: single pole trigger. 


carpenters and others who don’t have 
grounded receptacles to use. 


® Duty Rating: general purpose or occa- 
sional heavy-duty use. 


® Bearings: 1 roller, 1 roller-thrust, 2 
needle, 1 ball-thrust. 


® Switch: single pole trigger. 


® Extra long brush life. 


@ Duty Rating: heavy-duty continuous 
Production service. 


® Bearings: 5 ball, 1 needle. 
® Switch: H.D. double-pole trigger. 


NOS. 457 & 460 


Standard Voltages ce motor): 115V AC only for No. 711 Drill; 115V or 220V AC only for No. 880 Drill; 115V or 220V AC/DC (others p.1) 


for all other Drills. Specify voltage. 


Cat. Drilling Capacity 
No. | Steel | Hardwood 


7 


No-load Rated load Rated Length Net Wt. Ship. Wt. 
RPM RPM at 115V Ibs. Ibs. bs, 


7il 2250 1720 77," 3 3% 


30 Yn Yi" 
345 1,4" YA" 
345-2 yy" yn" 


2000 1400 2.0 amps. 8A" 334" 4% 


1700 1050 sy" | 38% 4a 
2500 1400 2.5 amps. By," 3% ay 


880 a ee Re eee ae 4 
457 4" y" 1700 } 1300 3.0 amps. 7%" 3% 5 
__ 457-2 yu ye" 2500 1950 3.0 amps. 73%" 3% 5 
457-3 a a a a a ee a "ae | 5 
457-5 a a er a a a ee 7%" 3% 5 
460 y," yy" 600 450 3.0 amps. 844" 3% | 5 
460-1 yA" yn" 1000 650 3.0 amps. 8%" 3% 5 


*Dupont Trademark. 


4 QUALITY POWER TOOLS 


Shortest distance from edge of 
housing to chuck center of 
any drill on the market. 


® Lightweight; powerful. 
® Cool operation—twin fans. 


® Unique offset head permits close 
drilling on flush work and drilling 
‘around corners’. 


Available on Special Order only: Cat. No 
switch instead of paddle switch. 


@ Handle design permits maximum 
pressure behind the drill bit. 


® Heavy-duty throughout—a continuous- 
duty drill. 


® Industrial-quality precision chuck. 
@ Very efficient cooling system. 


® Extra long brush life; more than ample 
power for toughest drilling job. 


5/16” HEAVY-DUTY END HAN 


®@ Heavy-Duty construction throughout— 
a continuous-duty drill. 


® Very efficient cooling system. 
@ Industrial-quality precision chuck. 


® Handle design permits maximum 
pressure behind the drill bit. 


@ Extra long brush life; more than ample 
power for toughest drilling job. 


¥e” SPECIAL DRILL Cat. No. 854 

@® Human engineered handle for great- 
est comfort and handling ease. 

® Sturdy aluminum housing. 

® Quality geared chuck. 


® Powered and geared for Installation 
Men, Maintenance Crews, etc. 


NO. 854 
cations. 


POWER TOOLS 


V4" HEAVY-DUTY SHORTY® DRILL Cat. No. 668 
SMALLEST, MOST COMPACT DRILL ON THE MARKET 


® roy Rating: continuous heavy-duty 
use. 


® Bearings: 3 ball, 1 needle. 
® Switch: single pole paddle type. 
. 669 %4" H.D. Shorty® Drill with toggle 


V4” HEAVY-DUTY END HANDLE DRILL Cat. Nos. 702 and 703 


®@ Perfect for use with No. 49348 H.D. 
Right Angle Attachment. 


® Excellent for use as a power unit. 
® Duty Rating: continuous heavy-duty 
use. 


® Bearings: 3 ball, 3 needle. 
®@ Switch: H.D., double-pole, trigger. 


DLE DRILL Cat. Nos. 704 and 705 


® Perfect for use with No. 49348 H.D. 
Right Angle Attachment. 


® Excellent for use as a power unit. 
@ Duty Rating: Continuous heavy-duty 
use, 


® Bearings: 3 ball, 3 needle. 
® Switch: H.D., double-pole trigger. 


@ Perfect with Hole Saws: has the cor- 
rect drilling power. 


® Duty Rating: Intermittent drilling. 


® Bearings: 1 needle, 5 lubricant im- 
pregnated. 


® Switch: single-pole, trigger. 


HAMMER-GUN® ('4’ Hammer Drill) Cat. No. 714 


A combination 14" Drill and rotary action Hammer. See page 20 for complete speci- 


COMPARATIVE SPECIFICATIONS 


Standard Voltages (universal motor): 115V or 220V AC/DC (others p.I.). Specify voltage. 


|__Drilling Capacity | yo. Rated- Ship. 
Cat. Type load load Wt. 
No. Chuck Steel wood RPM RPM Ibs. 
668 geared 4Y 
702 geared | Y," 7% 
702-9 geared 7'%s 
702-14 geared i," 7% 
703 7'%s 
703-14 keyless 7%, 
__ 704 geared "he" Th 
704-2 geared js" 5%" 7M, 
704-9 geared Ae" %e" 7% 
705 keyless As" ¥e" 7% 
705-2 keyless [sie 6 7% 
854 geared ¥" %" 3% 


<., 
a’ 


POWER TOOLS 


¥e” STANDARD HOLGUN® DRILL Cat. No. 653 


® Harder steel used for longer life of 
spindle and armature shaft. 


@ New bearings for longer life and 
smoother performance. 


® Improved switch lowers maintenance 
costs. Has conveniently located lock 
pin. 


® Duty Ratin 
occasional 


for maintenance, installation, etc. 


e yl 1 ball, 3 needle, 2 caged 


roller. 


DRILLS, SCRU-DRILLS® 


8: for general purpose or 
eavy-duty drilling. Perfect 


® Switch: single pole trigger. 


¥e” HEAVY-DUTY 2-SPEED DRILL Cat. No. 795 


® Two tools in one. Two-speed gear shift 
gives correct drilling power or torque 
at both high and low speeds. 


® Shifting gears from high speed to low 
speed increases torque 24 times. 


® Perfect for electricians, plumbers, 
installers and service technicians. 


@ Use High Speed for up to 14” in sheet 
metal, up to 44" in hardwood or for any 


ae job normally done with a 4” 
rill. 


@ Use Low Speed for up to %" in steel, 
up to 3%," in hardwood, up to 114” with 
Hole Saws and up to 44" in masonry. 

Duty Rating: for general purpose or 
occasional heavy-duty drilling. 


ball, 3 lubricant impreg- 
nated, 2 roll ‘ 


Bearings: 1 


Switch: singl 


er. 
e pole trigger. 


REVERSIBLE 3/2” SCRU-DRILL® Cat. No. 681 


Combination Screwdriver and Drill 


® B&D Exclusive: a combination Screw- 
driver and Drill. 


®@ Just a turn of the collar converts tool 
from a drill to a screwdriver. 


® Reversing switch permits quick re- 
moval of screws or nuts in disassembly 
operations. 


® For intermittent-duty work. (See pages 
wou for screwdrivers for production 
work). 


® Scru-Drill® can be used with 4" Hex 
Shanks, with Bits with 44” hex shanks 
and associated Finders and Sockets 


on p. 52. 


® Duty Rating: intermittent use. 
® Bearings: 6 lubricant impregnated. 


© Switch: single pole trigger; reversing 


switch, 


ACCESSORIES FOR SCRU-DRILL® 


NO. 795 


NO. 18593 
Cat. No. 18593 Repl. Bit and Finder for No. 8 to No. 12 slotted head 
screws.* — | NO. 46098 
Cat. No. 46098 Bit and Finder for No. 5 to No. 9 slotted head screws.* aie : 
Cat. No. 49280 Non-Magnetic Bit Tip Holder. Use for holding bit tips =~ 
with 4" hex shanks. Rs Eee No. 49280 
Cat. No. 49278 Magnetic Drill-Screw Chuck. Use for driving self-drilling, te 
self-tapping screws with a 44” hex head. 
*Quantity Discount: 50-99 less 5%; 100 or more less 10%. ===s NO. 49278 
COMPARATIVE SPECIFICATIONS 
Standard Equipment: (for Scru-Drill@) Cat. No. 18593 Bit and Finder for No. 8 to No. 12 slotted head screws; reversing switch. 
Standard Voltages (universal motor): 115V or 220V AC/DC (others p. 1). Specify voltage. 
| ___2-Speed Drill Speeds : FFE 
Drilling High Speed Low Speed Am 
Capacity No | Rated | No Rated | No | Rated Scru-Drill@ Rated Net | Shi 
es P p. 
Cat. Hard | load | load | load load load | load Screwdriving Capacity at Wt. Wt. 
No. [steel wood | RPM RPM RPM RPM RPM RP Wood | Metal | 115V | Length. Ibs. ibs. 
653 | ¥" 5" 1100 [ 680 — | _ ile — cate! _— 2.5 84" | 3% _ | 4% 
795 er 3%," — [ — [2500 1700__| 1000 700 a ) - 2.2 9%" 4% | 5% 
681 ¥e" %" 1000 650 — — — — dy to #12 self- 2.7 9%" 4 5% 
#10 x 144" tapping 
screws & up 
to #12 ma- 
chine screws 
\ & nuts 


6 QUALITY POWER TOOLS 


® Our highest quality ¥%” Pistol Grip 
Drill; heavy-duty throughout. 


® New bearings, harder steel on 
spindle and armature shaft add 
up to longer life. 


- © Special alloy heat-treated gears. 


¥’’ HEAVY-DUTY END HANDLE DRILL Cat. No. 706 


® Heavy-duty construction through- 
out—a continuous-duty drill. 


® Handle design permits maximum 
pressure behind the drill bit. 


® |ndustrial-quality precision chuck, 
® Very efficient cooling system. 


® Extra long brush life; more than 
ample power for toughest drilling 
jobs. 


® General purpose drill built for 
plumbers, electricians, etc. 


® Armature and chuck-spindle 
mounted on ball-bearings. 


® Precision geared chuck. 
® Well balanced. 
® Close-coupled construction with 


COMPARATIVE 


Standard Equipment: (for No. 362) detachable side handle; chuck key holder. 
Standard Voltages (universal motor): 115V or 220V AC/DC (others p.!). Specify voltage. 


® Extra long brush life. 


3%’ HEAVY-DUTY HOLGUN® DRILL Cat. No. 643 


POWER TOOLS 


® Duty Rating: heavy-duty continu- 


ous production service. 


© Bearings: 5 ball, 1 needle. 


® Switch: H.D. double-pole trigger. 


® Movable 7" side handle can be 
mounted on either side of drill. 


® Perfect for use with No. 49348 
H.D. Right Angle Attachment. 


® Excellent for use as a power unit. 
® Duty Rating: continuous heavy- 


duty use. 


® Bearings: 3 ball, 3 needle. 
® Switch: H.D., double-pole, trigger. 


minimum spindle offset. 


¥e” HEAVY-DUTY BALL-BEARING DRILL Cat. No. 362 


® Convenient spade handle with 


permanent Key Holder. 


® Duty Rating: continuous heavy- 


duty use. 


® Bearings: 3 ball, 5 needle. 
® Switch: H.D., double-pole, trigger. 


SPECIFICATIONS 


Drilling Capacity No 


Rated Rated Net Ship. 
Cat. Steel Hard- load | load at Length Wt. wt. 
No. | wood RPM RPM 115V Ibs. Ibs. 

643 [mer | %" | 1000 650 3.0 amps BY" 3% 5% 
es ee ee 600 450 | _3.0 amps 85%," 3% 5h 
706 ies eas) goo | i540 | __5.2 amps 13%" || 6% 7s 

_ 706-1 [_ %" %" | _ 1400 850 5.2 amps 1314" 6% Tih 

706-2 | | ra" | 2000 = 1175 r 5.2amps. | 13%" 6% 7% 
“S62iu al a Ie" Ya! 1000—séi| 675 | 5.5 amps 1334" oY 11 


DRILLS 


POWER TOOLS 


V2” SPECIAL DRILL Cat. No. 679 


® Lightweight, compact, high out- 
put. 

® Well balanced for perfect control 
on all types of jobs. 


® Removable spade handle for easy 
commutator clean-out. 


® Precision geared chuck. 
® Duty Rating: intermittent use. 


® Bearings: 6 lubricant-impreg- 


nated. 
© Switches: single pole trigger. 


REVERSIBLE 2” SPECIAL DRILL Cat. No. 687 


® Perfect for drilling holes in utility line poles—wood auger backs out safely. 


V2” HEAVY-DUTY DRILL Cat. No. 425 


® General purpose drill built for 
plumbers, electricians, etc. 


® Armature and chuck-spindle 
mounted on ball-bearings. 


® Precision geared chuck. 


® M-L wire in motor withstands high 
overloads. 


Y2” H.D. RIGHT ANGLE DRILL KIT Cat. No. 756 


® Drills in places inaccessible to 
straight-line drills. 

Drills between joists for cable and 
pipe installation, in tight corners 
of machinery, behind pipes, etc. 


Especially useful to men doing 
service or maintenance work and 
construction work. 


Use with self-feed bits, wood 
augers, large drill bits and hole 
saws. 

Helical right angle gears for 
smooth power transmission. 
Head swivels 360°—locks in any 
position. 

Pipe handle can be mounted in 
Right Angle Head or in the drill 
housing. 


® Close-coupled construction with 
minimum spindle offset. 

® Convenient spade handle with 
permanent Key Holder. 

© Duty Rating: continuous heavy- 
duty use. 

® Bearings: 3 ball, 5 needle. 

. © Switch: H.D., double-pole, trigger. 


® Head and drill have heavy-duty 
ball bearing construction. 


® Speed can be changed from 675 
R.P.M. to 300 R.P.M. depending 
upon which end of head is con- 
nected to drill. Lower speed gives 
higher torque. 


® Right Angle Head can be removed 
and chuck mounted in drill to give 
you a powerful B&D 4” H.D. END 
HANDLE DRILL for in-line drilling. 


® Duty Rating: continuous heavy- 
duty use. 


® Bearings: (in head) 2 ball, 
needle; (in drill) 3 ball, 5 needle. 


© Switch: H.D. double pole trigger. 


2 


COMPARATIVE SPECIFICATIONS 


Standard Equipment: (for Nos. 687, 679 and 425) detachable pipe handle and chuck key holder; (for No. 756) steel kit box, reversible pipe 
pipe handle and hex socket wrench. 


Standard Voltages (universal motor): (for Nos. 687, 679 and 425) 115V or 220V AC only; (for No. 756) 115V or 220V AC/DC (others p.1). 
Specify voltage. 
- 


Nos. 679, ‘Speeds of Drill in No. 756 Kit 
687 & | With Right Angle 
425 Drills | High RPM Low RPM L Head Removed | amps, | 

Drilling Capacity No- Rated peng as end No- | Rated | Rated | Net Ship. 
Cat. Hard- Ma- load load No- Rated No- Rated load load at Length Wt. Wt. 
No. Steel wood | sonry RPM RPM load load load load RPM RPM 115V Ibs. Ibs. 
679 | ow [oan ts [gel © eS eS a ee ee oe ee 
687* aout ae |) lage 600 | 390 — — eS — — | — 4.5 1314" 7% | 10 | 
425 Ye" | 1%" | %" 450 300 = —a —| — — | — | 55 13%" 9% | 11% 
756 YH | 14_ | 34H — — 675 | 375 300| 167 450 | 250 5.2 14%" | 19 20% 


*With reversing switch. 


8 QUALITY POWER TOOLS 


Standard Voltages (universal motor): 115V or 220V AC/DC (others p.1). 


NO. 746 


NO, 575-C 


Ay 


POWER TOOLS 


Y2” H.D. END HANDLE DRILL Cat. No. 746 


® Heavy-duty construction throughout— 
a continuous-duty drill. 

@® Handle design permits maximum 
pressure behind the drill bit. 

® Movable7"side handlecan bemounted 
on either side of drill. 

® Extra long brush life; more than ample 
power for the toughest drilling jobs. 


q ® Very efficient cooling system. 


Industrial-quality precision chuck. 


Perfect with H. D. Right Angle Attach- 
ment. 


Excellent for use as a power unit. 
Duty Rating—continuous heavy-duty 
use. 


Bearings—3 ball, 5 needle. 
Switches—H. D., double-pole, trigger. 


REVERSIBLE 1/2” H.D. END HANDLE DRILL Cat. No. 757 


Same specifications as 746 above except equipped with reversing switch. 


HEAVY-DUTY HAMMER-DRILL Cat. No. 715 


specifications. 


Combination 14" H. D. Drill and rotary action Hammer. See page 20 for complete 


Yo’ SUPER-DUTY DRILL Cat. No. 575 


Extra Heavy-Duty Construction and Performance 


®@ Our best ¥%" Drill—extra heavy-duty 
po nedag for continuous production 
rilling. 


® Built-in Reversing Switch at no extra 
charge. 


@ Heavy-duty ball-bearings at Spindle 
and armature shaft. 


® Precision geared chuck or (optional at 


® Heavy-duty throughout for continuous 
production drilling. 


® Built-in Reversing Switch at no extra 
charge. 


@ Heavy-duty ball-bearings at spindle 
and armature shaft. 


® Precision geared chuck or (optional at 
ge ve cost) #2 or #3 Morse Taper 
ocket, 


5” H.D. BALL-BEARING DRILL 


no extra cost) #2 Morse Taper Socket. 


Also runs speed reducers, hoists, light 
elevators, etc. 


Duty Rating—continuous heavy-duty 
use. 


Bearings—6 ball, 1 needle. 


Switches—H. D., double-pole, trigger 
switch and reversing switch. 


Cat. No. 576 


M-L wire in motor withstands high 
overloads. 


Also runs speed reducers, hoists, light 
elevators, etc. 


Duty Rating—continuous heavy-duty 
use, 


Bearings—6 ball, 2 needle. 


Switches—H. D., double-pole, trigger 
switch and reversing switch. 


COMPARATIVE SPECIFICATIONS 


Specify voltage. 


Standard Equipment: (for No. 575) Key-Drive taper chuck—optional, No. 2 Morse taper socket instead of chuck at no extra cost; (for No, 576) 
Key-Drive taper chuck—optional No. 2 or No. 3 Morse taper socket instead of chuck at no extra charge; (for Nos. 575 and 576) chuck key holder 


and detachable pipe handle. 


Special Order: Cat. No. 575-C 4" S.D. Drill, type FC (1” 
No. 45960 Spindle Adaptor Assembly which converts it to 1” 


—8 thread spindle). No-load Speed: 450 RPM. This is the No, 575 equipped with Cat. 
—8 thread spindle unit (chuck not included). Reversing switch is not standard with 


this unit. 
Capacity #575 & #576 

with chuck Cap. #2 Cap. #3 No- Rated Rate ip. 
Cat. | Hard- MTS mrs load load t Length wee we 
No. Steel wood Steel Steel RPM RPM 115V Ibs. ett Ibs. 

= 500 250 5.2amps.| 14%" By 9 

= | 500 f _250 5.2 amps 14%" 8% 1 9 

— | 450 330 10 amps 164" 15% 20 

a 375 275 10 amps 1644" 15% 20 

= 650 | 475 10 amps. | 1614" 15% [20 

= 900 600. | lOamps. | 16%” 15% {20 

= 1200 | 865 |  l0amps. | 16%" 15% [20 

= 3000 2170 = 10 amps. : 16" 15% al 20 

a 375 { 275 10 amps. 16%" 16% 21 

1* 450 330 10 amps. | 16%” 16% 21 


*Equipped with reversing switch. 


POWER TOOLS 


¥%4” H.D. BALL-BEARING DRILL 
Cart. No. 644 


® Reversing Switch-Ring built-in as standard 
equipment; directs equal driving power 
either forward or in reverse. 


® Taper mounted ‘Key-Drive’ Geared Chuck 
assures positive, slip-proof drive both for- 
ward and reverse. Chuck is perfectly 
self-aligning; may be removed or attached 
in seconds—no press needed. Optional at 
ee oxte charge, #2 or #3 Morse Taper 
ocket. 


® Closed-type, heavy-duty ball bearings at 
spindle and armature shaft provide 
smooth, efficient power delivery. 


@® M-L wire in motor withstands high over- 
loads. 


® Also runs speed reducers, hoists, light 
elevators, etc. 


® Duty Rating: continuous heavy-duty use. 
® Bearings: 6 ball, 2 needle. 


® Switches: H. D., double-pole_ trigger 
switch and reversing switch. 


NOS. 45 & 555 


34” SUPER-DUTY DRILL 
Cat. Nos. 45 and 555 


Extra Heavy-Duty Construction and Per- 
formance 


® Heavy-duty throughout for continuous 
production drilling. 


® Reversing switch on No, 555, 


® Heavy-duty ball-bearings at spindle and 
armature shaft. 


®@ Precision geared chuck or (optional at no 
extra cost) #2 or #3 Morse Taper Socket. 


® Also runs speed reducers, hoists, light 
elevators, etc. 


® Duty Rating: Continuous heavy-duty use. 
®@ Bearings: 6 ball, 2 roller. 


Switches: H. D., double-pole, trigger 
switch and reversing switch on No. 555. 


COMPARATIVE SPECIFICATIONS | 


Standard Voltages (universal motor): 115v or 220v AC/DC (others p. 1) Specify voltage. 


Standard Equipment: (for Nos. 644, 45 and 555) Key-Drive taper chuck—optional, No. 2 or No. 3 Morse aan Socket instead of chuck at no 
extra charge; (for Nos. 47 and 556) No. 3 Morse Taper Socket; (for No. 644) key holder; detachable pipe handle 


DRILLS 9 


NOS, 47 & 556 


1” HEAVY-DUTY BALL-BEARING 
DRILL Cat. Nos. 47 and 556 


@ A real workhorse for continuous pro- 
duction drilling. Built heavy-duty through- 
out to handle the toughest jobs. 


® Reversing switch on No. 556 permits 
equal power forward or in reverse. 


® Heavy-duty ball-bearings at spindle and 
armature shaft. 


® Precision Morse Taper Socket. 


® Also runs speed reducers, hoists, light 
elevators, etc. 


® Duty Rating: continuous heavy-duty use. 


® Bearings: 6 ball, 1 lubricant-impreg- 
nated. 


® Switches: H. D., double-pole_ trigger 
switch and reversing switch on 556, 


Drill Reaming i 
Capacity Cap. Cap. | 
Bl with chuck with #2 | with #3 : Seneey No | Rated Rating Net Ship. 
Cat. Cat. | Hard | MTS | MTS Light | Heavy | joa load at |Length| Wt. Wt. 
No. No. Steel | wood Steel Steel Steel | Steel RPM je RPM 115V Ibs. Ibs. 
644 13/6" 2" %" 1” = | 375 1794" 
+ + + ————_—_—— 
45 555 136" 2" = 1%" == 375 250 12 21" 257, 35 
45-2 555-2 13;¢" 2" = 14" = = 275 175 | J2 21" | 25% 35 
T 1 ; rol =H Pr 7] I iat 
45-6 555-6 13; 2 = 1} = a= 600 390 12 21 25%, 35 
45-9 555-9 | 1%" | 2" = 1%" —- | = 900 580 12 [230 fi cab 35 
47 556 | — L = = tle" 3m" | 350 250 12 20" 25% 32 
47-2 556-2 | — { = ic tlie" %," %" 275 175 12 | 20" 25) 32 
47-6* | 556-6" | — = = {14" %" | 600 | 390 12 20" | 25% 32 
A705). SSeS | = — | ti" y," " 900 580 | 12 | 20" 25% 32 


*Available on special order—please write for 


delivery information. 


tFor drilling small holes: a 3-2 or 3-1 Reducing Sleeve or a Chuck mounted on a Morse Taper Arbor can be used. 
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POWER TOOLS 


POWER TOOLS 


REVERSIBLE 1/4” HEAVY-DUTY TWO-SPEED DRILL Cat. No. 738 


® Heavy-duty throughout for con- 
tinuous production service. 


® Full power in both speeds—for- 
ward and reverse. 


® Sliding gearshaft knob changes 
speed from 250 to 500 R.P.M. 


® Perfect as a Power Unit. 


® Closed-type heavy-duty ball-bear- 
ings on armature shaft eliminates 
periodic lubrication. Roller bear- 


® Built with top power to handle the 
really rough jobs with ease. 


® Perfect for dependable day-after- 
day drilling of large capacity holes. 


© Rugged die cast aluminum housing 
built for maximum durability. 


® Reversing switch on No, 557 gives 
full power forward or in reverse. 


® Also runs speed reducers, hoists, 


ings on spindle. 

® Ideal for drilling small pilot holes 
for large drill bits. Both holes can 
be drilled with one drill and with 
correct speed for both drill bits. 

® Duty Rating: continuous heavy- 
duty use. 

® Bearings: 6 ball, 2 roller. 

® Switches: H.D. double-pole, trig- 
ger switch and réversing switch. 


1¥4” HEAVY-DUTY BALL-BEARING DRILL Cat. Nos. 494 & 557 


light elevators, etc. 


® Duty Rating: heavy-duty through- 
out for continuous production 
service. 


© Bearings: 6 ball, 1 
impregnated. 


lubricant- 


® Switches: H.D. double-pole trig- 
ger ane reversing switch on No. 


HEAVY-DUTY COAL DRILL Cat. No. 305 


Not for use in gaseous mines—not explosion-proof. 


® Ideal for constant service on regu- 
lar shot-hole drilling. 


® Spindle equipped with taper-roller 
bearings, fits all popular coal 
auger adaptors. 


© Specially heat-treated gears give 


exceptional hardness for long life. 


® Duty Rating: heavy-duty continu- 
ous use. 


© Bearings: 6 ball, 2 roller. 


® Switch: Heavy-duty double pole 
trigger. 


COMPARATIVE SPECIFICATIONS 


Standard Equipment: (for Nos. 738, 494 and 557) No. 3 Morse Taper Socket; (for No. 738) gear shift; detachable pipe handle. 
Standard Voltages (universal motor): (for Nos, 738, 494 and 557) 115V or 220V AC/DC (others p.1); (for Nos. 305 and 305-6) 115V or 220V 


AC only. Specify voltage. 


=e ae _ 
Drill Cap. Reaming Coal 

vou ew No. 3 ne spinite No- Rated pas | Net Ship. 

Cat. Cat. MTS__| Light | Heavy male load load at Length wt. wt. 

No. No. Steel Steel Steel thread RPM RPM 115V Ibs. Ibs. 

a“ 

= 738 to cig | 2 %4" oe a ie 12 20%" | 33% 39 
494 557 fw" [1 x | — =a 250 160 12. [| 20%" 32 372 
494-3 557-3* {LiA" i an 350 2a) sail meio ame 20%," 32 373 
_494-6* 557-6* 14" i? 4" _ _ | 600 L 380 12 __ 2014" 32 37% _ 
494-9* |  557-9* | tli" if el 900 580 12 20%," 32 37% 
le a [= = a: 375 | 250 12 20” 25 32° 

305-6 | — = = = _ 8 600 | 390 12 20" 25 32 


tFor drilling smaller holes, a 3-2 or 3-1 Reducing Sleeve or a Chuck mounted on a Morse Taper Arbor can be used. 
*Available on special order. Please write for delivery information. 
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POWER TOOLS 


V4” INDUSTRIAL CORDLESS HOLGUN® DRILL 
Cat. No. 906 


Cat. No. 906NP 14” Industrial Cordless Holgun® Drill, only. 
Cat. No. 946 6 volt one pack Industrial Power Pack Charger. 


(6 volts) 


V4” INDUSTRIAL CORDLESS HOLGUN® DRILL (9 volts) 
Cat. No. 909 


Cat. No. 9O9NP 14" Industrial Cordless Holgun® Drill, only. 

Cat. No, 909-17 1700 R.P.M. %4" Industrial Cordless Holgun® Drill. 

Cat. No. 909-17NP 1700 R.P.M. 4" Industrial Cordless Holgun® Drill only. 
Cat. No. 949 9 volt one pack Industrial Power Pack Charger. 


¥s” INDUSTRIAL CORDLESS HOLGUN® DRILL (9 volts) 
Cat. No. 910 


Cat. No. 910NP %" Industrial Cordless Holgun® Drill, only. 
Cat. No. 949 9 volt one pack Industrial Power Pack Charger. 


FEATURES OF CORDLESS HOLGUN® DRILLS 


® Completely cordless. No belt pack or @ Precision geared chuck. 


heavy battery to carry. e . . 
D 5 -d 
® Versatile. Use anywhere. vibe motos soniinuger nayeduty 


© Shockproof. Quiet running. ® Bearings: 3 ball, 3 needle. 

@ Fits No, 22148 Drill Stand. ® Switch: H.D. trigger-type. Safety but- 

® Power Packs quickly charged—full ton prevents accidental operation, 
recharge in 3% hours. permits locking unit either ON or OFF. 


INDUSTRIAL POWER PACKS 


Specially designed silver-cadmium 
Power Packs are maintenance-free 
and safety vented. 

Additional Power Packs are used 
where job exceeds one-charge drilling 
capacity of drill or where operator 
doesn't wish to wait for recharging of 
Power Packs. Thus continuous drilling 
can be accomplished. 


Cat. No. 51800 6 volt_ Industrial 
Power Pack. Ship. Wt. 2 Ibs. 


Cat. No. 51900 9 volt Industrial 
Power Pack. Ship. Wt. 2% Ibs. 


COMPARATIVE SPECIFICATIONS 


Standard Equipment: (for No. 906) No. 51800 6-volt Industrial Power Pack; (for Nos. 909 and 910) No. 51900 9-volt Industrial Power Pack; 
chuck key holder. 


Standard Equipment (DC Permanent Magnet Field Motor): 6V DC (for No. 906); 9V DC (for Nos. 909 and 910), 


elem | 
tPower Bore Bit. tSelf-feed Bit. 
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POWER TOOLS 


¥e” IND. CORDLESS REVERSIBLE SCRU-DRILL® (6 volts) 
Cat. No. 936 


Cat. No. 936NP 3" Industrial Cordless Rev. Scru-Drill®, only. 
Cat. No. 946 6 volt one pack Industrial Power Pack Charger. 


3” IND. CORDLESS REVERSIBLE SCRU-DRILL® (9 volts) 
Cat. No. 939 


Cat. No. 939NP %" Industrial Cordless Rev. Scru-Drill®, only. 
Cat. No. 949 9 volt one pack Industrial Power Pack Charger. 


FEATURES OF CORDLESS SCRU-DRILLS® 


®@ Versatile: just a turn of the collar © Power Packs quickly charged. 
changes tool from Drill to Screwdriver. 


© Completely cordless. No belt pack or © Duty Rating: intermittent use. 


heavy battery to carry. @ Bearings: 2 ball, 3 needle, 2 thrust. 


® Quiet running. Shockproof. 
® Switch: trigger-type with safety button 


© Bit idles for finding screw slot. which prevents accidental operation 

® Use with 14” hex shanks, bits with 4" and permits locking unit either OFF or 
hex shanks and associated Finders ON. Also reversing switch for quick 
and Sockets. removal of screws and nuts. 


INDUSTRIAL POWER PACK CHARGERS 


Power Packs for the CORDLESS Drills a Barely charged 
at the factory, therefore before usin y must be fully 
grates The industrial Power Pack ames efficiently do 


this job. 

The ‘Standard Industrial Power Pack Charger (115V, AC 
only) may be plage into any 110-125V (AC only) outlet. 
Chargers automatically cease charging when Power Packs 
are fully charged. Chargin g time for an uncharged Power 
Pack is approximately 344 hours; less had is required for an 
already partiely charged Power Pack. No harm occurs in 
Power Pack if left in charger longer then require 

Four models of Chargers are available for the 2 sizes of 
Power Packs. Also available in 220V and 240V (AC only). 


Cat. No. 946 6 volt One Pack Industrial Power Pack Charger. 
Ship. Wt. 8 Ibs. 


Cat. hgh 949 9 volt One Pack Industrial Power Pack Charger. 
Ship. Wt. 8 Ibs. 


Due to the variations of materials and operator technique, 
the number of screws thatcan be driven or number of holes 
that can be drilled per charge of a Cordless Scru-Drill® 
Battery cannot be accurately stated. Therefore, it is 


recommended that you contact your local Black & Decker 
representative for a demonstration of our Cordless Scru- 
Drills® on your particular job. 


Gat. No, 9566 6 yor Two Pack industrial Power Pack Charger. 

ip 

Cat. No. 959 9 volt Two Pack Industrial Power Pack Charger. 
Ship. Wt. 11% Ibs. 


COMPARATIVE SPECIFICATIONS 


ones Equipment: (for No. 936) No. 51800 6 volt Industrial Power Pack; (for No. 939) No. 51900 9 volt Industrial Power Pack; chuck key 
older. 
Standard Voltage (DC Permanent Magnet Field Motor): 6V DC (for No, 936); 9V DC (for No. 939). 


Drilling Capacity* 
Fir | _FirWood __—i 


Ship. 
wi 


Cat. SS me cane 
No. Fe.t | 
sw | up to | up to #12 self- 7% 
#10 x apple screws & 
14" #12 machine 
screws & nuts 
up to $14 self- 8% 


tappin screws & 
up to 4" machine 
screws & nuts 


14," 


*See above for number of holes that can be drilled with one charge. tPower Bore Bit. tSelf-Feed Bit, 


CORDLESS DRILLS & 


SCRU-DRILLS® 13 


POWER TOOLS 


Y2” INDUSTRIAL CORDLESS 2-SPEED DRILL 
Cat. No. 912 


Cat. No. 912NP '4" Industrial Cordless 2-Speed Drill, only. 
Cat. No. 956 6 volt two pack Industrial Power Pack Charger. 


(12 volts) 


Y2’’ INDUSTRIAL CORDLESS 2-SPEED DRILL (18 volts) 
Cat. No. 918 


Cat. No. 918NP ¥" Industrial Cordless 2-Speed Drill, only. 
Cat. No. 959 9 volt two pack Industrial Power Pack Charger. 


NO. 918 


FEATURES OF 2-SPEED CORDLESS DRILLS 


® Two-Speed gear mechanism; Drill 


® Power Packs quickly charged. 
runs at high or low speeds. 


@ Discharged Power 
easily changed. 


Excellent in Cat. No. 22145 B&D Drill 
Stand. 


Packs quickly, 
e Cornbistely shockproof; stand in water 


and operate drill if need arises. -@ 


® Completely cordless; quiet in opera- : 
tion; instanttrigger-to-chuckresponse. ® Duty Rating: continuous heavy-duty 


use. 
Bearings: 5 ball, 1 roller. 


Switch: heavy-duty trigger-type; safety 
button prevents accidental operation, 
permits locking unit either ON or OFF, 


® Offset spindle permits ‘close-in’ drill- @ 
ing. 


® Sturdy steel side handles and 2-posi- 
tion removable end handle. 


Due to the variations of materials and operator technique, the number of holes to be drilled per charge of a Cord- 
less Drill Battery cannot be accurately stated. Therefore, it is recommended that you contact your local Black & 
Decker representative for a demonstration of our Cordless Drills on your particular job. 


COMPARATIVE SPECIFICATIONS 


Standard Equipment: (for No. 912) two No. 51800 6 voit Industrial Power Packs; (for No. 918) two No. 51900 9 volt Industrial Power Packs 
chuck key holder 


Standard Voltage (DC Permanent Magnet Field Motor): 12V DC (for No. 912); 18V DC (for No. 918). 


Drilling Capacity* 


= = | Rated-load 
Low Speed High Speed RPM Net Ship. 
Cat. Fir Hard Hole Fir | Ma- } Length| Wt. Wt. 
No. Wood Wood Alum. | Saw | Steel Wood | Alum. | sonry Low | High; _|_Ibs. | Ibs. 
2S. Pet 114" S.F.t a" | 136" | Ya" 34" S:Ft) 44" |) 34" | 210 | 440)15%4" |14 18% 
918 yn" Zhe S.Fst | 2"-S.Fst Yn" ie We %" S.F.t| Y%" | % {150 730] 15%" | 15% | 20% 


%See above for number of holes that can be drilled with one charge. 
t+Power Bore Bit. tSelf-Feed Bit, 


NO. 52606 


NO, C-601 


B&D Cordless Drills con- 
nected to a 12 volt Wet Cell 
Battery are perfect for 
remote location, sustained 
drilling operations. 

Cat. No. 54700 includes 
Cat. No. 54701 12 volt Wet 
Cell Battery and Cat. No, 
54702 Battery Carrying 
Case. Ship. Wt. 2634 Ibs. 
Cat. No. 54701 12 volt Wet 
Cell Battery only. Ship. Wt. 
23% Ibs. 

Cat. No. 54702 Battery 
Carrying Case only. Ship. 
Wt. 3 Ibs. 


NO. C-6000 


Sy ® Shockproof. Safe. 


POWER TOOLS 


CORDLESS DRILL ACCESSORIES 


Cat. No. 52606 Right Angle Attachment. For use with Cat. No. 912 and Cat. No. 
918 %" Industrial Cordless 2-Speed Drills, Ship Weight: 3 Ibs. ss ‘ 


Cat. No. 54320 Remote Battery Adaptor. For running 6-volt and 9-volt Cordless 
Holguns@® and Scru-Drills@ (Cat. Nos. 906, 909, 910, 936, 939) on wet-cell battery. 
6-volt units require 6-volt wet-cell battery. 9-volt units should be used with 12-volt 
wet-cell battery. Ship weight: 3 Ibs. 


Cat. No. 54310 Remote 12-Volt Battery Adapter Set. For running Cat. No. 912 
¥" Industrial Cordless 2-Speed Drill (12 volts) on 12-volt wet-cell battery. Ship 
weight: 3% Ibs. 


CORDLESS ELECTRIC HEDGE TRIMMER Cat. No. C-671 


World’s first hedge trimmer that works without an electric cord or portable gen- 
erator. The entire, lightweight unit (6% Ibs.) is easily held in one hand. Its power 
will amaze you as it quietly zips through the toughest hedge and shrubs. And, it's 
completely shockproof! 


@ Brand-new B&D motor is designed and built with the care and accuracy of a fine 
watch. Special precision roller and ba!l bearings make it ultra-efficient, with a 
quietness like no other trimmer. 


® Power source is nickel cadmium battery in handle. On one charge the CORDLESS 
can bt average hedge 3’ high and 200’ long. Power Pack can be recharged 
overnight. 


® Full 12” double-edged blade delivers 2200 cutting strokes per minute. 


® Switch Key for safety. It must be inserted and turned before the trimmer will operate. 
No accidental starts. 


Std. Equipment: Power Pack, Power Pack Charger, 2 Switch Keys, 6 oz. can of 
B&D Spray Lubricant. 

Cat. No. C-6700 
Cat. No. C-6701 
Cat. No. C-6702 
Cat. No. C-6703 


Hedge Trimmer Power Pack Charger. Ship. Wt. 3 Ibs. 
Hedge Trimmer Repl. Power Pack. Ship. Wt. 2% Ibs. 
B&D Spray Lubricant—6 oz. can. Ship. Wt. % Ib. 
Switch Key. Ship. Wt. % oz. 


V4’ CORDLESS ELECTRIC DRILL Cat. No. C-601 


® Lowest priced Cordless Drill. 
@ No Cord. No Plug. No Outlet. 


nects to any conventional 110-120 
volt AC/DC outlet. 


® Duty Rating: light, intermittent use. 
® Bearings: 4 needle. 
® Switch: H.D. trigger type. Safety 


button prevents accidental operation, 
permits locking unit either ON or OFF. 


’ @ Powered by a self-contained Power 
Pack. 


@ Full recharge takes 10 hours with 
B&D Power Pack Charger that con- 


*On a single charge, drills 300 4%" or 200 14" or 75 14" holes in Fir wood. 


Standard Equipment: Cat. No. C-6000 Power Pack Charger. 
Std. Voltage (DC Permanent Magnet Field Motor): 6V DC. 
Cat. No. C-600 14" Cordless Electric Drill, only. 


Cat. No. C-6000 Power Pack Charger. Used for recharging Cordless Electric Drill, 
above. Ship. Wt. 1 Ib. 


POWER TOOLS 


HEAVY-DUTY POWER UNITS 
Versatile, Dependable Power for a Wide 


A complete line of Heavy-Duty Power 
Units and Core Drill Motors are built by 
Black & Decker. These supply steady, 
economical power for a wide variety of 
applications. Some of the jobs for which 
they have been used are: 


@ Run an elevator to hoist building 
materials. 


® Operate winch for unloadin iggy- 
back trailers from freight ps Ag 4 


® Operate plaster-mixing machine for 
tile contractor. 


® Power unit for ice cream manufactur- 
ing machine. 


® Drive core-drilling apparatus. 


@ Raise and lower basketball back- 
boards in gymnasium. 


@ Used as a gear box for wire-stripping 
machine. 


® Used for changing elevation of bottling 
table in soft drink industry. 


® Used to power mobile scaffolding for 
window-cleaning outside of buildings. 


Please write to our Customer Service 
Dept. Hampstead, Maryland for com- 
plete information on this versatile B&D 
equipment. 


BENCH DRILL STANDS 


INCREASE the usefulness of Black & 
Decker Drills, Screw Drivers and Tappers 
by converting the portable unit to a drill 
press for heavy-duty work. Available in 
Bench type for all sizes. 


NO. 39020 N 


C/L of Bit | Net | Ship. 
| we | Wt 


CORDLESS DRILL & HEDGE TRIM- 1S 
MER, BENCH DRILL STANDS 


Variety of Applications 


Handle leverage multiplies working pres- 
sure; feeds smoothly for accurate work. 
Tool bracket is adjustable for height and 
radial position. 


O. 22148 


ff 
‘la 


Use with tools listed below 


134” Core Drill 


2-Speed Super Power Unit 


NO. 26607 


Max. | to C/L of 
Cat. No.| Feed | Column Ibs. Ibs. 
r 39020 | 2%" 544" 8 10 | Nos. 711, 680 & 725 14" Drills; 4” Special (type D) & %” Special Drills; 4" & %” Std. Holgun® 
| | Drills; No, 880 44" All-Insulated Drills; #4" Scru-Drill. 
| } 
22148 | 2" 54" ll | 14 4," & 44" H.D. Holgun® Drills; 4” Special (types A, B & C), 4” Std.,44"” H.D., 546” H.D. and 3%” Std. 
| | | / Drills: Uy", 36", a & er H.D. (but rot Rev. ys H.D.) End Handle Drills. Also Scrugun® Screw- 
drivers; Tapgun® Up sesat and Nos. 14 & 18 Screwdrivers; 14” & %” Ind. Cordiess Holgun® 
| Drills; 6" 2-Speed H.D. Drill. 
22145 | 4" | 6” AO 20 | %"H.D., %" Special, %" Junior, 4%" Std. & 4%" H.D. Drills; 4” & ¥2"” Ind. 2-Speed Cordless Drills. 
+ 
13857 | 4” | 8" } 50 59 | All B&D side-handle Drills from 4%" S.D. to 1” H.D. 
26607 | 4" 12” | 83 98 | 1%” H.D. Drill. 


Hydra-Power Feed Pump shown In use above is acces- 
sory equipment (see below) available at extra cost. 


MAGNETIC DRILL PRESSES 


The accuracy of a stationary Drill Press 
and the versatility of a Portable Drill are 
built into these easily carried, 2-piece 
units. Basically, the Magnetic Drill Press 
handles drilling jobs that are extremely 
difficult or practically impossible with 
conventional portable or stationary 
equipment. It seats itself magnetically— 
upside down or at any angle on a ferrous 
metal thickness of 2" or more (back-up 
plates should be used on lighter gages) 


POWER TOOLS 


—and drills by hand-lever pressure or 
by a convenient, remote-control ‘‘Hydra- 
Power Feed’’ (accessory equipment— 
see below). B&D Motor supplies full 
power to the Drill Unit. Motor rotation 
can be reversed with equal power in both 
directions. Magnet Base (see below) can 
be used separately as a powerful holding 
device for welding or fastening opera- 
tions. 


14" 


HYDRA-POWER FEED PUMP 


Cat. No. 39328 (for 34” Mag. Press) 
Cat. No. 39031 (for 144” Mag. Press) 


Permits operator to control drilling while standing 
as far away as 6 ft. from Drill Press. Ship Wt. 9% 
S. 


DRILL PRESS CADDY Cat. No. 39349 


Provides light, easy transportation to any work 
rarer for either the 34” or 144" Magnetic Drill 
ress. 


No. 649 


1¥%4” H.D. TWO SPEED MAGNETIC DRILL PRESS 


Cat. No. 741 250 & 500 R.P.M. 


The 144” H.D. TWO-SPEED Magnetic 
Drill Press gives full power in both 
speeds—forward and in reverse. A 
sliding gear shift knob changes no-load 
R.P.M. to either 250 or 500—even while 
motor is running. The two-speed feature 
makes possible a practical drilling speed 
for drilling holes from 144” down to %” 
with the included No. 3 Morse Taper 


<0 34” H. D. MAGNETIC DRILL 


Cat. No. 674 375 R.P.M. 
*Cat. No. 674-4 450 R.P.M. 


SPECIFICATIONS 


Drilling Capacity (in steel) 

Tapping Capacity (in steel) 

Reaming Capacity Light 
(in steel): Heavy 

No-Load Speed 

Rated-load Speed 

Reversing Switch 

Std. Voltages (others p. 1) 


Rated Amps. at 115v 

Length of Drill Stroke 

Direct Magnetic Pull 

Drill Point Pressure (with 
base in horizontal position 
—on ¥4" thick flat steel) 

Overall Height 

Magnet Base Size—Length 

Width 

Safety Chain Length 

Magnet Unit Net Weight 

Drill Unit Net Weight 

Total Shipping Weight 


375 R.P.M.* 
275 R.P.M. 


115 or 220v., 


1850 Ibs. 


1100-1200 Ibs. 


Socket. This is particularly useful when 
drilling small pilot holes for large drill 
bits. Both sized holes can be drilled with 
one Drill and with the correct speed for 
both drill bits. 

For drilling smaller holes, a 3-2 or 3-1 
Reducing Sleeve or a Chuck mounted 
on a Morse Taper Arbor (see next page) 
can be used. See specifications in 
column below. 


PRESS 


*Cat. No. 674-6 650 R.P.M. 
*Cat. No. 674-9 900 R.P.M. 


Cat. No. 741 


Cat. No. 674 144" Two 
34" Model Speed Model 


%a" to %e"® 


wy" to 14%4"@ 
13/4," 1” 

54" 14 

yn" %" 

250 & 500 R.P.M. 
175 & 315 R.P.M. 
Yes Yes. 

115 or 220v., 


3000 Ibs. 


1800-2000 Ibs. 
30%" 
1514" 
5" 
5 ft. 
32% Ibs. 
28 Ibs. 
73 Ibs. 116% Ibs. 


Std. Equip.: (all units): 5’ Safety chain: Magnet Base with headlight, pilot light and 
drill point locator, safety trigger switch with locking button, reversing switch. 


@ Optional—No. 2 or No. 3 Morse Taper Socket instead of chuck, no extra charge. 


@® For drilling smaller holes, a 3-2 or 3-1 Reducing Sleeve or a Chuck mounted ona 
Morse Taper Arbor can be used. 


*Optional Speeds—Available on Special Order. 


MAGNETIC DRILL PRESS BASE Cat. No. 649 


Perfect for holding two pieces of ferrous metal together while welding. Also, hand 

for holding steel sheets together during fastening operations. Two handles permit 

easy handling. Eye bolts allow overhead suspension with chain if desired. Safety 

ligne estes when Base is magnetized. 18%" long, 41346” wide. Net wt. 55 Ibs., 
ip wt. Ss. 


he" 


Chuck and Key 


Chuck on M.T. Arbor 


a 
ot 
Key Hold 


V4" Threaded V2" Threaded 


Key Drive 
Chuck and Key 


Keyl 
Shuck. Chuck 


Chuck 


Spindle 


pouneeae Used on These Units 


Key 
Shuck & Key| Cat. No. |B&D Cat. heron Holder 
(Jacobs No.) Gare No.)| Cat. 
Supreme No. eee No.| No. 
3¥4"-24 thd. |45354 (MC- |45355 (KG) %4" Util. Drills, 
(M) 1G41)(MC2) YA" All- Purpose Drill, 
(er 5" Sander-Polisher, 
BMIA’ H1A Wide Sta. Holes (E) 
' olgun 

ih" Spl Drill (D) 

< Drill ane 
%" Th. | ¥%"-24 thd. | 55313 45355 (KG) n, 
AT [MR AEIE | Meteor, [APES OS [94528 Neeeettislat 
Yu" Th. | 3%": ia om 23226 3030-T shorty. Drills call types), 
: (1B-%-24) (KI) yl" yin 
A ean CA Y,"'Cordless 

Holguns 
Y" Th. |%"-20 thd. | 23227 7705-L %4" H.D. Drills a to N), 
(F) Gp ia20) G2) fap SS Drills (B, C, CP, 
%4" Th. baller) thd. cia 7705. e Tomy G 
7B-%-24) 4A|(K7) 7 144” A.D. izuins 
YA" Key- | %"- 29% oe 49639 a H.D. ‘(types H to nes 
"as | Completely iA" Sid., Agr HD: (L 
han 2: aw (N to ty 

tightened Drills. 
ce Junior (B), 2” 
ta. (B), ¥2" Spl. (E) 


Aq Key-| 4"-20 thd. | 49640 Com- 
less (F) plctey hand 
es Bei 


34519 |54.6" Util 
(308, Se: -20) (K30) he" Ht b. (L to V). 


Leta Th. bade Ret 54463 46164 3" 2-Speed H.D. Drill. 
(MC4K41E) Le 
Yy". 20 ot 23229 34" Std., %" it D. 


She" Th. Maat hs |e 


{se~ 5 34" Util. (M to Vy ie ¥" 
ordiess 2- we rills 


" Std. Holgun (A), %” 
Chie Drill, et Wi 


(Mean41) 
Drill, 4" Cordless Holgun 


im Std. 
olgun (B) 
1536-L (K2) ¥%4" H.D. Holgun 
¥4" Cordless en 
4 ¥4" Scru-Dri 
s Cordless Scru-Drill 


Grit BEG 
Yo" Junior Uti te, Ya" § 
(P), Ye" U F), iy ii 
M), y"spsciai(b), 
Bin ‘ordiess 2-Speed 
rl 


23230 4794-L 34519 |Hammer-Drill 
(33B-%-20) | (K32) 
9480 (34) 1534-L (K3) ¥" H.D. (A to E), 


2" Spl. (C, D) 

15839 (33) | 4794-L(K32 Rev %" Special (FR) 
52115 46164 34519 | Rev. %" H.D. End Hdl. 
(MC8K64)_ | (KK) Drill 

38231 1534-L ye" ee D.. (F); 34" S-D; 
(34KD) (K3) (F, FC) 


Yo" Sq. 45429 No. 624 Impact 
drive (64-39) Wrench 


WKO.| __[S8233GKD)[ 15341 KS)! wT HD. 


9522 (36) |9522-L (K4 Std, (E) HD. 
fosee ee fosee to] aa SP 

45 

(37 


171 9225-L 4" Std. (F), %4" H.D. 
KD) (K4) Ma Mae iM Drill Press, 34” 
M), 34” Extra By D. 
(Nd, MMs D. (M, M 


58144 
(MC4K61) 
26299 (2B) 


46110 
(MC4KO1) 
Ye" Th. — aaa eMiceKe4) 


YY" Th. oe $3339 Se B-|4 
n-2. 


Yo" Th. | Ye"-20 thd. 
(F) 
yy" Ta. 


Yo" Ta. 
Yo" Ta. 


Ye" K.D. 


*Includes chuck with nut and body wrench and hex. key. 

**Th.—Threaded; Ta.—Tapered; K.D.—Key-Drive. 

+(M)—male thread; (F)—female thread. 

Note: Check manufacturer's number on chuck and indicate proper chuck key number 


when ordering Key only anu order by B & D Catalog Number. 


DRILL ACCESSORIES 


A H.D. RIGHT ANGLE ATTACHMENTS 


Drill R.P.M. can be increased to 1% times original 
speed or reduced to % a original speed. Chuck not 
included—use chuck of 

Mid & yy," 


i 

Cat. No. 49348 Use with B&D uA", “ie. 
H.D. End Handle Drills non- peyersin ig ont 

Ss io. 52606 Use with %” & 4%” B&D ‘Cordless 

rills 


RIGHT ANGLE HEAD & BRACKETS 


B one ie 50556 Right Angle Head. Equipp 
h ¥%" 3-jaw gea ar chuck, Fits %" Std., 4%” 
yr H.D. (F), 96” H.D. (F), and 34" H.D. Drills. | 


C Cat. No. 50555 Right Angle Head Bracket. (Fits 
fe. oe pag Head, above). For %" Std. or %" 
Drills. 


c ar 5 Bie 50559 Right Angle Head Brag (Fits 
50556 Head, above). For 14" H.D. (F), %” 
NS %. (F), 34” H.D.'Drills. 


D GRINDING AND BUFFING WHEELS 

Use with 4" to 4" Drills and Wheel Arbors. See p. 45 
for larger wheels for Bench Grinders, etc. 

Cat. No. 39024 3”x'4"x 42" Med. Grit Grind Wheel.* 

Cat. No. 39015 3" x %” x 4" Cotton Buff. 


E WIRE WHEEL BRUSHES 

Use with 4" rile in cleaning and removing rust, 
scale, old pain 

See p. 46 for —_— listing of Wire Brushes. 
Cat. No. 39008 4” Fine Brush,.** 

Cat. No. 39009 4” Coarse Brush.** 


F 3” WIRE CUP BRUSH 

Use with 4" dd in cleaning and removing rust, 
scale, old paint. 

Cat. No. 39014 (straight chuck shank),** 


See p. 46 for Wire Cup Brushes for use with produc- 
tion Sanders. 


SEE PAGE 46 FOR MORE WIRE BRUSHES 
G WHEEL ARBORS 


Fit 4" to Yo" Drills. Carry grinding wheels, wire wheel 
brushes and buffing wheels. 

Cat. No. 39026 14" Arbor (4" dia., 4" shank). 

Cat. No. 8449 1%" Arbor (14" dia., %" shank). 


Cat. No. 23041 Sanding Pad Arbor (%"-11 thd., 4" 
shank). Holds No. 33489 Rubber Pad. 


Cat. No. 33489 5" Rubber Pad with Clamp Washer 
for use with No. 23041 Arbor listed above. 


MORSE TAPER EQUIPMENT 


Cat. No, 10601 ie Chuck with No. 3 M. T. A., to fit 
1” and 134" Drills. 
Cat. No. 38790 No. 2 Morse Taper Socket (fits 54" 


H.D. & 34" Std. (F), 34” H.D. Drills and 34” Mag. Drill 
Bini, 
Cat. No. 38791 No. 2 M.T.S. (fits %” H.D. Drill, 
Type F). 
Cat. No. 38792 No.3 Morse Taper Socket (fits 544" 
Boe ‘ 34." Std. (F), 34” H.D. Drills and 34" Mag. Drill 
ress). 


LUBRICANT 
For Drills, Tappers, Screwdrivers, Sanders, 
Grinders and Shears. 


No. 23638 1 |b. Can Std. Gear Grease. 
No. 32907 5 |b. Can Std. Gear Grease. 


lade Discount: 5-24 less 5%; 25 or more less 


Port. 


im Discount: 10-49 less 5%; 50 or more less 
10%. 


HOLE SAWS 


Black & Decker Hole Saws will cut clean, 


round holes in any material a hack saw 
¥ will cut. Each Hole Saw has hand sharp- 
ened teeth—each tooth is of uniform 
structure. For long life on production 


hole cutting, we recommend the super 


POWER TOOLS 


can be used with any Electric Drill or 
spindle equipped with the correct 
chucking device, but the power and 
speed of the spindle will govern the size 
of the Hole Saw to be used and the 


results obtained, 


quality of High Speed Hole Saws. They 


On %4" Electric Drills.......... not larger than 144” Hole Saws 
On %" Electric Drills.......... not larger than 144” Hole Saws 
On ¥%" Electric Drills.......... not larger than 344” Hole Saws 


HIGH SPEED HOLE SAW 


Use with Mandrels t 
For For i ) 
ys" or % 
Larger 
Drills 


LL —aeelaial 
18028 
18028 
18028 


| 21795 | 
21796 £5028 Fe 


HIGH SPEED MANDREL 


) 


*3," Hole Saw has built-in Mandrel; no separate Mandrel supplied. 


HIGH SPEED HOLE SAW MANDRELS for 1/4”, 5/16” and 
3/8” Drills 
(For Use Only with High Speed Hole Saws) 
Cat. No. 22181 Mandrel with Pilot Drill (to fit 34” to 1346” Hole Saws). 


Cat. No. 22182 Mandrel with Pilot Drill (to fit 144” to 14%" Hole Saws). 
Cat. No. 22192 Pilot Drill only, for above Mandrels. 


HIGH SPEED HOLE SAW MANDRELS for 1/2” and larger Drills 
Cat. No. 14903 Mandrel with Pilot Drill (to fit 34” to 1346” Hole Saws). 
Cat. No. 14904 Mandrel with Pilot Drill (to fit 144” to 1%” Hole Saws). 
Cat. No. 18028 Mandrel with Pilot Drill (to fit 2” to 4” Hole Saws). 
Cat. No. 14935 Pilot Drill only, for above Mandrels. 


SPECIAL HOLE SAWS for home insulation and other special uses, use 
coarse-tooth Hole Saw with 134" depth-of-cut listed below and No. 24578 Special 
Mandrel, below. 


Cat. No. 24576 2%" Diameter Special Depth Hole Saw. 
Cat. No. 24578 Soesiel Mandrel with Pilot Drill to be used with above Hole 
aw. 


Cat. No. 24577 Pilot Drill for No. 24578 Mandrel. 


QUANTITY DISCOUNT: 10-49 LESS 5%; 50 OR MORE LESS 10%. 
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HERE ARE TOOLS FOR EVERY HAMMERING AND MASONRY DRILLING JOB! 
CHECK THE LONG-LIFE FEATURES. 


A. Controlled air pressure, 
actually a compressed air 
‘spring’ eliminates need 
for any metallic spring. 
® Smooth idling action. 
@ Friction-drive protects 
operator if hammer bit 
locks in hole. Torque ad- 
justment can be easily set 
by removing snap-in plug 
button. @ Lubricant mist 
covers all moving parts. 
® Tool retaining cap pre- 
vents hammer tools, such 
as bull points, seam tools, 
etc. from rotating ® Speci- 
ally heat-treated spur 
gears. 

B. Wear-resistant steel with 
oil grooves used in con- 
necting rod bearing. @ 
Heavy-duty sealed  ball- 
bearings. ® Rugged alum- 


A. ‘‘Meehanite"’ Barrel, easily 
removed as a unit, has 
superior resistance to ex- 
ternal and internal wear. 
® Controlled air pressure, 
actually a compressed,air 
‘spring’ in barrel, elimi- 
nates need for any metallic 
spring ® Smooth idling 
action. ®@ Friction-drive pro- 
tects operator if hammer 
bit locks in hole. @ Lub- 
ricant mist covers all mov- 
ing parts. ® Tool retainer 
cap prevents hammer 
tools, such as bull points, 
seam tools, etc. from 
rotating. @ Specially heat- 
treated alloy gears. 


B. Wear-resistant steel with 


A. Heat-treated piston and 
ram. 


B. Heat-treated crank and 
connecting rod. 


C. Heat-treated helical gears, 
ball-and roller-bearing 
mounted. 


A. ‘‘Meehanite”’ Barrel, easily 
removed as a unit, has 
superior resistance to ex- 
ternal and internal wear. 
® Controlled air pressure, 
actually a compressed air 
“spring in barrel, elimina- 
tes need for any metallic 
spring. ® Smoother idling 
action. ® A neoprene back- 
ed, felt seal around tool 
shank protects mechan- 
ism from dust damage. 
® Lubricant mist covers all 
moving parts. © Improved 
front tool retainer. 

B.® Strengthened castings 
are held with hardened 
socket head cap screws. 


inum housing. ® Unique 
felt oiler provides extended 
lubrication protection for 
reciprocating mechanism. 
Does not require daily 
filling. @ Heat-treated hy- 
poid gearing. 


C.® Motor lead wires have 


spirally wound reinforcing 
to prevent breakage. ® 
Brush Holders exclude 
dirt. @ Easy access to 
brushes through screw-in 
caps. ® Long brush life. @ 
M-L wire in motor with- 
stands high overloads. @ 
Efficient cooling system 
keeps hammer tempera- 
ture at a minimum, 


D. ® Heavy-duty double-pole 


trigger switch. @® Heavy- 
duty 3-wire cable and plug. 


oil grooves used in con- 
necting rod bearing. ® 
Heavy-duty sealed ball- 
bearings. ® Rugged alumi- 
num housing. 


. Single-pole heavy-duty trig- 


ger switch. © Heavy-duty 
3 wire cable and plug. 


Motor lead wires are spir- 
ally wound to prevent 
breakage due to vibration. 
® Brush Holders exclude 
dirt. @ Steel wear-ring 
protects brush holder 
caps. ® Long brush life. 
@ M-L wire in motor with- 
stands high overloads. 
® Efficient cooling system 
keeps hammer tempera- 
ture at a minimum. 


Heavy-duty trigger switch. 
Pistol-grip handle. 


+ Universal motor ball-bear- 


ing mounted. 


Light... extra rugged... 
aluminum housings. 


- Three-conductor cable. 


C. Greatly strengthened 


D 


mounting for single-pole, 
heavy-duty switch ® Heavy- 
duty, 3-conductor cable 
and plug. 


Special motor laminations 
and centrifugal fan, result 
in cooler running motor. 
® Motor lead wires have 
spirally wound reinforcing 
to prevent breakage due to 
vibration. ® Brush Holders 
exclude dirt. ® Steel wear- 
ring protects and retains 
brush holder caps. ® Con- 
siderably improved brush 
life. 


=> 


718 HEAVY-DUTY ROTARY HAMMER 


fastest, lightest, lowest priced in its class! 


{LECVOCT EY ALL 


| 


719 HEAVY-DUTY 
ROTARY HAMMER: 


fastest hole driller 
in its class! 


HEAVY-DUTY 
HAMMERS: 


perfect fools 
for chipping, 
channeling, etc. 


SUPER-DUTY 
HAMMER: 


long-life, durable 
demolition tool. 


20 QUALITY POWER TOOLS 


@ 


POWER TOOLS 


HEAVY-DUTY HAMMER-GUN* Cat. No. 714 
HEAVY-DUTY HAMMER-DRILL Cat. No. 715 


®@ The Most Powerful Hammers you can 
pick for their size. 


® Each tool will drill holes in masonry 
faster than anything in their class. 


® The Hammer-Gun* is perfect for rapid, 
effortless drilling of 346” through 4" 
masonry anchor holes. 


® The Hammer-Drill is the fastest tool 
around for drilling #4” diameter and 
smaller holes. 


® Convenient Depth Gage gives accurate 
hole depth every time. 


® Bits last longer than if used in ‘'non- 
percussion” type regular drill. 


® Exclusive B&D Shift Mechanism: a 
turn of the locking collar converts tool 
from percussion drilling in concrete, 
brick, tile, etc. to direct drilling in steel 
or wood. 


® Duty Rating: (714) general purpose; 
(715) continuous heavy-duty use. 


e earings: (for Hammer-Gun) 3 ball, 
2 needle, 1 oil impregnated, 1 bronze, 
1 thrust; (for Hammer-Drill) 3 ball, 3 
needle, 1 ball thrust, 1 bronze. 


® Switch: (Hammer Drill) H.D. double 
pole, trigger; (Hammer-Gun) H.D. 
single pole trigger. 


® Chuck: heavy-duty industrial chuck 
on Hammer-Drill. 


ACCESSORY FOR HAMMER-GUN: Cat. No. 57714 Dust Shield. Protects tool from 


abrasive dust. 


ACCESSORY FOR HAMMER-DRILL: Cat. No. 58309 Dust Shield. 


*T.M. 


lt pays to keep Carbide Bits sharp. 
See your B&D Distributor or B&D Serv- 
ice Branch for Bit Sharpening Service. 


oil. 
jie.” 
hap? 


HEAVY-DUTY HAMMER-DRILL: 


medium range hammer and drill 


Heavy-duty 
industrial chuck, 


Heavy-duty ball 
thrust bearing. 


Felt seals protect 
mechanism from 
dust. 


Long-life impacting 
members. 


Cool-running 
otor. 


Standard Equipment: depth gage; (for No, 715) No. 51064 14" x 6" 


Reinforced arma- 
ture leads give 
break-free 
connections. 


. Heavy-duty double- 


pole switch. 


. Heavy-duty ball- 


bearings. 


Sturdy cast iron 
mechanism 
housing. 


Exclusive conven- 
ient shift collar. 


Kit box; (for No, 715) reversible side handle. 


Standard Voltages (universal motor): 


115V or 220V AC/DC. Specify voltage. 
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*Concrete Mix: 1 part cement, 2 parts sand, 4 parts gravel. Variations in time may occur 
due to type of aggregate, concrete hardness, Bit sharpness and operator technique. 


S338 


HAMMER-GUN PERCUSS. CARBIDE BITS 


Usable 

Cat. No. Bit Drilling 
Diam. Depth 
51780 |. 3/6" 23/4" 
51060 al 234." 
51781 %/a2" 2%," 
55573 he” 23,4," 
55574 3%" 2%" 
55575 he 4," 
55576 15/40" 4," 
55577 yy," 4y," 
56932 %e" 4y," 

HAMMER-GUN CARBIDE BITS 
55702 he" 14" 
55703 uy" 2 

55704 Se" 24" 
55705 %" 2" 
55706 bd 2y," 


HAMMER-GUN PERCUSS. CARBIDE BITS 


Bit Usable 

Cat. No. Diam. Drilling 
Depth 
51060 yy," 4y," 
51780 He" 2%," 
51781 %a2" 2%" 
51061 Ae" 2%," 
51062 %" 23/4," 
51782 ¥%" 10%" 
51063 The" 4y," 
51361 15/0" 4," 
51064 yu 4y," 
51065 %e" 44," 
51066 a" 4," 
51067 1lj6" 4u," 
51068 %," 4" 


COMPARATIVE SPECIFICATIONS 


Percussion Carbide Bit; (for No. 714) No. 55703 '4" Carbide Bit and Stee! 


Drilling Capacity Hole 
With percussion With Saw 
type bit twist bit Capacity 

Tile, 

} porcelain, No- 
Cat. | hard brick load 
No. etc, Steel Wood RPM 
714 ¥" yy" 1700 

Yn" T 1300 


VAT 
Va 


POWER TOOLS 


718 HEAVY-DUTY ROTARY HAMMER Cet. No. 718 


(patent pending) 


® Lowest cost, most powerful, lightest- 
weight hammer in its class. 

@ Friction Drive, externally adjustable, 
prevents operator injury if bit jams in 
material—helps bits last longer, too. 

® Exclusive compact design (patent 
pending). Easiest to handle. 

@ Hammers with or without rotary action. 
Allows use of chisels, bull points and 
other accessories. 

® Longest workin life. Air spring 
cushions shock. No mechanical 
springs to break. 


*A Dupont trademark. 


® Cuts reinforcing rods with core bits. 

@ Ojl reservoir supplies lubrication for 
extended periods of time. : 

@ Best motor protection. ML* wire and 
welded commutator leads give superior 
protection against burnout. _ 

® Convenient Depth Gage permits accu- 
rate hole depth every time. 

® Duty Rating: continuous heavy-duty 
use, 

® Bearings: 3 ball, 2 needle, 1 lubricant 
impregnated, 2 ‘‘Graph-Mo". ; 

® Switch: heavy-duty double-pole trig- 

ger. 


719 HEAVY-DUTY ROTARY HAMMER Cat. No. 719 


(patent pending) 


® Drives core bits up to 4” in diameter. 


No rig, no water, no experience 
necessary. 
© Lowest cost per hole of any hammer in 
a its class. 


Fastest drilling. Big, pewert 10 amp. 

motor delivers 3600 blows per minute. 

@ Friction Drive prevents operator injury 
if bit jams in material—helps bits last 
longer, too. 

® Heattreated spur, helicaland ZEROL® 
bevel gears for long-life power trans- 
mission. 

® Cuts reinforcing rods with core bits. 


*A Dupont trademark. 


DRILLING WITH PERCUSSION CARBIDE BITS 


Check these 


ae |. 

rilling rates 

for the Nos. INCHES 
asec 719 

in 1-2-4 con- 

crete* with TIME: 

percussion 1 MIN. 
carbide bits. 


DRILL SIZES > '2" 


*Concrete Mix: 1 part cement, 2 
due to type of aggregate, concrete 


Here's the Ya" — 
Sens eave 
way the EPTH w— 
Nos. 718 & OO 
719 Rotary INCHES 1/2” — 
Hammers 
perform with ) 2"— 
carbide core 
bits in 1-2-4 TIME: = 21/2” — 
concrete. 1 MIN. 
3" — 
sia" — 
4a" — 


DRILL SIZES —> 


3V2"” #718 


® ML* wire and welded commutator 
leads give superior protection against 
motor burnout. 

@ Longest working life. Air spring 
cushions shock. No mechanical 
springs to break. 

® Convenient Depth Gage permits accu- 
rate hole depth every time. 

® Duty Rating: heavy-duty continuous 
use. 

® Bearings: 3 ball, 1 roller, 6 lubricant 
impregnated, 2 ''Graph-Mo”’. 

® Switch: heavy-duty double-pole trig- 
ger. 


Ya" 1" W4"' 
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arts sand, 4 parts gravel. Variations in time may occur 
hardness, bit sharpness and operator technique. 


NO. 719 AL 
cag | 
wey 
5 ROTARY HAMMER 


ACCESSORIES 


Percussion Carbide Bits, page 
22. 


Core Bits, page 22. 


Star Drills, page 24. 


WW" 


Forged Hammer Tools, page 25. 


ROTARY HAMMERS GIVE LOWEST 
COST PER HOLE WHEN SETTING EX- 
PANSION SHIELDS AND ANCHORS. 


DRILLING WITH B & D CORE BITS 


COMPARATIVE SPECIFICATIONS 


T 
| | | | | a 
2 : elle BiH E 
tang o 
# | = 5 ft = = i] BR | $ | * 
Mm. nS # : i La 
: : = 
'7[HOohht ena ee S EE 
= Se = fol s m | N FS | 4 ! { => 
Bille # = P = S |! bs 
Flite FILS y {1 | eae | | 
w = |! s jy) 1 | | 
= i m |i | I I 
= |I I \ | | | 
oo i | \ | | 
| | ! 
V4” 11" 14” 2” 212" 3” 4" 


Standard Equipment: depth guage; No. 51270'tool retaining spring; reversible side handle; 4 oz. can of oil; No. 57570 dust shield; sturdy fiber 


carrying case. 


Standard Voltages (universal motor): 115V or 220V AC/DC (others p. 1). Specify voltage. 


Hole Drilling Capacity | Rated- Rated- 115V Net Ship 
Cat. Percussion Core load loa amp. wt. wt. 
No. er tesla Bits blows RPM rating Length Ibs. Ibs. 
S 
718 YA" to 3A" 2" 875 6.4 1334" 12% 24 
719 %," to 144" 4" 485 10.0 17% 19% 29% 


carrying case. 


CARBIDE CORE BITS FOR 717, 718 & 
719 ROTARY HAMMERS 


Cuts large holes in masonry quickly, easily. Cuts light 
reinforcing rods and mesh. One shank fits all bits of 
same diameter. Wrenching rod removes bit from 
shank. von Carbide Core Bit: body, starter drill, 
adaptor bushing (not used with carbide starter drills) 
and wrenching rod. 


A. BODIES—with wrenching rods 


No. 55996 114" x 6" Core Bit Body. 
< 134" x 6" Core Bit Body. 
11%" x 6" Core Bit Body. 
134" x 6” Core Bit Body. 
2” x 6" Core Bit Body. 
2%" x 6" Core Bit Body. 
3” x 6” Core Bit Body. 
314" x 6” Core Bit Body. 
4" x 6" Core Bit Body. 
e 5" x 6" Core Bit Body. 
*No. 58333 6” x 6” Core Bit Body. 


B. SHANKS 
No. $6008 ¥2'-13 thds. x 7%" Core ‘Bit Shank. Use 


96 above. 

[ ¥%,"-10 thds. x 74%" Core Bit Shank. Use 
. 55997, 55998, 58325, 58326, 58327, 

58328 and 58329 above. 

No. 56009 %%"-13 thds. x 12” Core Bit Shank. Use 
5996 above. 

%"-10 thds. x 12" Core Bit Shank. Use 
- 55997, 55998, 55999, 58325, 58326, 

58327, 58328 and 58329 above. 


C. & D. STARTER DRILLS 


No. 57461 Hardened Steel Core Bit Starter Drill. 
Use with No. 55996 above (without an Adaptor Bush- 
ing) and with all other Core Bit Bodies above with the 
Ppp opiate Adaptor Bushing, below. C. 

0.56058 114" Carbide Point Core Bit Starter Drill. 
996 above. 


Use with No. 55 D. 
No. 56059 13%" Carbide Point Core Bit Starter Drill. 


Use with No. 55997 above. i 
No. 56060 114" Carbide Point Core Bit Starter Drill. 
Use with No. 55998 above. D. 
No. 56061 134" Carbide Point Core Bit Starter Drill. 
Use with No. 55999 above. D. 


E. ADAPTOR BUSHINGS 


1%". Use with No. 55997 above. 
144". Use with No. 55998 above. 
1%". Use with No. 55999 above. 
2”. Use with No. 58325 above. 
2%". Use with No, 58326 above. 
3”. Use with No. 58327 above. 
3%". Use with No. 58328 above. 
4", Use with No. 58329 above. 
5”. Use with No. 58331 above. 
6". Use with No. 58333 above. 


F. WRENCHING RODS 


No. 56012 3%" x 10” Repl. Wrenching Rod. For 114" 

& 1%" Core Bit Bodies. 

No. 56013 %" x 10" Repl. Wrenching Rod. For 144” 

134", 2", 2%", 3", 34%" and 4" Core Bit Bodies. 

No. 58351 %"x 10" Repl. Wrenching Rod. For 5” & 6” 

Core Bit Bodies. 

*Perfect for use with B & D No. 719 Rotary Hammer 

where just a few large holes are to be drilled. Although 

Beep eee slower drilling than the smaller sized 
its, they will save you time and money when com- 

pared with the longer set-up time required by other 

drilling methods. 


No. 58350 


® Fastest hole driller in its class. 


@ Friction clutch prevents operator injury 
if bit jams in material . .. helps bits 
last longer tod! 


® Hammering action with rotation gives 
you lowest cost per hole masonry 
drilling with percussion carbide bits. 
e Hammering action without rotation 
produces 3000 powerful blows per 
minute with star drills and forged tools. 


POWER TOOLS 


HEAVY-DUTY ROTARY HAMMER Cat. No. 717 


Use it for demolition without special 
attachments. 

®@ Rugged construction means 
maintenance costs. 

® Convenient Depth Gage gives accurate 
hole depth every time. 

@® Duty Rating: continuous heavy-duty 


lower 


use. 

® Bearings: 3 ball, 1 needle, 8 lubricant 
impregnated. 

® Switch: H.D. double-pole trigger. 


Standard Equipment: depth gage; No. 51270 tool retainer spring; side handle; 4 oz. can of oil; No. 52472 dust shield; 


Standard Voltages (universal motor): 115V or 220V AC/DC (others p. 1). Specify voltage. 


CHECK THIS AMAZING DRILLING RATE FOR THE NO. 717 
HAMMER IN 1-2-4 CONCRETE WITH PERCUSSION CARBIDE BITS. 


Drill Sizes > y2" Yr 


22" 


” 1%” 4" 


BITS FOR NOS. 717, 718 & 719 ROTARY HAMMERS 


B&D Percussion Carbide Bit (when sharpened regularly) are the least expensive 
bit per hole drilled when compared with star drills, diamond bits, etc. 


Regular Length Hex Shank Bits 


Short Hex Shank Bits for drilling 
holes for expansion-shields 


Useable 

Bit Drilling 
Dia. Depth 
TAs" 44%," 
yn" 44," 
y," 3%" 
y," 15%" 
%e" 55" 
me" 4" 

%" gy," 
Ya" 1544" 
1A." 5" 
34" 4" 

4" 916" 
x," 1544" 
%" 5%" 
Ya" 15%" 
a8 5Y" 
1" 154" 
14%" 54" 
14%" 154%" 
14" 5%" 
14%" 15%" 
13%" 6%" 
1%" 16%" 
14%" 64%" 
14" 16%" 


* | Useable 
Cat. Bit Drilling 
No. Dia. Depth 

52186 yn" 242" 
52187 eo" 24" 
52188 %" 24" 
52189 11/4," 24" 
52190 4" 3Y" 
52191 27/49" 3Y2" 
52192 7a" 3%," 
52193 1 33%" 
52194 14%" 4" 


‘A’ Taper Shank Bits 


Use with Taper Adaptor below. Permits 
use of lower priced bit. 


_— SN 


Useable 
Drilling 
Depth 
2" 
aq!" 2" 
hs" 242" 
Fy" 3" 
52144 The" 3° 
54102 Wf" 3%" 
52145 yy" 314" 
52146 yn" 64" 
52147 he" 6%" 
52148 %" 644" 
52149 16" 6%" 
52150 4" 6%" 
52151 27/z0" 64%" 


—— 


Cat. No. 52139 
‘A’ Taper Adaptor. Required when 
using ‘A’ 


Taper Shank Bits above. 


*QUANTITY DISCOUNT: 6 to 24 less 5%; 25 or more less 10%. 


BIT SHARPENING SERVICE: Keep your Carbide Bits sharp at all times. 
See your B & D Distributor or B & D Service Branch. Work is expert, serv- 
ice is prompt and charges are modest. Sharp bits save time and money. 


POWER TOOLS 


SUPER-DUTY HAMMER Cat. No. 109 


Extra Heavy-Duty Construction and Performance 


® Superior longest-life demolition 
tool—ruggedly built. 

® Efficient Air Spring Mechanism 
keeps your hammer on the job. 

® Produces more work per dollar of 
cost than any other electric 
hammer. 

® Fastest driller of large holes (114"- 
2%") using star drills. 


® Lowest possible maintenance 
costs. 

® Outstanding construction features 
from end to end (see page 19). 

® Duty Rating: heavy-duty continu- 
ous use. 

® Bearings: 4 ball, 1 graphite im- 
pregnated. 

® Switch: H.D. double-pole trigger. 


Standard Equipment: No 33745 turning handle; carrying case: No. 51314 
4 oz. can of hammer oil. 


Y2” 1” AND 112’ HAMMERS 


Correct size, weight and capacity for 
performing money-saving, time- 
saving jobs on hundreds of installa- 
tion, maintenance, remodeling and 
service operations. With the appro- 
priate B&D Forged Hammer Tools, 
they efficiently handle such jobs as 


Uses No. 1 Shank Hammer Tools 
& Nos. 22587 and 23806 Chuck 
Wrenches. 


VY2’’ HAMMER Cat. No. 102 


Duty Rating: continuous heavy-duty 
use; Bearings: 3 ball, 2 oil impregna- 


ted; Switch: H.D. single pole rocker. 


Standard Equipment: No. 22587 
chuck wrench; No. 17746 dust 
shield; rocker-type switch; two No. 
10909 tool retaining springs; No. 
7276 drift key; carrying case; No. 
51314 can of oil. 


caulking joints and seams; pointing 
masonry and brick; chipping rust, 
scale and spatter; gouging and 
shaping timbers; tamping and vi- 
brating; channeling; drilling in con- 
crete, stone or brick; and demolition 
work. 


Uses No. 1 Shank Hammer Tools 
& Nos. 22587 and 23806 Chuck 


Wrenches, 


1” HEAVY-DUTY HAMMER 


Cat. No. 103-1 
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— 


4 


Uses No. 5 Shank @ 
Hammer Tools, No. 
33745 Turning Handle 


and No. 33747 Chuck Heaa. 


Duty Rating: continuous heavy-duty 
use; Bearings: 3 ball, 1 roller, 1 oil 
impregnated; Switch: H.D. double 
pole trigger. 

Standard Equipment: No. 22587 
chuck wrench; No. 17746 dust 
shield; two No. 10909 tool retaining 
springs; No. 7276 drift key; carrying 
case; No, 51314 can of oil. 


Uses No. 3 Shank Hammer Tools, 
Nos. 22749 & 22754 Chuck 
Wrenches, No. 21726 Turning 
Handle and No. 22510 Chuck Head. 


112” HEAVY-DUTY HAMMER 
Cat. No. 104-1 


Duty Rating: continuous heavy-duty 
use; Bearings: 3 ball, 2 roller; 
Switch: H.D. double pole trigger. 
Standard Equipment: No. 22754 
chuck wrench; No. 17747 dust 
shield; two No. 21750 tool retaining 
springs; No. 7276 drift key; carrying 
case; No. 51314 can of oil. 


SEE THE NEXT TWO PAGES FOR THE PROPER SIZED STAR DRILLS AND FORGED 
HAMMER TOOLS THAT MEET YOUR REQUIREMENTS. 


COMPARATIVE SPECIFICATIONS 


Standard Voltages (universal motor): 115V or 220 AC/DC (others p. 1). Specify voltage. 


Cat. | Operating Range No-load Rated load Amps. Rated Length Net wt, | Ship. 

No. | (hole diameter) blows/min. blows/min. at 115V Ibs, | wt. Ibs. 
109 1/9" to 244" 2500 | 1700 9.0 2244" 31% | 45% 
102 3A" to 34" | 3200 2400 | 1.6 Zz 12%" 5% | 13 
103-1 | YA" to 14%" 3200 2300 | 3.3 14%" 10% 21 
104-1 Yh" to 2" 3100 2200 | 7.0 1814" 19% T 32 


POWER TOOLS 


SHANKS AND TAPERS STAR DRILLS 


QUANTITY DISCOUNT: 10-49 LESS 5%; 
50 OR MORE LESS 10%. 


For drilling 4” to 1” diameter holes 
with V2”, 74”, 1”, *1/e”, *1/2” and +Rotary hammers. 


#1 HLA #2 #3 #4 #5 “AY "BY DRILLS BELOW HAVE TAPER ‘‘A"’ SHANK ? 
Taper Taper Cat. Point | Overall | Quant.|/ Cat. | Point | Overall | Quant. 
SHANK NOS. No. Diam. | Length | in box] No. Diam. | Leng in box 
ye ”" 

Shank #1—Fits nose of 42", 34" and 1" Hammers. Lat oer or e 
Shank #1-A—Fits nose of H.D. Rotary Hammer. ares if % Ze e 
Shank #2—Fits nose of 14", 144" or 2” (former type C) Hammers. 7161 Yen 9g” 6 
Tools with this shank may be rotated by using Turning Handle 9364 Ya" 18” sf 
No. 21726. 7170 he" ge 6 


Shank #3—Fits nose of 14", 144” or 2" (former type C) Hammers. 


THSES Shanks WEL neE rant WTS. ABITER NOSE PIERS, *Requires extra chuck wrench No. 22749. tRequires No. 52599 chuck 
Shank #4—Fits nose of 2” (types D & E) and Super-Duty Ham- wrench or No. 52139 taper adaptor. 

mers. Tools with this shank may be rotated by using Turning 

Handle No. 33745, standard equipment with.this Hammer. 


Shank #5—Fits nose of 2” hammer (types D & E) and Super-Duty 
Hammer. These shanks will not rotate in the Hammer nose 


piece. une ” V5’ At . KU, TY 
Taper A) Fits into Chuck Wrench No. 22587, standard equip- oe be ke V2 holes aig Ya’, * 1", 
ment wi v. an "Hammers. = 
(2) Fits into Chuck Wrench No. 22749. This Chuck Wrench fits ns as : uper uty and + otary hammers. 
into nose of 14%", 14%" or 2" (former Ee C) Hammer. 
(3) Fits No. 52139 Taper Adapter for Rotary Hammers. DRILLS BELOW HAVE TAPER ‘‘B"’ SHANK ! 
Taper B—(1) Fits Chuck Wrench No. 22754, standard equipment Cat. Point | Overall | Quant.) Cat. Point | Overall | Quant. 
ie lillaetes extra equipment for the 2" No. Diam. | Length a box|| No. | Diam. | Length a box 
| (2) Fits Chuck Wrench No. 23806, extra equipment for 4", %" Zeer MAe" . 6 7173 15/6" on 6 
3) Fits Chuck Head No, 33747 extra equipment for the 2" 33082 iy sae | 2 | Seee | ee ee : 
latest type D) Hammer. 23083 4, 24" : BEE ae Bon : 
4) Fits Chuck Head No. 22510, extra equipment for 144", 144" 7172 13feu g" re 10751 114" ” 6 
or 2” (former type C) Hammer. 7097 Yar 9" 6 10981 114" 24" 1 
a. on Zi ae ‘ 50065 1 4 1 4" 1 
CHUCK WRENCHES & TURNING HANDLES 2 as sanee | ime 4 i 
tRequires No. 51568 chuck wrench. 
[ *Requires extra chuck wrench No. 23806. 


**Type C Hammer requires extra Chuck Head No. 22510; Types D and E 
‘A’ Taper Hammers and Super-Duty Hammer require extra Chuck Head No. 33747. 
No, 52599 CHUCK WRENCH 
used with all Rotary Hammers 


For drilling 14” to 2” diam. holes with latest \\) 
‘B' Taper 


No. 51568 CHUCK WRENCH *2” and *Super-Duty hammers. 
used with Rotary Hammer 
* anemones 


DRILLS BELOW HAVE #4 SHANK 


Cat. Point | Overall | Quant.) Cat. Point | Overall | Quant. 
No. 22587 CHUCK WRENCH— No. Diam. | Length | in box] No. Diam. | Length | in box 
with No. 17746 DUST SHIELD 33757 7 18° 1 aa762 1y 30 i 
= h" " fy ” 
a sme reentrinnentempai 33758 1%" 30" 1 33763 134" 18” 1 
2. aa 33759 1y ry 18” 1 33764 1%" 30” 1 
No. 22510 CHUCK HEAD with sagen 1% aay | 4 [Sete | & bs : 
No. 21726 TURNING HANDLE 52652 2y," 1914" 1 
ere *Types D and E and Super-Duty Hammer. 


No. 33747 CHUCK HEAD with 
No. 33745 TURNING HANDLE 


For drilling 1/4” to 2” diam. holes with 


Cat. Use With *1Y%e”, *12” and former **2” hammers. 
2 Hammer 
Chuck Wrench |1-A | A | Rotary DRILLS BELOW HAVE #2 SHANK 

pone? | Coen eel Roty aan Cat. Point | Overall | Quant.) Cat. | Point | Overall | Quant. y 
23806 | Chuck Wrench 1 B | wn ayn ey No. Diam. | Length | in box|| No. Diam. Length | in box 

23784 | Chuck Wrench | 3 | 8 zieq2 | i" | ise | 1 |2sea7 | ime | 30" | 1 

22510 | Chuck Head 2 B 21943 144" 30" 1 }21948 | 134" 8" 1 

33747 | Chuck Head 4 B 3 Ds 21944 1%" 18" 1 |/21949 | 134” 30" 1 

21726 | Turning Handlex | — | — a (c) 21945 1%" 30" 1 ||21950 | 2” 18" 1 

33745 | Turning Handlet | — | — | 2”(B & E); Sup. D. 21946 1% 18 1 |l21951 | 2" 30 1 


*Requires extra Turning Handle No. 21726. 
*Fits No. 2 Shank. {Fits No. 4 Shank. **Type C. 


POWER TOOLS 


HAMMER TOOLS 
QUANTITY DISCOUNT: 10-49 LESS 


%; 50 OR MORE LESS 10%. 


SEE PRECEDING PAGE FOR INFORMATION ON CHUCK WRENCHES, CHUCK HEADS AND TURNING HANDLES 


KEY: Ig (long); 
bl (blade) 


BULL-POINT 
For demolition drilling 


CONCRETE SLOTTING 
TOOL—For slotting in 
concrete and breaking 
“web' between star drill 


holes to break large open- 


ings in walls, etc. 


4-POINT SCALING TOOL 
For removing scale. 


SCALING CHISELS 
For removing scale and 


weld spatter. [ | 


COLD CHISELS 
For chipping, edging, 
channeling. 


FLAT WOOD CHISELS 
For wood gouging and 
shaping. 


BUSHING TOOL 
For surfacing concrete. 


BUSHING HEAD ONLY 
Cat. No. 10684 


SEAM TOOL—For seam- 


ing, caulking and pointing. 


CLAY SPADE—For 
digging holes in dirt 


and clay. a, 


TOOL BLANKS—Can be 
forged into any special 
shapes required for 
special applications. 


USE WITH 4” 
HAMMERS 


hese Tools have| These Tools have | These Tools have} These Tools have /Th 


No. 1 Shank 


USE WITH ALL 
B&D ROTARY 
HAMMERS 


No. 1-A Shank 


USE WITH 34” 


& 1” HAMMERS 


No. 1 Shank 


No. 3 Shank 


No. 3 Shank 


ee ee ee 


Cat. No. 23804 
10° ig 

Cat. No. 23805 
18" |g 


Cat. No. 32112 
1%" bl, ith lg 


Cat. No. 17335 
Q” Ig 


Cat. No. 12446 
14%" bl, 9” lg 


Cat. No. 17314 
14%" bl, 9" lg 


Cat. No. 17315 
2" bl, 9" Ig 


Cat. No. 11108 
5%" bl, 8” ig 


Cat. No. 11624 
8" lg 


Cat. No. 17232 
9" Ig 


Cat. No, 11107 
10” Ig 


Cat. No. 51569 
12" Ig 


Cat. No. 51570 
18" lg 


Cat. No. 51571 
1%" bl, 12" le 


Cat. No. 51572 
12" Ig 


Cat. No. 51573 
14%" bl, 12" lg 


Cat. No. 51574 
1%" bl, 12" lg 


Cat. No. 51575 
2" bi, 12" lg 


Cat. No. 51576 
5%" bl, 12” lg 


Cat. No, 57124 
5a Be 18" Ig 


Cat. No. 51577 
12" lg 


Cat. No. 51578 
12" lg 


Cat. No. 51579 
12" lg 


Cat. No. 23804 
10" lg 

Cat. No. 23805 
18" lg 


No. 32112 
eg bl, 114" le 


Cat. No. 17335 
9" Ig 


Cat. No, 12446 
1%" bl, 9” lg 


Cat. No. 17314 
1" bi, 9" lg 


Cat. No. 17315 
2" bl, 9" Ig 


Cat. No. 11108 
4" bl, 8" lg 


Cat. No. 11624 
8" Ig 


Cat. No. 17232 
9" Ig 


Cat. No. 11107 
10" Ig 


Cat. No. 9036 
12” Ig 


Cat. No. 9410 
20" Ig 


t. No. 32113 
aise bl, 18” Ig 


t. No. 12401 


Cat 
114" bl; 12" lg 


Cat. No. 22886 
2" bi, 127 |g 


Cat. No. 22887 
2%" bl, 12” lg 


Cat. No. 7095 
Yq" bi, 9" Ig 


Cat. No. 9405 
Ze" bl, 20" lg 


Cat. No. 9039 
2" bi, 9” lg 


Cat. No. 9040 
9" ig 


Cat. No. 9035 
9" ig 


Cat. No. 53557 
44" w, 5%" le 
18” overall Ig 


Cat. No. 7267 
12” Ig 


Cat. No. 9036 
12" lg 


Cat. No. 9410 
20" lg 


t. No. 32113 
Rhee bl, 18” Ig 


Cat No. 12401 
114" bl, 12" lg 


Cat. No. 22887 
2Y2" bl, 12" Ig 


Cat. No. 22886 
2" bl, 12" lg 


t. No. 7095 
Cat, bl, “g" lg 


Cat. No. 9405 
7a" bl, 20" lg 


Cat. No. 9039 
2" bi, 9" Ig 


Cat. No. 9040 
9" |g 


Cat. No. 9035 
9" lg 


o. 53557 
CaN Ww. 54" le 
18" overall ie 


Cat. No. 7267 
12" lg 


USE WITH 114" &| USE WITH 2” AND leat al 
14.” HAMMERS HAMMERS 


ese Tools have These Esole have 


a 


Type C Warners D,E, & SeRe 
Hammer amme 


Cat. No. 33662 
12" Ig 


Cat. No. 33663 
20" Ig 


No. 33670 
oat bl, 18” lg 


Cat. No. 34858 
24" bl, 12" lg 


Cat. No. 33659 
7" bl, 20" le 


Cat. No. 34857 
Yq" bl, 12" Ig 


Cat. No. 57122 
1414" lg 


Cat. No. 54296 
a w, 5" lg 
18” overall in 


Cat. No. 33666 
12" lg 


Ask about B&D's EXCHANGE PLAN for worn-out Star Drills, Bull Points and Cold Chisels. You'll SAVE! 


SPECIAL HAMMER LUBRICATING OIL— 


Cat. No. 22930 16 oz. Can. Use on all 
hammers except Super-Duty Hammer. 


Cat. No. 51314 40z.Canof Hammer Oil. 
Use on all hammers. 


Cat No. 51315 16 oz. Can of Hammer 
Oil. Use on all hammers. 


HAMMER GEAR GREASE— 


Cat. No. 36391 1 Ib. Can. 


Cat. No. 23638 1 Ib. Can. Use with 
Rotary Hammer and Hammer-Drill. 


HAMMER SUPPLIES 


Cat. No. 32907 5 lb. Can. Use with 
Rotary Hammer and Hammer-Drill. 


DRIFT KEY—Used.to remove taper shank 
bits from Chuck. 

Cat. No. 7276 For all Chuck Wrenches. 
TOOL RETAINING SPRINGS— - 

To hold straight-shank tool in nose-piece. 
Cat. No. 10909 Tool Retaining Spring 
for ee 34" and 1" Hammer. 

cat o. 21750 Tool Retaining Spring 
for Me ‘and 114" Hammers. 

Cat. No.51270 Tool Retaining Spring 
for Rotary Hammers. 


DUST SHIELD—Used in overhead drilling 

to keep dust out of Hammer nose and 

mechanism. 

Cat. No. 17746 for Wrenches’ Nos. 
Wrenches Nos. 

22749, 754, 

Cat. No. ays poet Felt Dust Shield for 

H.D. ory Hamm 

Cat. No. 57570 ppl. Rubber Dust Shield 

for H:-D. Rotary Hamm 

Cat. No. 57714 Dust Shield for Hammer- 


Gun. 
Gat No. 58309 Dust Shield for Hammer- 
rill. 
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EQUIPPED WITH 
THE ONLY SAWS THAT CAN BE STOPPED INSTANTLY! 


Se 


nese” Ay 


PRESS - GO RELEASE - STOPS INSTANTLY 


NO BUTTON TO PUSH—valuable new safety benefit only on the new Black & Decker Super Sawcats. Stops the saw in- 
stantly when trigger is released ... protects operator—work—blades! Also especially useful for making blind cuts in wood 
where a Coasting blade could make a wide, imprecise cut. Try this outstanding Electric Brake today. 
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LIGHTEST, MOST POWERFUL PROFESSIONAL SAWS EVER MADE. 
BUILT FOR COST-CUTTING SUPERIORITY. 
EQUIPPED WITH NEW ELECTRIC BRAKE 


THAT STOPS INSTANTLY. 


Black & Decker’s re pach apie in industrial power tools 
pays off for you in these tough, tireless new Sawcats. 

hey are notable for lightness with power...a combi- 
nation that saves time and money for you. Check the 
superior features shown at left and below and then ask 
your distributor for a demonstration. 


WN i. 


. ® Greater blade visibility from motor side for more pre- 
cise and accurate cutting. 


tion when making shallow cuts. 
Handle, control knobs and trigger switch are insulated 
for safety and especially contoured for easy cutting 
in any position. 
Armature shafts compactly designed to cut size and 
weight of motor housing. 
Rugged, lightweight machined anodized aluminum 
base. Doesn't mark the work. 
Simple, easy depth and angle adjustments. 
Bevel scale has adjustable pointer. 
Fully hardened helical gears deliver maximum torque 
to blade. 
Seat B&D gear lubricant assures long, trouble free 
ear life. 
nodized depth slide for smooth, easy adjustment. 
All ball and needle bearings give years of extra service. 
Spore designed axial flow fan increases cooling 
efficiency of motor, keeps cutting line free of sawdust. 
Maximum standardization of parts between 614", 714", 
and 814” Super Sawcats. 
New chrome-plated heavy gauge saw blades for longer 
life, higher cutting efficiency. 


: ia ® Superior rigidity. Saw body attached to shoe at 3 
EXCLUSIVE—Finest balance EXCLUSIVE—Baffled air inlets EXCLUSIVE—Detachable wrap- joints. 
ever built into a portable elec- protect custom-designed ile aroun shoe is standard sale: ® ast, easy access to every component. 
trip abi manaree pertentyeons TO sete ee TeMicsercuts, © Upper guard pivots downward for maximum protec- 
® 


EXCLUSIVE—New ‘‘Nega- EXCLUSIVE: Left side of base Funstional, sawdust eisctor, aie 
Hy t is rom ade for easy, con- rects sawdust 0 oO e rig 

tor''@f brush springs sive venient cut-off measurement. away from operator. 

constant, even pressure. Longer 


life in less space. 
LY 


>. 
ee e020 @ eee e@ @ 


% 


Motor housing is recessed to EXCLUSIVE Depth adjustment Saw has precision loeting ad- 
allow use of 1” x 4” stock as scale visible from top in op- justment for aligning lade 
straight edge along saw base. erating position. Easy-to-read parallel to shoe. Assures abso- 
depth calibration with adjust- lute parallel cutting along side 
able pointer. of saw base. 
Cast quadrant with adjustable Vo" 
pointer. Adjustable stops for z i bya Super Sawcat, Cat. No. 996 \ 
recision 45° and 90° set- rial with specially contoured 6/2” Super Sawcat Kit, Cat. No. 996K 
WES Every degree shown on leading edge. Easy retraction a 
casting. for safety. 


74" Super Saweat, Cat. No. 997 8/4” Super Sawcat, Cat. No, 998 94” Super Sawcat, Cat. No. 999 
7/4" Super Sawcat Kit, Cat. No. 997K 81/4” Super Sawcat Kit, Cat. No. 998K Not available as a Kit, See next page for Carrying 


Case and Rip Fence. 
COMPARATIVE SPECIFICATIONS 
Standard Voltages (universal motor): 115V AC only (others p. 1). Specify voltage. 


Kit Standard Equipment: Super Sawcat with Electric Brake, No. 55584 Rip Fence useable on either side for fast, smooth rip sawing; No. 55580 
sturdy steel Carrying Case. Buy Sawcat Kits and SAVE. 


Cat. | Duty Rated No-load Blade | __Maximum Depth | | 

No. Rating at 115V Speed : Diam. | 30° | 45° | Bearings | Length | Net Wt. Ship. Wt. 
996 | Super 12 amps. 5500 64%" 23/42" 1134.6" 3 ball 1334” 13% |b: 15% Ib. 

Al 1 needle | a 
997 Super 12.5 amps. 5500 7%" 215,40" 2%e" | 3 ball 13%," | 13% Ib. 15% |b. 
af _| | 1 needle = 
998 Super 13 amps. 5500 8%" 23142" 213/42" 3 ball | 1334" | 13% |b. 16 Ib. 
| | ; i: = 1 needle pie ae 
999 | Super 13 amps. 3900 gi," | 3%" 2%6" | 4 ball | 141%" | 15% |b, | 21 Ib. 


All B&D Super Sawcat motors have M.L.* wire and welded commutator leads for greater burnout protection. 
*A Dupont trademark 
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PACKED WITH POWER; BUILT WITH OUTSTANDING FEATURES; PRICED JUST RIGHT 


‘ we ia 


CHECK THESE B & D COST-CUTTING FEATURES 
AND THEN CALL YOUR DISTRIBUTOR FOR A 
DEMONSTRATION, TODAY. ONCE YOU GET A 
SAWCAT IN YOUR HANDS, ITS HARD TO LET 
GO—YOU'LL LIKE IT THAT MUCH. 


Cast quadrant with adjustable EXCLUSIVE—Baffled air inlets EXCLUSIVE—Finest balance ® Greater blade visibility from motor side for more 
pointer. Adjustable stops for protect custom-designed B&D ever built into a portable elec- precise and accurate cutting. 

recision 45° and 90° set- motor from wood chips and tric saw. Assures perfect con- 3 alana 

ings. Every degree shown on other objects. trol at all times. ® Superior rigidity. Saw body attached to shoe at 3 
casting. points. 


@® Fast easy access to every component. 

® Upper guard pivots downward for maximum pro- 
tection when making shallow cuts, 

® Handle, control knobs and trigger switch are insu- 
lated for safety and especially contoured for easy 
cutting in any position. 

® Armature shafts compactly designed to cut size and 
weight of motor housing. 


® Rugged, lightweight machined anodized aluminum 


—— 


Functional sawdust ejector di- Motor housing is recessed to Will take 81/4" saw blade for ' 
rects sawdust off to the right allow use of Sox 4" stock as even reater depth of cut, base. Doesn't mark the work. 
away from operator. straight edge along saw base. more sharpenings per blade. e@ Simple, easy depth and angle adjustments. 


®@ Bevel scale has adjustable pointer. 


@ Fully hardened helical gears deliver maximum torque 
to blade. 


® Special B&D gear lubricant assures long, trouble 
free gear life. 


® Smooth depth slide for easy adjustment. 


© All ball and needle bearings give years of extra 
service. 


e Spaeslly designed axial flow fan increases cooling 
EXCLUSIVE Depth adjustment Easy working lower guard. It's Saw has precision locking ad- efficiency of motor, keeps cutting line free of saw- 
scale Visibie “fram: top As op: srounted on antl Fiction iste. Justmant. Led aileniog bias dust. 
eratin josition. asy-to-reai rial special contoure aral 1o shoe. ssures abso- . PS > 
depth calibration with adjust- leading edge. Easy retraction Fite parallel cutting alongside ®@ Maximum standardization of parts between 64", 
able pointer. for safety. of saw base. 7%" and 8" Saws. 


SAWCAT ACCESSORIES 
A. SAW CARRYING CASES. Rugged rain- F. SAW TABLE Cat. No. 2311. Converts all 


roof, all-steel construction protects saw. Super Sawcats (except 914"), Builders’ 
irm-gripping fittings. Lid clamp holds up Sawcats and previous models of B&D 644", 
to 6 blades. Room for Rip Fence, extra 7" and 8" Saws into a stationary table or 


cable and Cut-Off Gua bench saw. Rigidly constructed; 484 sq. iD) 


e. ) 
Cat. No. 55580 Fits By", 7%4" and 814" in. surface; tilting arbor; adjustable rip - ilk 
Super Sawcats and 6%", 744" and 8" fence; accurate blade adjustment; knee- 
Builders’ Sawcats. action switch; miter guage. Table size: B 
Cat. No. 49527 Fits 914” Super Sawcat. 3214" high, 22” wide, 22" deep. Surface in 
Cat. No. 49525 Fits former models of 6” front of blade: 11”; surface to right of 
and 7%" saws. blade: 114%". Net wt. 44 Ibs.; Ship wt. 48 

B. CUT-OFF GUAGE Cat. No. 55582. For Ibs. 


45°-90° straight, bevel and miter cuts. 
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SAW BLADE ADAPTORS 


C. SAW PROTRACTOR Cat. No. 49531. Per- 
mits accurate cuts from O° to 90° angles. No. 34728 reduces 14%" holes to 4" 
Saves time, labor. Leg eaves ae hae 1%, poles to eo 
; i oO. reduces 1%" holes to ¥" 
© rtast smooth rip sawing, ——-N9- 34726 reduces 1%” holes to %" 
o. reduces 1%" holes to 34” 
Sat. Noe ok Sune Sawcary and No. 34730 reduces 13" holes to dia- 
Cat. No. 49529. For previous model mond shape. c 
saws. 
E. BASE ATTACHMENT. Cat. No. 58387, LUBRICANT 
Use with Builders’ Sawcats to support Cat. No. 51395 1 Ib. can Special Gear 
right side of saw on jobs where this is Grease. For all Sawcats, Super-duty 
needed. Sanders and Super-Duty Angle Grinders. 
. S 
6/2” Builders Sawcat, Cat. No. 986 7/4” Builders’ Saweat, Cat. No. 987 8” Builders' Saweat, Cat. No. 988 
62” Builders' Sawcat Kit, Cat. No. 986K 74" Builders' Sawcat Kit, Cat. No. 987K 8” Builders' Saweat Kit, Cat. No. 988K 


COMPARATIVE SPECIFICATIONS 


Standard Voltages (universal motor): 115V AC/DC (others p. 1). Specify voltage. 


Kit Standard Equipment: Builders’ Sawcat; No. 55584 Rip Fence useable on either side for fast, smooth rip sawing; No. 55580 sturdy steel Carry- 
ing Case. Buy Sawcats in Kits and SAVE. 


+ = 


Cat. Duty Rated No-load | Blade | Maximum Depth _| 

No. Rating at 1i5V | Speed | Diam. 90° 45° Bearings Length Net Wt. | Ship. Wt. 

986 Heavy 11 amp. | 5500 614" 2352" 143,65" 2 ball | 1334" 12% |b. | 15 |b. 

wireeh ee = ee | ’ | SL | eitisedie:) i | 

987 Heavy 11.5 amp. 5500 7," | 215/50" 26" | 2 ball | 1334" 13 Ib. | 15% Ib. 

a ie A Papers eas Bie ae een fe a |_2needie | | 

988 Heavy 12.0 amp. 1 5500 | 8" 227/20" 256" 2 ball | 13%," 13% Ib. 15% Ib. 
| 2 needle | 


All Builders’ Sawcats have welded commutator leads for greater burnout protection. 


& 
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NOW B&D CAN TAKE CARE OF ALL OF YOUR BLADE NEEDS . . . CHOOSE 
FROM THE COMPLETE LINE OF ‘PREMIUM QUALITY' CHROME BLADES, THE 
LOWER COST 'SELECT QUALITY' COMBINATION BLADES AND THE ABRASIVE BLADES. 


NEW "PREMIUM QUALITY" Provides greater economy in cutting building trolled steel—chromium-plated to make Smoother, 
materials. Improve the sawing efficiency of many Faster Cuts and to Stay Sharp Longer. Your best 


CIRCULAR SAW BLADES makes of saws. Made by B&D from carefully con- buy in blades. 


} round hole 
diamond hole 


1%” @ only 


au” _| 9x” 
No, C- 
3709 39549 


t 
a aan 


Wu 
oe 
Y 
ss 
. 


1%” @ only 
%"@ 
ne | 64” 


Specifically designed No. C- (No. C- | No. C- | No. C- No. C- |No. C- | No. C- 
for general-purpose 58242 55947 39573 39574 39876 85866 55387 39707 | 39708 


ripping and cross- 5A” 
COMBINATION er dl Fast, smooth 
cuts 


o Perfect for smooth, 
fast cross-cutting. 
Makes smoother 


CROSSCUT cuts than Combina- 
tion Blade. 


Fast for rip cuts. 
Minimum binding 
and better chip clear- 
ance given by large 
teeth. 


39712 


Hollow-ground for 
Very Smooth ripping 
and cross-cutting. 
PLANER — Ideal for interior 
woodwork, etc. 


Use where nails may 
be encountered— 
floors, reclaimed 


FLOORING lumber, opening 
crates, etc. 


i; Fastest, smoothest, 

, longer sawing with- 

tut blade sharpen- 

CARBIDE-TIPPED ing. Tungsten car- 

bide tips stay sharp 

up to 50 times longer than steel. Have 

8 teeth. Cuts wood, Transite, Cemesto 

Board, asbestos, Formica, ‘Masonite, 

composition siding, roofing materials, 
etc. 


Teeth shaped and 
set for cutting alumi: 
num, per, lead; 


METAL- CUTTING other sott metals. 


Hollow-ground to 

| a give an exceptionally 
oan smooth cut in ply- 
PLYWOOD wood. No binding or 


splintering. Sheds 
rosin and glue. 


r Perfect for corru- 
gated galvanized 
sheets. Faster, less 

FRICTION dirt than with abra- 
sive blades. Taper 

ground for clearance. Note difference 
in diameters. For best results, use 
nee diameters recommended in 
chart 


3971 5 


39713 ser 
1" ” 


39718 


39720 39560 58039 


56067 39719 39719 
1s 846" | 66" 


86" | 646" og 
dia. dia. 


ABRASIVE 
BLADES 


Highest quality grit gives Lon nger Life, 

Faster Cutting—real time and money 

savers. Efficiently cut or slot materials %” @ 1%” @ 1%” 
below. Reinforced with fiberglass to 

five Safe Performance and Longer feel ef | pelelel pele 

6%” td kg 6%” vid 

C- C- C- C- 
58012 58014 58016 58018 sa0it Ba0i3 580 015 58017 58060 | 58061 58062 


ife—makes blades highly break- 
resistant. 
- C- C- C- 
5 sa0at 58023 50025 58027 sa020 58022 58024 58026 SONGS 58064 sa065 sane 
ia. dia. 
C- 
58070 


Blue Label: aluminum oxide; cuts fer- 
rous metals (steel, cast iron, stainless 
steel) & hardened non-ferrous (hard 
brass, aluminum, bronze). 


Red Label: silicon carbide; cuts ma- 
sonry materials, concrete, soft brick, 
cinder block, asbestos cement, _con- 


crete block, gypsum wallboard, Tran- 
site, limestone, sandstone, corrugated 
plastic, and soft non-ferrous metals. 


Green Label: silicon carbide; cuts 

paced and ceramic tile, terrazo, hard 
rick, roofing and structural tiles, terra 

cotta, marble, granite, slate, etc. 


rw “SELECT QUALITY" 
BLADES 


Low priced combination blades for 
ete 
cutting. 


58068 


t= } = SHEBSET 
a Ye 


QUANTITY DISCOUNT ON ‘SELECT QUALITY® BLADES: 5-24 LESS 5°%; 25 OR MORE LESS 10%, 


urpose ripping and cross- 
ast, efficient. 
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® New Power! Most powerful on the market today. ® EXCLUSIVE 3-Way Blade Clamp. Permits cutting up, down or sideways 
® EXCLUSIVE Rock-and-Lock Shoe. Saw Shoe rocks to stay flush with material regardless of saw position . . . or locks for scroll 
cutting. ®° EXCLUSIVE blade guard permits holding saw closest to critical point of control. Greater SAFETY and visability.® LONGER 
BLADE LIFE due to longer stroke and minimum vibration. ® Flush-to and Flush-alongside cutting permitted by EXCLUSIVE front end 
design without need for extra attachments. ® EXCLUSIVE guided air flow keeps saw cool and clears dust from working area. 


Po, Se 
—— 
emma | 03: 
® Right speed for most efficient cutting of every material! we 
®@ Handy speed control—just flip switches with your thumb while i 
holding handle. : ; 
® Tough, compact metal switch housing designed for low main- 
tenance costs. . 2 
® Switch Plate clearly visible for quick settings. 
® Only 4 parts to the control circuit—minimum maintenance costs. 
® Exclusive Space-Age Diodes in control circuit. Dependable, 
trouble-free speed selection. 


. 


CAT. NO. 682-6 6-SPEED SAW ONLY 
CAT. NO. 682-2 2-SPEED SAW ONLY 
CAT. NO. 682 1-SPEED SAW ONLY 


6-SPEED SABRE SAW KIT 


Speed control switches are located for maxi- 
mum convenience and ease of operation. 
Speeds can be changed while the motor is 
running. Choose the proper blade from the 
chart on next page. 


2-SPEED SABRE SAW KIT 


Speed 


Speed 
Setting Materials to be Cut Pein 


Setting Materials to be Cut 


1| Soft woods, rough lumber. 
HIGH | 2| Hardwoods, composition boards, plas- 
SPEED terboard, Plexiglas®, Masonite@®. 

3| Soft metals, cooper, brass, soft alum- 
imum, 


HIGH |Soft wood, plastic, composition 
SPEED|boards, Masonite®, Plexiglas®. 


1 | Mild steel, galvanized pipe, black pipe, 
conduit, sheet metal, rain gutters, 
LOW duct work. 

SPEED | 2|Soft plastics, tile, Formica®, wire 
mesh, asbestos. 


LOW |Mild steel, black pipe, conduit, sheet 
SPEED) metal, duct work, tubing galvanized 
pipe. 


[3] Hard metals, soil pipe, cast iron. 


SABRE SAW KITS 


For only a few dollars more, you get 3 addi- and keeps everything handy for ready use. 
tional Sabre Saw Blades and a sturdy steel Contains your choice of B&D H.D. Sabre Saw; 
Kit Box. This is the perfect combination for 5 B&D Sabre Saw Blades (Nos. 48122, 49098, 
the mechanic, carpenter or serviceman who 49107, 49115, 49119); Allen wrench for 
must move his tools from job to job. The blade changing; plus free wrench holder. 
sturdy steel Kit Box offers great protection Net Wt. 17 Ibs.; Ship. Wt. 20 Ibs. 


2-SPEED SABRE SAW KIT 
Cat. No. 743-2 


SINGLE-SPEED SABRE SAW KIT 
Cat. No. 743 


6-SPEED SABRE SAW KIT 
Cat. No. 743-6 


COMPARATIVE SPECIFICATIONS 


Standard Equipment (for Sabre Saws only, see above for Kits): 2 Sabre Saw Blades (Nos, 49122 and 49115); Allen wrench for blade changing; 
plus free wrench holder. 

hens yotiases (universal motor): (for 6-speed & 2-Speed Saws) 115 or 220v AC; (for Single-Speed Saw) 115v or 220v AC/DC. Specify voltage 
others p.1). 


————_ T T 


Length ; Amps Lgth. Net Ship. 
Sabre oF Strokes Capacity | Scroll Rated w/o | Width Hat. Wt. wt, 
Saw Stroke | per Min. Wood |} Steel Cutting at 115v Blade Ibs. Ibs. 
| | = — + a 
Single- 4% 2300 Heavy yy" | Down to 6 15" | 3%" 514" 8% 9%, 
Speed Timbers Thick | 14" Radius | 
aS —— 
see see | 
2-Speed 1” High Low table table Down to | 6 15" 3%" 544" B54 9% 
| th 2300 1100 above above | 1%" Radius 
see see | 
6-Speed i" eh Low table table Down to 6 15” 3%" 544" 8% 9%, 
2300 | 980 above above Y%4" Radius | 
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POWER TOOLS 


SABRE SAW BLADES 


Black & Decker Sabre Saw Blades’ with the Black & Decker H.D. Sabre 
are designed and manufactured by Saws and also improve the cutting 
B&D to give longer life and faster capabilities of many other makes of 
cutting in wood, metal plastics, etc. sabre saws. Buy them in quantity 
They give maximum blade efficiency lots and save. 


ALL SABRE SAW BLADES 
ARE COLOR CODED FOR 
QUICK IDENTIFICATION 


For general roughing-in work in wood. 
Resists embedded nails. Also cuts heavy 
gage non-ferrous metal tubing. 


Orange Flexible-Back Wood 
Orange} and Composition 
Orange. Wood Cutting 49103 
Orange) Fine Wood Cutting 49105 
m | Orange 49106 
Pocket Cutting 


ae Double Edge 
Black | Offset Flush 
Double Edge 


Yellow | Fast Cutting Scroll 49110 For fast cutting small radius holes and irregu- 
lar cuts in wood, plaster and similar materials. 
Long blade life. 
Black | Wood & Composition For cutting small radius holes and irregular 
Scroll Cutting i 


cuts in wood, plaster and similar materials. 
High Speed 49111 For cutting metals heavier than 4" (bar stock, 
Metal Cutting seria a angles, fiber ‘Transite’, hard rubber, etc). 


For making pocket cuts in wood, plaster, and 
similar materials. Cuts in both directions 
without removing blade from material—an 
EXCLUSIVE B&D feature. 

For making flush cuts in corners and other 
pepe spats in wood, plaster and similar ma- 
erials. 


25%" For cutting metals heavier than 18 gage 


(pipe, conduit, channels, tubing, etc.). 


For cutting metals lighter than 18 gage 
24 | (sheet, tubing, trim, etc.). 


a2 For cutting very light gage metals (sheet, 
tubing, trim, etc.). 


For cutting irregular contours in sheet metal 
heavier than 18 gage 
=m White | Plaster Cutting 5 For cutting plaster, plaster board, etc. 
White Blade 5. 


QUANTITY DISCOUNT: 10-24 LESS 5%; 25 AND OVER LESS 10%. 
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POWER TOOLS 


NO. 11 HEAVY-DUTY JIG SAW Cat. No. 11 


® Here’s a fast-working, powerful Jig 


® Construction is heavy-duty throughout 


Saw designed for heavy-duty, continu- 


ous production operations. e 
® Shoe is adjustable for bevel cuts to a 
depth of 134” on either side. fo} 


®@ Balanced reciprocating action elimi- 
nates vibration which gives you better 
control. 


® Sturdy, compact field case fits snugly, 
comfortably in your hand. 


NO. 41 HEAVY-DUTY JIG SAW 


for long service-life. 


Quickly and easily cuts through a 2 x 4 
wood board. 


Blades are available (below) to cut 
metal sheets, rods, tubes, plastics, 
fiberglass, Masonite, leather, etc. 


Duty Rating: continuous duty. 


Bearings: 4 ball, 2 needle, 2 sleeve. 
Switch: heavy-duty toggle. 


Cat. No. 41 


trades. 
upper wood surface. 


visable cutting line at all times. 


cuts. 


® Nylon Shoe Insert prevents splintering 
®@ Air flow from cooling system assures 


® Makes its own starting hole for pocket 


® Low Priced Light Weight, Versatile Jig @ Exclusive CYCLOID sawing action 
Saw for carpenters, electricians, 
plumbers and men in the service 


clears blade teeth on each stroke for 
faster cutting. 


® Adjustable tilting shoe with quick- 
clamp lever for bevel cutting to 45°. 


®@ Combination Rip Fence and Circle 
Guide included. 


Duty-Rating: continuous duty. 
Bearings: 2 roller, 3 needle. 
® Switch: heavy-duty single pole trigger. 


Standard Equipment (for No. 11): 3 high-speed wood cutting blades (Nos. 39754, 39755, 39756); one No. 49491 fine set tooth metal cutting 
blade; wrench for changing blades; (for No. 41) No. 49491 fine tooth metal cutting blade; No. 49493 medium tooth wood cutting blade; combi- 


nation rip fence and circle cutting guide; wrench for blade changing. 


Standard Voltages (universal motor): 115V or 220V AC/DC (others p. 1). Specify voltage. 


Cat. |__Efficient Rating | Stroke Strokes | | Height | Rated | Net Ship. 

No. Soft Wood Hardwood Length permin. | Length | w/o blade at 115V | wt. jw AWRe 
11 2" ioe ie 3300 | 9%" 7¥" | 2.5 amps._| 6lbs. | __7 Ibs. 
41 1" Al oy 3000 7 6%" 2.5amps. | 4% lbs. | 5% Ibs. 


We make our own Jig Saw Blades and control their production to B&D's traditionally high standards 


JIG SAW BLADES 


of quality and performance. Only the best Saw Blade steel is used, tempered and cut to give you a 
wide variety of blades for many different uses. Save time and money by using fast-cutting B&D Jig 


Saw Blades for all of your jobs. Blades packed 10 per box except No. 46594 (one per envelope). 


BLADES ARE COLOR CODED Cat. (|Lgth.| Color 
FOR QUICK IDENTIFICATION No. Code 


49490 3” | Red |Coarse Set Tooth _ 
j Metal Cutting 


Blade Type Pocket 
Cuts 


49491 3” | Red /|Fine Set Tooth _ 
Metal Cutting 


GLACK 8 DECKER MAQE IN U.S.A. 


49492 3” | Black |DELUXE Hollow Yes 
Ground Fine Tooth 
Wood Cutting. 


49493 3” | Black DELUXE Hollow Yes 
Ground Medium 
Tooth Wood 
Cutting. 

49494 3” | Black |DELUXE Hollow Yes 
Ground Coarse 


Tooth Wood 
Cutting. 


46594 1” | White |Knife Punch Blade} — 


39754 | 4%4"| Yellow|Fine Tooth Hi- — 
Speed Steel 
Hollow Ground 
Wood Cutting. 


39755 4%") Yellow |Coarse Tooth —_ 
(Narrow) Hi-Speed 
Steel Hollow 
Ground Wood 
Cutting. 


39756 414") Yellow|Coarse Tooth — 
LEE IE TO EM, (Wide) Hi-Speed 
kz Steel Hollow 
PEE et PPE FE? PER > Ground Wood 
Cutting. 


39757 4” | Yellow) Fine Set Tooth Hi-| — 
Speed Steel Wood 
Cutting. 


39758 4” | Yellow) Coarse Set Tooth — 
Hi-Speed Steel 
Wood Cutting. 


54368 3” | Black |Coarse Tooth, Yes 
Wood Cutting. 


54369 3” | Black | Fine Tooth, Wood | Yes 
Cutting. 


54370 3” | Black |Coarse Tooth — 
Hollow Ground. 


QUANTITY DISCOUNT ON BLADES: 50 TO 99 LESS 5%; 


eee 


Blades fit most other makes of Jig Saws. 


Cuts steel—16 gage to 10 gage. Cuts 32” to 6" 
aluminum, copper, brass. Cuts plastics, asbes- 
tos, Fiberglas, etc. ¥%" to 34” rigid conduit, 1/0 
stranded cable and %." buss bar. 


Cuts steel—22 gage to 13 gage. For cuts under- 
¥30" in aluminum, copper, brass. Cuts plastics, 
eve. aia Fiberglas. Also 4%" to 34" thin wall 
conduit. 


Deluxe series for faster, smooth scroll cuts in 
wood up to 34” thick. Precision hollow ground. 
Excellent for pocket cutting. 


Deluxe series for faster, smooth scroll cuts in 
wood up to 34" thick. Precision hollow ground. 
Excellent for pocket cutting. 


Deluxe series for faster, smooth scroll cuts in 
wood up to 34" thick. Precision hollow ground. 
Excellent for pocket cutting. 


Especially useful to signmakers for scroll cutting 
all types of paper board materials. Excellent for 
making intricate pocket cuts in vinyl floor tiles 
for inlay work. 


For fine finish scroll cutting in wood, plywood, 
Masonite, plastics, etc. Also for %" to 1" soft 
aluminum, brass. Maximum cut in wood—2". 


For faster scroll cutting in wood, plywood, Mason- 
ite, etc. Maximum cut—2". 


For fast ‘‘production"’ cutting. Handles wood, 
plywood, Masonite, etc. up to 2” thick. Stays 
sharp longer. Saws through a 2 x 4 at 45°. 


For scroll cutting in wood, plywood, Masonite, 
plastics, etc. Maximum cut in wood—2". Set 
tooth designed for excellent side-cutting action. 


Set tooth designed for excellent side-cutting 
action. 


Makes fast cuts in wood, plywood, composition 
boards, etc. 


For smoother cuts in wood, plywood, composi- 
tion boards, etc. 


For fast, very smooth cuts in wood, plywood, 
composition boards, etc. 


100 OR MORE LESS 10%. 
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POWER TOOLS 


With full-power Dust Collector 


@ Revolutionary in design and perform- 
ance. Sander motor is between the 
pulleys. Puts the weight on the work 
where it counts. Eliminates tilting, 
rocking and gouging. Inexperienced 
help can use it. Handles easily. 

The Only 2-Speed 3” x 24” Belt Sander 
on the market; the correct speed for 
each job; electric switch permits speed 
changes while motor is running. 

® Exclusive full-power built-in Dust Col- 
lector gives constant suction—has its 
own motor. Zipper dust bag empties 
easily. 

Exclusive tracking mechanism _auto- 
lela keeps correct tension on the 

elt. 


SUPER-DUTY BELT SANDER Cat. No. 840 


Has all of the features and advantages of the No. 841 listed above except without 
Dust Collector. The perfect buy where lower price is a consideration and the collection 


of dust is unnecessary. 


3” HEAVY-DUTY DUSTLESS BELT SANDER Cat. No. 470 


®@ Provides clean, efficient sanding b 
using close-coupled vacuum = uni 
driven by the belt sander motor. 

® Zipper bag holds collected materials 
and empties easily. 

® Dust collector unit is removable for 
flush sanding. 

® High belt speed for fastest material 
removable. 

® Convenient ‘tracking’ knob keeps belt 
centered on pulleys. 

@ Extended front pulley for working in 
small radii. 


3” HEAVY-DUTY BELT SANDER Cat. No. 454 


Has all of the features and advantages of the’ No. 470 listed above except without 
dust collector. Where lower price is a factor and dust collection is not a requirement, 


this tool is your best buy. 


DUST COLLECTING ASSEMBLY Cat. No. 49415 


Converts Cat. No. 454 Belt Sander to Dust-Collecting model. For types G and H belt 
sanders. Standard equipment with No. 470 Belt Sander. 


NEW "LUSTERLON' BELTS packed two per box. Permits finishing, polishing 
and cleaning of metals, wood or hard plastic laminates with our New ype Day 
Belt Sanders. Made of unwoven nylon mesh impregnated with abrasive. 

clog or load. Water and oil resistant. Use of lubricants below with ‘LUSTERLON' 
belts insures longer belt life and cooler operation. Lubricants can be washed from 


belts with kerosene. 


SUPER-DUTY DUSTLESS BELT SANDER Cat. No. 841 


@ The only 3” x 24” Belt Sander that can 
use B&D ‘‘Lusterlon" belts for alumi- 
num, brass, copper, stainless steel 
and lacquered work. 

® 360° swivel dust bag. Perfect for flush- 
along-side sanding as well as open 
areas. 

@ Low maintenance; less down time; 

requires no lubrication. 

Duty Rating: continuous heavy-duty 

use. 

© Bearings: (4841) 4 ball, 4 needle, 2 
lubricant impregnated; (#840) 4 ball, 
4 needle. ? 

® Switches: heavy-duty double-pole trig- 
ger; 2-speed single-pole slider. 


@ Flush side for sanding up to vertical 
surfaces. 


® Carbide-faced wear plates on belt 
housing for long life. 


@ Lever-action belt changer for quick 
and easy belt changing. 

® Duty Rating: continuous heavy-duty 
use, 


© Bearings: 4 ball, 2 lubricant impreg- 
nated. 


® Switch: heavy-duty double-pole trig- 
ger. 


oes not 


Cat. No. Type Grit | Belt Size Representative Applications 
C58384 | Silicon Carbide 150 4|3”x 24" Cleans and renews stainless steel finish on.struc- 
coarse tural forms and panels; gives satin finish to 
metals prior to plating; removes scuff marks 

from plastic floor tile, etc. 

C58385 | Silicon Carbide 380 13" x 24" |Refinishes wood, linoleum or plastic desk tops; 
medium cleans old painted surfaces prior to repainting; 
produces satin finish on painted surfaces; re- 
moves scuff marks from wood floors; finishes 
sealer coat prior to painting or varnishing, etc. 
C58386 | Silicon Carbide 500 | 3" x 24" Cleans corrosion from copper foil printed circuit 
fine boards; removes oxidation from aluminum, 


chromium, etc; gives glass finish on color coat on 
cabinets, etc.; gives satin finish on plastic panels 
such as Formica, etc.; polishes furniture, boats, 
etc. 


JIG SAWS, 
BELT SANDERS 


"LUSTERLON' BELT LUBRICANTS 


Cat. No. C58557 ‘LUSTER- 
LUBE’. For finishing and polish- 
ing of metals. 114 Ib. tube. 

Cat.No.C58599 ‘LUSTER- 
LIQUID’ Polish. For final finish- 
ing of lacquered wood or hard 
plastic laminates. 1 pint can. 


SANDING BELTS pPrecision-made to give maximum abrasive action. Exactly cut and bonded for perfect fit. Packed 10 per box. 
QUANTITY PRICES: SEE B&D PRICE LIST AND SAVE. 


Belt Type and Use 


CLOSED COAT ALUMINUM OXIDE for unfinished or new wood, 
ferrous metal, non-ferrous metals (aluminum, lead, copper, 


solder). 


OPEN COAT ALUMINUM OXIDE for removing lacquer, paint or 
varnish. Also for green or resinous wood. 


Cat. No. Grit 
C58368 36 coarse 
C58370 40 coarse 
C58372 50 medium 
C58374 60 medium 
C58367 24 coarse 
C58369 36 coarse 
C58371 40 coarse 
C58373 50 medium 


SANDING BELT ASSORTMENT st. No. 58381 


Contains 3 Cat. No. C58369 (36 grit open), 2 Cat. No. C58373 (50 grit open), 2 Cat. No. C5 


closed). 


COMPARATIVE SPECIFICATIONS 


Standard Equipment: one No. 45393 3” x 24” 60-grit closed coat sanding belt. 
Standard Voltages (universal motor): (for Nos. 841 and 840)1 15V or 220V AC; (for Nos. 470 and 454) 115 or 220V AC/DC (others p.1). Specify 


Cat. No. Grit 
c58376 80 medium 
c58378 100 fine 
C58380 120 fine 
C58375 60 medium 
C58377 80 meduim 
c58379 100 fine 


8374 (60 grit closed), 3 Cat. No. C58378 (100 grit 


voltage. 
No-load Belt 
Belt Speed, SF Rated at 115V Net | Ship 
Cat. size High Low High Height Width Length | wt. wt. 
No. Speed Speed Speed | _|_ Ibs. Ibs. 
| 1700* 1400t 8.5 amps. 94" 5%" | 15” +bag 14% 17'2 
1700* 1400+ 7 amps. 7¥2" 4" | 15" 12 14% 
1700 7 amps. | 13%" 74" _|_ 13%" +bae [18 [18 
1700 7 amps. | 7" 5%" | 13%" 7 ae pes a 


*Speed used for fast stock removal. 


+Speed used for blending and finishing. 
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POWER TOOLS 


NO. 48 HEAVY-DUTY FINISHING SANDER Cat. No. 48 


Performs fine Vege 2 free of swirl 
marks, on wood, metal, plastics. 


® Sands equally well in open areas or 
flush. 


® Vital parts shielded from dust for 
longer life. 


®@ Long brush life cuts maintenance 
costs. 


2» Knob handle mounts in 3 positions for 
additional control. 


®@ Duty Rating: continuous production 
service. 


@ Bearings: 1 ball, 2 roller, 2 needle. 


® Switch: instant release trigger with 
locking pin. 


NO. 88 HEAVY-DUTY FINISHING SANDER Cat. No. 88 


® Fastest sanding. Most powerful orbital 
sander you can buy. 


® King-size bottom plate equipped with 
sponge-rubber pad, extended beyond 
the body of the tool permitting sanding 
in close quarters such as against the 
riser of a stair tread. 


® No swirl marks. Sander can be moved 
with, against or across wood grain. 


® Exhaust from back of Sander keeps 
dust out of operator's face. 


® Duty Rating: continuous production 
service. 


® Bearings: 4 ball. 


® Switch: instant release trigger with 
locking pin. 


Accessory and Replacement Part for No. 88 Sander 


Cat. No. 47678 Felt Pad and Plate. 
Cat. No. 47679 Rubber Pad and Plate (standard with the No. 88 Sander). 


ABRASIVE PAPERS 


Electro-coated aluminum-oxide, open-coat abrasive papers. 
Packed in envelopes of 10 sheets. 


Cat. For No. 48 pander 


No. size ial 
54371 | 3%4"x 9" #60 or 1/2/0 Grit 
(coarse) 
54372 375" x 6" F100 or 2/0 Grit 
(medium) 


54373) 373" x 9" F150 or 470 Grit 
(fine) 


Cat. For No. 88 Sander 


No. Size Grit 
39765 | 414" x 11" #60 or 1/2/0 Grit 
(coarse) 
39766 4" X TI" F100 or 270 Grit 
(medium) 


39767 4Y2" KX T1" FI50 Gr 4/0 Grit 
(fine) 


COMPARATIVE SPECIFICATIONS 


Standard Equipment: (for No. 48) 3 sheets of 334" x 9" abrasive paper and key for paper holder; (for No. 88) one sheet of 44%" x 11” abrasive 


paper; (for both) 3 position knob handle. 
Standard Voltages: (universal motor): (for No. 48) 115V AC/DC (others p. 1); (for No. 88) 115V or 220V AC/DC (others p. 1). Specify voltage. 


Cat. Orbits Abrasive Sander Size Py Rated at. i] Net “Ship. 
No. per min. Paper Length idt Height 115V wt. wt. 
48 4300 34%" x 9" 9%" 3%" 6%" 2.3 amps. 5% Ibs. | 6% Ibs. 


88 Sif 5000 44" x 11" 10%" 4" te 2.8 amps. 8% Ibs. | 10% Ibs, 
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POWER TOOLS 


7” BALL-BEARING SANDER Cat. No. 676 


® A light, well-balanced Sander for © Duty Rating: continuous heavy- 
sanding, brushing, polishing and duty use. 
rubbing jobs. Switch and _ball- 
bearings are sealed against dust © Bearings: 5 ball, 1 needle. 
and dirt. Accessory recommenda- 
tions for the various speeds are © Switch: heavy-duty double pole 
listed below. trigger. 


RECOMMENDED ACCESSORIES APPLICATIONS 
FOR THE 7” BALL-BEARING SANDER ABOVE 


gt | ea | Type of Sander Accessory Applications 


676-10 Pees No. 51824 7” Q.C. Super- oad Contour Sanding 


676-14 Rubber Backing Pad (p. 4 
No. 51824 7” Q.C. Super- fle Fiberglas Sanding, 
Rubber Backing Pad (p. 4 Plastics Sanding, 
Abrasive Discs.* Sanding Undercoat. 


6 Vi 
Manners No. “15434 Vitri- Buff 
Pad, No. 36501 734" Pile Fabric 
Rubbing Pad at, right. 


676-20 2000 | No. 51824 7" Q.C. Super- i Contour Sanding 
Rubber neat Pad (p. 4! 


4 uper- Metal and Wood 
‘Rubber Backing Pad (p. 40). Sanding 


No. 31000 634" ‘Koolflex’ Backing 
Pad (p. Ba Abrasive Discs.* 


Nos. 6 and Vi ine | ed 
Bonnets at ine | 


NG on’ 4” Wire Cup Brush Wire ae 


3500 | No. 31000 634" ‘Koolflex’ Spee Finish Sandin 
Pad (p. 41), No. 51824 7” Q.C Metal and Wood 

Super-Flexible Rubber Backing 

Pad a a! Abrasive Discs.* 


No. 18056 Wire Cup Brush ire Brushing 
(p. 40). 


*Not sold by Black & Decker. 


ubbing out lacquer, 
Glass polishing. 


CUSHION PAD 


A superior cushioning pad for use with spindle. Note serrations which give 
Vitri-Buff Bonnets. Threads directly on extra flexibility for gettingin tight corners. 


Cat. No. 36239. Cushion Pad with No. 45925 Clamp Washer. 


SPONGE RUBBER PAD 


Use on Cat. No. 676 Sander with No. Rubber Backing Pad. 
51824 7” Quick-Change Super-Flexible 


Cat. No. 22174. 7" Sponge Rubber Pad. 


VITRI-BUFF BONNETS AND PADS 


Each tuft is twisted and locked to backing Outlasts other buffs many times over. 
pad by patented construction method. High quality. 
Very resilient, stronger pile, more body. 


Cat. No. 37796. *Vitri-Buff Bonnet with hood and drawstring. (Use with No. 
51824 7" Quick-Change Super-Flexible Rubber Backing Pad). p. 41. 


Cat. No. 37797. *Vitri-Buff Bonnet with hood and drawstring. (Use. with No. 
36239 Cushion Padalone, alsowith No. 51824 7" Quick-Change super Flexible 
Rubber Backing Pad coupled with No. 22174 Sponge Rubber P. 

Cat. No. 45434, 71," Vitri-Buff Pad. 


*Substantial saving in carton of six. 


RUBBING PADS (Felt and Pile Fabric) 


For rubbing down ‘‘orange peel" in lac- 
quel finishes, etc. Attaches directly to 
flexible pad. 


Cat. No. 36501. 734" Pile Fabric Rubbing Pad. 
Cat. No. 36500. 914" Pile Fabric Rubbing Pad. 
Cat. No. 10661. 7” Felt Rubbing Pad. 


THERE'S A B&D ABRASIVE TOOL 
BUILT TO HANDLE YOUR JOB. 


CUSHION PAD 


VITRI-BUFF BONNET 


PILE FABRIC 
PAD 


FELT PAD 


Black & Decker Sanders and Angle Grinders are TOP PERFORM: 


ANCE Abrasive Tools which perform almost every kind of surfacing job. With Abrasive Discs— 
they handle all sanding, from fast material removal to satin-smooth finishing. With Flaring Cup 
Wheels and Depressed Center Wheels—they smooth welds and casting ridges; cut off old studs, 
bolts and rivets. With Wire Cup Brushes—they remove paint, rust, scale; clean castings, tanks, 
vats, boilers, sheet metal and soldered joints. There is a COMPLETE LINE of B&D Abrasive 
Tools ranging all the way from the low cost, compact Servicemaster Sander up to the Super- 
Duty Sanders and Super-Duty Angle Grinders. Each one is packed with POWER for fast, eco- 
nomical work and is built for LONG-LIFE and low maintenance costs. Check the cutaway views 
of the Sanders and Grinders below and then see the following pages for tools.that cut costs and 
save time and money for you. 


HEAVY-DUTY SANDERS AND GRINDERS 


Heavyeder Armature mounted on Easily removable 
Reversible handle aecaletbeecin heavy-duty ball-bear- brush inspection 
gives perfect con- for long lifes ings for longer life. plates. 


trol always. Plunger switch protected 


from accidental operation. 


Ball-type handle gives 


Hardened spiral maximum control. 


bevel gears with 
extra long life 


Spindle 
mounted 
on ball-bearings 


for long life. Heavy-Duty Double Pole Switch 


enclosed for protection from 
abrasive dust. 


r Powerful Motor wire has resin 
Time-saving ventilating insulation. Winding 
Quick Change fan main- covered with varnish. 
Flexible Backing tains cool Both combine to give 
Pad requires no operating greater overload pto- 
tools for disc temperatures. tection. 


changing. 


SUPER-DUTY SANDER AND GRINDERS 


Hard rubber 
tool rest pro- 


Suspension 
Special oversized, 2 sec- eye bolt con- 
tioned long-life brushes. nection. 
Increased power with less 
brush wear. Less commu- 
tator wear. 


tects casting. Improved wear ring air de- 
flector blows abrasive dust 
Specially enclosed commutator away from operator. 
<a keeps out harmful r 
isive 5 ir is fi 

Special bell-shaped han- oe ae fe Seer 
le increases electric 
cable life; permits great- 

er flexibility. 


Reversible 
handle gives 
perfect con- 
trol, always. 


Heavy-duty 14 ga. rub- 
ber covered cable with 


improved life. Hardened spiral 


gears with extra 
long life. Special 
free-flowing, non- 
channeling grease gives 
2 greater gear life. Im- 
proved gear mounting. 


Overload protection: 
Dustproof built-in circuit 


Instant-release safety preakerge siont Motor lami- Meter wire covers 
i i i rus! older pro- nations give with resin and var- Cooler run- 
switch with automatic Heavy - Duty breaker protects mo- tected by hardened more power ‘nish ives greater ov- ning moter; 


release lock-pin (pin 5 dj tor and supply lin . A : 
paiscvaulenit cequired): aoe te honk overloading. © steel inserts. per pound. erload protection. eerpese 
o air flow. 


% 


POWER TOOLS 


SUPER-DUTY SANDERS 


Extra Heavy-Duty Construction and Performance 


Cat. No. 797-5 5000 R.P.M. 
Cat. No. 797-6 6000 R.P.M. 


®@ Sets the Pace for Sander Industry. 
Does jobs not possible before. 


@ Super Powerful Motor. Produces 
more torque for fast material 
removal. 


@ Longest Life. Commutator wear 
reduced by oversized 2-section 
brushes. Heavy-duty ball-bearings 
locked in races for longer life. 


9” HEAVY-DUTY INDUSTRIAL SANDERS 


For Heavy-Duty Industrial Use 


Cat. No. 433-4 & 833-4 4000 R.P.M. 


7” HEAVY-DUTY SANDER 


For Medium Industrial Use 
Cat: No.92 4250 R.P.M. 


’ it HEAVY-DUTY INDUSTRIAL SANDERS 


For Heavy-Duty Industrial Use 


Cat. Nos. 590-5 & 890-5 5000 R.P.M. 
Cat. Nos. 590-6 & 890-6 6000 R.P.M. 


® Speeds To Suit Each Job. 4000 
R.P.M. for continuous use, heavy- 
duty jobs requiring the full power 
of the tool.4250 R.P.M. for medium 
industrial use. 5000 R.P.M._ for 
continuous use, heavy-duty jobs 
at a medium rate of speed. 6000 
R.P.M. for heavy-duty use with 
accessories that operate best 
when high sanding speed and light 
pressure are used. 


® Packed With Power. Dependable 
Black & Decker motor gives peak 
performance on all jobs. 


® Built For Long Life. Spindle and 


7” SERVICEMASTER SANDER 


® Compact, sturdy low cost. 


@ Contains outstanding features 
tou in higher priced sanders 
only. 


® Spiral beveled gears for long life 
and smooth power transmission. 


e Rupeds aluminum housing wears 
well under toughest conditions. 


Standard Voltages (universal motor): (Super-Duty Sanders) 115V or 220V AC only (for DC operation remove circuit breaker); (Heavy-Duty and 
Servicemaster Sanders) 115V or 220V AC/DC; (all Sanders—other voltages p. 1). Specify voltage. 


Standard Equipment: (Super-Duty Sanders) instant release switch; No, 50928 434" Quick-Change backing pad; No. 31000 634” and No. 31001 
8%" ‘Koolflex' backing pads; reversible side handle; hard rubber stand; spindle lock. (9 H.D. Sanders): plunger switch for No. 433-4; instant 
release switch for No. 833-4; No. 50928 434” Quick-Change backing pad; No. 31000 634" and No, 31001 8%" ‘Koolflex' backing pads; spindle 
lock; No. 50933 clamp washer; strap metal stand; reversible side handle. (No. 92 7” H.D. Sander): pees. switch; spindle lock; reversible side 
handle; strap metal stand; No. 50933 clamp washer; No. 50934 614" Quick-Change backing pad. (7" H.D. 

for Nos. 590-5 and -6; instant release switch for Nos. 890-5 and -6; No. 50928 434” Quick-Change backing pad and No. 31000 6%4" ‘Koolflex’ 
backing pad; spindle lock; No. 50933 clamp washer; strap metal stand; reversible side handle. (Servicemaster Sander): toggle switch; No. 51824 


SANDERS, GRINDERS 37 


Motor brush holders protected by 
steei rings. Special gear grease 
for perfect non-channeling flow. 


® Dust Protected. Commutator pro- 
tected by stainless steel air filter. 


@ Double Overload Protection. Built- 
in circuit breaker; special resin and 
varnish on motor wire. 

‘ 


INSTANT 
RELEASE 
SWITCH 


armature ball-bearing mounted; 
hardened spiral bevel gears. 


© Switch Protected From Dust. Abra- 
sive dust kept out by switch en- 
closure. 


© Comfortable To Handle. Powerful PLUNGER 
ventilating fan keeps tool cool; ball SWITCH 
type handle for maximum control. 


® Fast Disc Changes. Quick-Change 
Backing Pad requires no tools. 


®@ Higher Overload Capacity. M-L 
wire in motor withstands high over- 
oads. % 


Cat. No. 684 
® Exhaust air is deflected away from 
operator for comfortable use. 


@ Enclosed, recessed toggle switch 
is protected from abrasive dust. 


® Contoured handle is shaped for 
perfect control. 


®@ Reversible side handle. 
® Non-marring tool rest. 


Industrial Sanders): plunger switch 


7" Quick-Change super-flexible rubber backing pad with No. 50933 clamp washer, reversible side handle; Cycolac® polystyrene plastic stand; 


No. .22231 spanner wrench. 


T 


Switch 
No- Rated Backing Instant | Lgth. Net | Ship. 
Cat. load at Pad Release Plunger Spindle w/o wt. wt. 
No. R.P.M. 115V Dia. Lever Switch =| Thread Pad Ibs. Ibs. 
797-5 5000 15 amps. 4%," N6Sie = |. _ 5"-11 | 20%" | 17 22 
797-6 6000 15 amps, 43," Yes — ai ¥"-11 20%" At 17 22 
433-4 4000 12 amps. BH" | _ Yes "11 18%." 14 | 19 
833-4 4000 i2amps. | 8%" Yes = | #11 18%e" 14% 19% 
590-5 5000 12 amps. 63," = | Yes 11 | 18%." | 13% 17% 
890-5 5000 | 12 amps. 6%" | __Yes = rll | _18%e" 14% 18% 
590-6 | 6000 12 amps. 6%" | = Yes | "11 18%e" 13% 17% 
890-6 6000 12 amps. 6%" Yes _ 56"-11 18%." 14%4 18% 
ey + + —— —- 
92 | 4250 | 6.5 amps. roe weal _ | Yes | 5g"-11 17%" 10% 13 
684 3500 5.2 amps. ff toggle 5¥"-11 14" 8% 10% 
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USE ONLY WITH DEPRESSED 
CENTER WHEELS RATED 


8500 R.P.M. OR ABOVE. DO NOT USE 
WITH FIBRE SANDING DISCS. 


INSTANT 
RELEASE 
SWITCH 


PLUNGER 
SWITCH 


POWER TOOLS 


SUPER-DUTY ANGLE GRINDERS 


Extra Heavy-Duty Construction and Performance 


9” SUPER-DUTY ANGLE GRINDER 


Cat. No. 797G-5 5000 R.P.M. 


7” SUPER-DUTY ANGLE GRINDERS 


Cat. No. 797G-6 6000 R.P.M. 
Cat. No. 797G-8 8000 R.P.M. 


® Superior Power. Special motor lamina- 
tions give most power per pound. 


® Tremendous Speed Under Load. Out- 
performs all others in doing jobs fast. 


@ Longest Life. Commutator wear re- 
duced by oversized 2-section brushes. 
Heavy-Duty ball-bearings locked in 
races for longer life. Motor brush 
holders protected by steel rings. 
Special gear grease for perfect non- 
channeling flow. 


@ A Speed For Every Job. 5000 R.P.M., 
6000 R.P.M. and 8000 R.P.M. speeds 
to choose from. 


® Sets The Pace For The Industry. Does 
jobs not possible before. 


® Dust Protected. Commutator pro- 
tected by stainless steel air filter. 


® Double Overload Protection. Built-in 
circuit breaker; special resin and var- 
nish on motor wire. 


SEE PAGE 39 FOR 
RECOMMENDED ACCESSORIES 


9’ HEAVY-DUTY ANGLE GRINDERS 
Cat. Nos. 433G-4 & 833G-4 4000 R.P.M. 


7” HEAVY-DUTY ANGLE GRINDERS 


Cat. Nos. 590G-5 & 890G-5 5000 R.P.M. 
Cat. Nos. 590G-6 & 890G-6 6000 R.P.M. 


® Choice Of Speeds. 4000 R.P.M., 5000 
R.P.M. and 


6000 R.P.M. give the pro- 
per tool for each job. 


® Built For Long Life. Spindle and arma- 
ture ball-bearing mounted, hardened 
spiral bevel gears. 


@ Packed With Power. Dependable 
Black & Decker motor gives peak per- 
formance on all jobs. 


® Comfortable To Handle. Powerful 


ventilating fan keeps tool cool; ball- 
type handle for maximum control. 


® Switch Protected From Dust. Abrasive 


dust kept out by switch enclosure. 


® Higher Overload Capacity. M-L wire in 


motor withstands high overloads. 


COMPARATIVE SPECIFICATIONS 


Standard Voltages (universal motor): (Super-Duty Angle Grinders) 115V or 220V AC only (for DC operation remove circuit breaker); (Heavy-Duty 
Angle Grinders) 115V or 220V AC/DC; (all Angle Grinders—other voltages p. 1). Specify voltage. 


Standard Equ 
assembly; har 


¢ 


ment: (9" Super-Duty 


%" depressed center wheel and No. 50885 7” 
clamp washer; No. 22231 spanner wrench. 


No. 37114 9" x 4" de 


Angle Grinders) instant release switch; No. 37114 9" x 14" depressed center wheel; No, 37109 9” guard 
rubber stand; reversible side handle; spindle lock; No, 22191 clamp washer; No. 2 
Grinder): instant release switch; No. 37112 7” 


2231 spanner wrench. ¢ vf Suust-Daly ve 
x 4" depressed center wheel and No. 50885 7” guard assembly for No. 797G-6; No. 52524 7" x 


9" H.D. Angl 
ressed center wheel; No. 37109 9” 


uard assembly for No. 797G-8; hard rubber stand; reversible side handle; spindle lock; No, 22191 
e Grinders): plunger switch for No. 433G-4; instant release switch for No, 833G-4; 


guard assembly; hard rubber stand; reversible side handle; spindle lock; No. 22191 


clamp washer; No. 35531 spanner wrench. (7" H.D. Angle GES 8 Ab Med switch for Nos. 590G-5 and -6; instant release switch for No. 890G- 


5 and -6; No. 37114 9” x 14" depressed center wheel and No. 37 
pressed center wheel and No. 50885 7” 


spindle lock; No. 22191 clamp washer; No! 22231 spanner wrench, 


9 9" guard assembly for Nos. 433G-4 and 833G-4 
uard assembly for Nos. 590G-5 and -6 and 890G-5 and -6; hard rubber stand; reversible side handle; 


; No. 37112 7" x 44" de- 


x 
For No- Rated Depressed | Switch Spindle | Lgth. w/o Net Ship. 
Cat. load at enter Instant Thread Behe Ctr. wt. wt. 
No. R.P.M 115V Wheel Release Plunger heel Ibs. Ibs. 
— Lever Pe if 
797G-5_ | 5000 15 amps. | 9" x 14" iE Yes —_ 5"-11 20%" 19 | 24% 
797G-6 | 6000 _15 amps. 78x Yah Yes il _ ¥a"-11 20%," 18% | 24 
797G-8 8000 15 amps. TOR ME Yes = __%"-11 2014" ey al 24 
433G-4 4000 lZamps. | 9" x 4" = Yes Hii | 18%" 14% 19% 
833G-4 4000 12 amps. o" x 4" Yes — Se 18%." 15% 20% 
5906-5 5000 12 amps. EE Y = = Yes %a"-11 | _18%6" 14% 18% 
890G-5 5000 12 amps. TxA" Yes _ "11 18%." 15% 19 
590G-6 6000 12 amps. 77x" — Yes ¥"-11 1836" 14% 18% 
890G-6 6000 12 amps. | 7" x" Yes I "11 18%." 15% 19 
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POWER TOOLS 


18056* | 4” Wire Cup Brush 
24353" Wire Cup Brush 
24050; | 4” Flaring Cup Wheel 


5" Flaring Cup Wheel 


18039+)| 6” Flaring Cup Wheel 


SANDERS AND ANGLE GRINDERS ACCESSORIES CHART 


There's a Black & Decker Sander or Grinder Attachment for every abrasive job you have to do. Here is the com- 
plete coordination between our right angle Sanders and Angle Grinders and the accessories with which they 
can be used. Start, now, to enjoy the benefits that they give. 


9”H-D | 7”H-D | 7”H-D 


Angle | Angle 
6000 | 7”H-D }Grinder) Grinder) Grinder 


0. | 433-4 | 590-5 | 590-6 |R.P.M.] No. 
797-6 | 833-4 | 890-5 | 890-6 | No. 92] 797G-8 


37219;)| 5” Flaring Cup Wheel 
(concrete) 


37220;)| 6” Flaring Cup Wheel 
(concrete) 
4" Flaring Cup Wheel 


an a 
3 = 
= 
= 
o 
i?) 
c 
Uv 
ie] 
x 
c 
a 
zs 


These Flaring Cup Wheel Guards should always be used with 
the Flaring Cup Wheels listed above for safe operation. 


38508 5” Flaring Cup Wheel 
Guard 
38509 | 6” Flaring Cup Wheel 
Guard 
50928 | 434” Quick-Change Flex. 
Backing Pad 
644" Quick-Change Flex. 
Backing Pad 
7" Quick-Change Flex. 
Backing Pad 


33489 | 5” Flexible Backing Pa 40) 
8500 R.P.M. Depressed 
41 


i 


Center Wheel 


7" x Ye" Depressed 
Center Wheel 


37113*| 9” x 4%" Depressed 
Center Wheel 


9” x %4" Depressed 
Center Wheel 


7" x 4" Depressed 
Center Wheel 


7" x %4" Depressed Cen- 
ter Wheel (concrete) 


6%" ‘Koolflex’ Backing 
Pad 


8%" ‘Koolflex' Backing 
Pad Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes 
neremcecieral of - | =| = [re] =| [ref -[ =| - [|] 


*QUANTITY DISCOUNT: 10-49 LESS 5%; 50 OR MORE LESS 10% 
+QUANTITY DISCOUNT: 5-24 LESS 5%; 25 OR MORE LESS 10% 


"POWER TOOLS 


WIRE CUP BRUSHES (Fit on all tool spindles having %"-11 thread. Maximum 
safe speed 6000 R.P.M.) 


SEE PAGE 46 FOR COMPLETE WIRE BRUSH LISTING 


Made in our own plant, for use on all removing rust and scale from all metal 
Portable Electric Sanders. Well built of surfaces; for cleaning tanks and boat 
finest quality wire to give long service on hulls; for taking off old paint; for cleaning 
the toughest kinds of cleaning opera- castings and structural metal. 
tions. Use these Wire Cup Brushes for 

Catalog Number 18056 4” Wire Cup Brush (.020"-crimped). 

Catalog Number 24353 5” Wire Cup Brush (.020"-crimped). 

Catalog Number 12398 6" Wire Cup Brush (.020"-crimped). 


QUANTITY DISCOUNT: 10-49 LESS 5%; 50 OR MORE LESS 10%. 


FLARING CUP WHEELS (Fit on all tool spindles having %"-11 thread) 
SEE PAGE 45 FOR COMPLETE GRINDING WHEEL LISTING 


For some metal grinding Sppleanens, Wheel does smoother and faster work 
the Sander equipped with a Flaring Cup _—_— than a Partable Grinder. 


Catalog Number 24050 4” Flaring Cup Wheel. 
Catalog Number 23444 5" Flaring Cup Wheel. 
Catalog Number 18039 6” Flaring Cup Wheel. 
Catalog Number 37219 5” Flaring Cup Wheel for surfacing concrete. 
Catalog Number 37220 6” Flaring Cup Wheel for surfacing concrete. 


ALWAYS USE FLARING CUP WHEEL GUARD WITH ABOVE. 
QUANTITY DISCOUNT: 5-24 LESS 5%; 25 OR MORE LESS 10%. 


FLARING CUP WHEEL GUARDS 


Provide safe operating conditions when using Flaring Cup Wheels. 


Catalog Number 38507 4" Flaring Cup Wheel Guard. 
Catalog Number 38508 5” Flaring Cup Wheel Guard. 
Catalog Number 38509 6” Flaring Cup Wheel Guard. 


CUP GRINDING WHEEL ¢Fit on all tool spindles having %"-11 thread) 


SEE PAGE 45 FOR COMPLETE GRINDING WHEEL LISTING 
Catalog Number 10663 4” Cup Grinding Wheel. 
Catalog Number 10711 Spindle Adaptor. 


Use No. 10711 Spindle Adaptor to attach Grinding Wheel to Sander. 

Grinding Wheel is clamped between the aoacriely is then attached to the 
two flanges of the Spindle Adaptor and threaded spindle of the Sander. 
tightened by nut on the end. The entire 


QUANTITY DISCOUNT: 5-24 LESS 5%; 25 OR MORE LESS 10%. 


QUICK-CHANGE FLEXIBLE BACKING PADS 


Change Sanding Discs 50% Faster. Requires no tools. Fits any %"-11 thread spindle. 
Catalog Number 50928 434” Quick-Change Flexible Backing Pad, with No. 
50933 Clamp Washer. 
Conlet Number 50934 6%" Quick-Change Flexible Backing Pad, with No. 
50933 Clamp Washer. 
Catalog Number 51824 7” Quick-Change Super-Flexible Rubber Backing 
Pad with No. 50933 Clamp Washer. 


FLEXIBLE BACKING PAD 


Catalog Number 33489 5” Rubber Backing Pad with No. 45925 Clamp 
Washer. Can be used with No. 31000 634” ‘Koolflex’ Backing Pad on next 


page. 


MISCELLANEOUS ATTACHMENTS 


Sander Spindle Adapter—Catalog Number 30571 A bushing, threaded inside 
and outside to adapt Black & Decker Sander pads and attachments to Sanders with 
34" diameter threaded Spindles. 


Spanner Wrench—Catalog Number 22231 For use in tightening clamp washers 
on Sanders. 


LUBRICANTS 


For sane Duy. Sanders & Angle Grinders, Circ. Saws— 
No. 51395. 1 lb. Can Special Gear Grease. 
For Sanders, Drills, Tappers, Screwdrivers, Port. Grinders and Shears. 


No. 23638. 1 |b. Can Std. Gear Grease. 
No. 32907. 5 lb. Can Std. Gear Grease. 


POWER TOOLS 


DEPRESSED-CENTER WHEELS 


For Super-Duty and Heavy-Duty Sanders 
and 8000 R.P.M. Super-Duty Angle 
Grinder. See page 39 for recommended 
sizes to use for various speed tools. 
Perform to best advantage on rough 
surfaces, giving a better finish than that 
which is possible with a grinding wheel 
or where the application is too severe 


for highly flexible, coated, abrasive 
discs. They do have sufficient flexibility, 
however, to lend themselves to blend- 
ing and smoothing curved surfaces and 
corners. They have a No. 24 grit (No. 
57430 has No. 16 grit). For jobs requir- 
ing special grits, please see your Black 
and Decker representative. 


NO. 57430 


NO. 52524 


Cat. No. 37111 7” x %" x %" Depressed Center Wheel. 

Cat. No. 37112 7" x %4"x 7%" Depressed Center Wheel. 

Cat. No. 57430 7” x %4" x 7%" Depressed Center Wheel for Concrete. 

Cat. No. 37113 9” x 4%" x %" Depressed Center Wheel. 

Cat. No. 37114 9" x %4" x %" Depressed Center Wheel. 

Cat. No. 52524 7” x 4" x %"” 8500 R.P.M. Depressed Center Wheel. For 
8000 R.P.M. Super-Duty Angle Grinder. NO. 37111 to 


( DEPRESSED WHEEL QUANTITY PRICES: 10-49 less 5% 50 or more less 10%. NO. 37114 


GUARD ASSEMBLIES 


Used on Sanders and Angle Grinders with Depressed Center Wheels listed above. 


Cat. No. 50885 7” Guard Assembly. For 7” depressed center wheels. 
Cat. No. 37109 9” Guard Assembly. For 9” depressed center wheels. 


DISC WHEEL ADAPTORS 


Cat. No. 54338 Disc Wheel panptor. For use with sopressed center (other 


than No, 5743 


backing flange, No 


wrench. 


and ‘‘koolie-hat’’ w 
. 22191 clamp washer; No. 22231 spanner 


eels. Includes wheel 


Cat. No. 57443 Disc Wheel Adaptor. For use with No. 57430 depressed cen- 
ter wheel. Includes: backing flange, No. 22191 clamp washer; 
No. 22231 spanner wrench. 


e 
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“KOOLFLEX" BACKING PADS 


Cat. No. 31000 634” ‘‘Koolflex''’ Backing Pad. 
Cat. No. 31001 8%" ‘‘Koolfiex’’ Backing Pad. 


These light-weight plastic-bonded back- 
ing discs provide greater flexibility and 
very cool operation on sanding applica- 
tions. Can be used with No, 33489 434” 
Rubber Backing Pad. For maximum 
flexibility use one Koolflex Pad with 
corresponding size Abrasive Disc (i.e. 


634" Koolflex Pad with 7” Sanding Disc.) 
For ‘‘feathering"' finish use No. 31000 
6%," Koolflex Pad with 94%" Abrasive 
Disc. For more rigid backing use both 
sizes of Koolflex Pads with 94" Abrasive 
Disc. 


RUBBING PAD 


Cat. No. 36501 734" Pile Fabric Rubbing Pad. For rubbing down ‘orange 
peel’ in laquer finishes, etc. 


ABRASIVE DISC TRIMMER Cat. No. 21808 


FOR complete use of abrasive discs, this 
Disc Trimmer cuts them down to smaller 
sizes as the outer edges are worn out. 
Adjustable center-hole pilot on cali- 
brated swinging arm; cutting wheel 


mounted on one-piece spindle and 
crank; base casting is screwed to bench. 
Takes discs of 944” maximum diameter 
and either 7%” or ¥%" center-hole; trims 
down to 3” diameter. 


Cat. No. 21753 Replacement Cutter. 


REPLACEMENT CLAMP WASHERS 


Cat. No. 45925 Repl. Clamp Washer. Outside-threaded. Screws into hub of 


No. 33489 5” Rubber Backing Pad, preceding page (also Nos. 33262 and 


33487—no longer cataloged.) 


Cat. No. 10279 Repl. Clamp Washer. Inside-threaded. Fits former type 
Rubber Tce ana: (Nos. 45433, 17687, 18329, 18330 and 22489—no 


longer cataloge 
master Sander. 


and on spindle of No. 676 B-B Sander. and No. 684 Service- 


Cat. No. 22191 _ Repl. Clamp Washer. Inside-threaded. Used with Depressed 


Center Wheels listed above. 


Cat. No. 50933 Repl. Clamp Washer for Nos. 50928, 51824 and 50934 
Quick-Change Pads. Inside-threaded. Fits through Backing Pads and threads 


on Sander spindle. 


NO. 45925 NO. 10279 


NO. 22191 NO. 50933 


NO, 61-1 


TUCK POINTING KITS 


Wheel is enclosed for safety and hinged for 
convenient wheel changes. Silicon Carbide 
Wheel efficiently removes old mortar. 
Leaves a clean joint for easy pointing. 

Cat. No. 57488 Tuck Pointing Kit attaches 
to B&D 6" Portable Grinders Nos. 61 and 
61-1 or any other make with a %” arbor and 
a 24" dia. gear case housing. 

Cat. No. 58271 Tuck Pointing Kit attaches 
to B&D 5” Portable Grinder No. 60 or any 
other make with a ¥4" arbor and a 24" dia. 
gear case housing. 

Standard Equipment: steel wheel guard; 
spacer; (for No. 57488) No. 57490 8” x 4" 
x 94" silicon carbide abrasive wheel; (for No. 
58271) No. 58274 8” x %4" x ¥4" silicon car- 
bide abrasive wheel. 


PORTABLE GRINDERS 


2¥%" Portable Grinder is a direct drive 
unit, 5” and 6” Portable Grinders have 
splined gear mountings. Full size ball- 
bearings, set at extreme ends of wheel 
spindle, absorb all side thrust and insure 
long life. Armature shaft also mounted 
on ball-bearings. Ideal for GRINDING- 
BUFFING and WIRE BRUSHING for 
either general maintenance work or con- 
tinuous production operations. 

Completely enclosed switch compart- 


POWER TOOLS 


ment protects the switch from abrasive 
dust. Improved ventilation with forced 
air flow cools motor parts and prevents 
accumulation of dirt and grit. Exhaust 
air is directed away from operator. 


Shaped grips prevent tool turning in 
operator's hand. Adjustable wheel 
guards can be turned to any desired 
position. Wheel rotation is counter- 
clockwise, facing wheel end. 


See Pages 45 and 46 for Grinding Wheels and Wire Wheel Brushes. 


Standard Equipment: 214” Model: No 36804 24" grinding wheel; No. 31456 Clam 
nut; adjustable steel wheel guard; two No. 20285 wrenches. 5" Model: No, 304 
5" grinding wheel; adjustable steel wheel guard. 6” Model: No. 3148 6” grinding 
wheel; adjustable steel wheel guard. 

Seraete Voltages (universal motor): 115v or 220v AC/DC (others p. 1). Specify 

voltage. 


No. Rated Net | Ship. 
Portable Wheel load at Rocker Plunger L » Whe) Wt. 
Grinder Size RPM 115V_ Switch Switch Switch 


|16% 


ees 


REPLACEMENT AND EXTRA EQUIPMENT FOR 21/2” PORTABLE GRINDER 


*Cat. No. 36804 214” High-Speed bonded Grinding Wheel 
Cat. No. 24187 14"S.A. Chuck with 4" Reducing Sleeve. 
Cat. No. 21955 4%" Reducing Sleeve, only, for No. 24187 Chuck. 


LUBRICANT 


For Port. Grinders, Drills, Tappers, Screwdrivers, Sanders, Shears. 


Cat. No. 23638 1 Ib. Can Std. Gear Grease. 
Cat. No. 32907 5 Ib. Can Std. Gear Grease. 


Replacement Silicon Carbide Abrasive Wheels For Tuck Pointing Kits 


*Cat. No. 57490 8” x 4" x %" for No. 57488 Kit. 
*Cat. No. 58274 8" x 4" x 14" for No. 58271 Kit. 


* QUANTITY DISCOUNT: 5-24 LESS 5%; 25 OR MORE LESS 10%. 


DIE GRINDERS 


Die Grinders offer many important 
advantages for high-speed, accurate, 
portable grinding. Among these are (1) 
Small powerful motors provide for eas 
handling and very light weight, (2 
Modern improved chucks to carry 


mounted points and stones, (3) Ex- 
tended spindle housings to permit grip- 
ing the tool close to the stones for care- 
ul, accurate grinding. Ideal for die 
shops, stamping plants, tool rooms. 


Standard Equipment: No. 8 Model: 4” chuck; 2 double-end wrenches; toggle 
switch. No. 12 Model: '4" chuck; two double-end wrenches. No. 20 Model: No. 
24187 14" chuck with No. 21955 reducing sleeve; two No. 29285 wrenches, 


Standard Voltages (universal motor): 115v or 220v AC/DC (others p. 1). Specify 


voltage. 


No. 8 Model 


Specifications 
Cat. No. 577 


Maximum Wheel 
Diam.* 

No-load Speed 

Rated at 115v 

Net Wt. 

Ship. Wt. 

Length 


Bonnet Cap 
Switch-in Cap Switch Handle 


No. 12 Model 


No. 20 Model 
Cat. No. 499 


REPLACEMENT AND EXTRA EQUIPMENT 


For No. 8 and No. 12 Models:— 


Cat. No. 21955 Split Sleeve for reducing Collet opening to 4%". 


For No. 20 Model :— 


Cat. No. 24187 14" S.A. Chuck with 4%” Reducing Sleev. 


e. 
Cat. No. 21955 \%" Reducing Sleeve, only, for No. 24187 Chuck. 


*Wheels are not supplied with Die Grinders. Caution: Use only with high-speed 
bonded wheels. Ask your B&D Distributor about wheels and burrs for use with these 
units. 


POWER TOOLS 


6” HEAVY-DUTY BENCH GRINDER Cat. No. 614 
6” H.D. DELUXE ILLUMINATED BENCH GRINDER Cat. No. 616 


® Particularly low priced for full 4% H.P. 
Bench Grinder. 


® Greater wheel clearance (%") permits 
longer use of grinding wheel. 


® Grinders meet Underwriters Labora- 
tories and ASA safety requirements. 
Wheels enclosed with steel guards for 
safety. Removable wheel guard covers. 


® Long life, constant speed B&D induc- 
tion motor completely enclosed to 
keep out abrasive dust. 


® Tool rests and spark shields adjustable 
for wheel wear. 


8” HEAVY-DUTY BALL-BEARING BENCH GRINDER 


Cat. No. 74 (1 phase) 
Cat. No. 76 (3 phase) 


® Has the extra power needed to do 
tougher type of jobs. 


® Ball-bearings have been placed where 
it counts to assure long, trouble-free 
dependable service. 


® Motor is completely enclosed to keep 
out abrasive dust. 


®@ Enclosed steel wheel guards meet all 
safety requirements. 


@ U-shaped tool rests give full support, 


PORTABLE, DIE & 
BENCH GRINDERS 
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@ 4 rubber feet permit use on bench. 
Also fits Bench Grinder Pedestal on 
next page. 


® Uses 1 or 2 sectioned Wire Wheel 
Brush, 


® Use for tool sharpening, wire brushing, 
buffing, grinding. Perfect for tool 
roamy wood working shops, farms, 
etc. 


® Switch: rocker type. Actuates relay 
which gives years of trouble-free 
starting. 


® Bearings: heavy-duty ball-bearings on 
spindle give true-running wheels for 
accurate work. 


are adjustable for wheel wear and are 
perforated to prevent accumulation of 
dust and metal. 


@ Wheel guards are equipped with ad- 
justable spark shields and will take 
standard 3-section wire wheel brush 
without changing guard. 


Switch: 2-pole push-button switch, 
recessed for protection but easily 
accessible, 


® Bearings: ball-bearing equipped 
throughout. 


NO. 74 & 76 


COMPARATIVE SPECIFICATIONS 


Motor: (for Nos. 614, 616 and 74) single phase induction motor; (for No. 76) 3 phase induction motor. Please give current characteristics, volt- 
age, phase and cycle when ordering. 


Standard Equipment (Cat. No. 614): 6” grinding wheel; 6” wire brush; 2 steel wheel guards with covers; 2 adjustable tool rests; 2 adjustable 

spark shields; 4 rubber feet; 2 bolts for bench mounting; rocker switch in base. (Cat. No. 616): No. 15314 fine grit grinding wheel; No. 15315 

coarse Srnaing wheel; 2 steel wheel guards with covers; 2 adjustable tool rests; 2 adjustable spark shields; 2 15-watt illuminated eye shields; 

4 rubber feet; 2 bolts for bench mounting; rocker switch in base. (Cat. Nos. 74 and 76): No. 18061 medium 8” grinding wheel; No, 18062 fine 

re eanding woes: two enclosed wheel guards with tool rests and spark shields; pushbutton switch in base; lead wires for permanent connection; 
rubber feet. 


Amps. Rated No-load Rated-load 
Height to at 115V RPM RPM Net | Ship 
Cat. Rating | Spindle | C/L of Wheel 60 50 60 50 60 50 Voltages wt. wt. 
No. H.P Length | Spindle Size cycles | cycles | cycles | cycles | cycles | cycles Ibs. | Ibs. 
614 Wy 113%" 4136" | 6” dia., 4" 4.4 3600 | 3000 | 3450 | 2890 |*115V 23 28 
face, 42" hole 50/60 cycles 
616 Ww 11%" 4136" | 6” dia., 34” 4.4 5.0 | 3600 | 3000 |} 3450 | 2890 |115V 25 30 
face, 44" hole 50/60 cycles 
74 1 sy 184" 8%" 8" dia., 7” 9.75 | 10.0 | 3600 | 3000 | 3460 | 2870 |115V or 220V. Specify 72 
face, %" hole |which one. Not 
| reconnectable. 
76 3 % 184%" Be" 8" dia., 7%" 2.3 2.4 | 3600 | 3000 | 3490 | 2900 | 220V or 440V. Recon- 72 
face, ¥%" hole eo for either 
voltage. 


#125V, 220V and 240V available on special order. 


NO, 83 & 85 


POWER TOOLS 


10” HEAVY-DUTY BALL-BEARING BENCH GRINDER 
Cat. No. 83 (1 phase) 
Cat. No. 85 (3 phase) 


@ Powered bya fulll H.P.B&Dconstant- © Spark shields are adjustable for wheel 
speed motor. wear, 


® Designed for the finest tool dressing, 
i 


i i @ U-shaped tool rests, adjustable for 
ein bari Wine brushing, BYErisnine wheel wear and perforated to prevent 
and buffing. Leh 

piling up of dust. 
® Motor is completely enclosed to keep 
out abrasive dust. ® Guards are equipped with exhaust 
® Ball-bearing equipped for smooth outlets for connection to exhaust ducts 
power flow and long life. or dust-collecting system. 
® Strong steel enclosed wheel guards, @ Switch: 2-pole push button protected 
with removable end plates, meet all é P 
safety requirements. ’ aoeene recessed for safety and easy 


® Guards are wide enough to take a 4- 
section wire wheel without changing ® Bearings: ball-bearing equipped 
guard. throughout. 


Standard Equipment: No. 10274 coarse grinding wheel; No. 10275 medium grinding 
Wieek 2 wheel guards; push-botton switch in base; lead wires for permanent con- 
nection. 

Motor: or No. 83) single phase induction motor; (for No. 85) 3 phase induction 
motor. Please give current characteristics, voltage phase and cycle when ordering. 


Rated Load RPM: (No. 83) 1750 60 cycles, 1450 50 cycles; (No. 85) 1720 60 cycles, 
1420 50 cycles. 


BENCH GRINDER PEDESTAL Cat. No. 53536 


Convenient height. Detachable water peg Use with all B&D Bench Grinders. 
Height: 3156"; Base 16” sq.; Ship. wt. 53 Ibs. 


ILLUMINATED EYE SHIELDS 


For 8" H.D., 10” H.D., and former Nos. 587 and 74 Bench Grinders. 


Cat. No. 30050 Illuminated Eye Shields: pair; connects to and is operated 
by the 115 volt bench grinder switch. 


Cat. No. 30142  |Iluminated Eye Shields: pair; 115 volts; with cord, plug and 
switch; operated independently of bench grinder switch. 


Cat. No. 30144 liluminated Eye Shield: single; 115 volts; with cord, plug 
and switch; operated independently of bench grinder switch. 


Cat. No. 23641 5” x 6" Replacement Shatter-proof Glass. 


Furnished with adjustable brackets and bolts for attachment to wheel guards. 
Glass is shatter-proof. Work is illuminated from both sides of eye shield. For 
grinders other than 115 volts, shields may be purchased with individual 
cords, plugs and switches for use in separate 115 volt receptacles. 


SHATTER-PROOF EYE-SHIELDS (not illuminated) 


Cat. No. 34575 One 34” x 54" Eye-Shield. Includes glass, brackets, bolts. 
Cat. No. 34576 One 3%" x 514" Replacement Shatter-proof glass. 


For 6", 8” and 10” Bench Grinders. Shields are bolted to Wheel guards through 
holes already positioned on bench grinders. Brackets are quickly adjustable 
to suit operator. 


ADJUSTABLE LAMP 


Cat. No. 22173 ‘'Goose-Neck'’ Lamp with Socket, Switch, etc. may be 
screwed or bolted at back of Bench Grinder. 


POWER TOOLS 


GRINDING WHEELS 


Style 
Specifications Type 
39022 yy," A6O0 RV 1 
39023 A46 RV 1 
A60 RV 
A46 RV 


8” Bench Grinder 
2 aaa el 
0 O O6V 
3g} aeNev | 2 
A30SB 


6" Utility, 6” Junior, 
6" Std. Bench Grinders, 
oe 614 6" H.D. 

Bench Grinder. 


6" H.D. Bench Grinder 
(Hi, K, L, and M) 

0. 616'6" H.D. Deluxe 

Bench Grinder 


0” Bench Grinder 
(B, C, and D) 


j ortable Grinder a 0329 Yo fon yp" 

| Die Grinders ou) ifn ifn iT 

Ww a yA" 34" 1 
2%") %* a" 1 


WPorable Gander | 6772) | we] wr aaeRV | 
F Porable Grinder | 3082) S| we] wf AaeRV | T 
‘er Poriabie Grinder | stae|o"| ie) ar faaeRV | 
FSpecial Sender | 1086s) | | wr faasOV |e 
FRO. Sender_ | 24050) | "writ Ted| aieRe | TT 
PHD Sender | asaaal 6 Tu wai Thal ATOR | TT 
‘SHB Sander | 480896") Tw" wai Thal ATER | TT 


7" H.D. Sander 144") %"-11 Thd.| C16 PB 11 
(for concrete) 

9” H.D. Sander 1%" | 5"-11 Thd.| C16 PB 11 
(for concrete) 


QUANTITY DISCOUNT: 5-24 LESS 5%; 
25 OR MORE LESS 10%. 


GRINDING WHEEL DRESSERS 
DIAMOND 
TWO TYPES of Wheel Dressers are avail- the wheel quickly for fast grinding; the DRESSER 
able for.truing and cleaning Bench diamond type produces a very accurate, — | 
Grinder Wheels. The cutter type dresses smooth face for finish-grinding. | 


| 
Catalog Number 19115 Cutter-type Dresser (with spare cutter set). ie . ? — > | 


> 
‘ Catalog Number 19983 Replacement Cutter set for above. % 
{ 
.\ 


KS SPE 


te 


GRINDING WHEELS 


Catalog Number 21961 Diamond Wheel Dresser, complete with diamond. 
Catalog Number 5574 Diamond and Nib for No. 21961 Dresser. CUTTER DRESSER 


COTTON BUFFS 


USED ON Portable or Bench Grinders directly on wheel spindle. 3” Dia. Buff is 
for general purpose buffing, polishing, used with 4" and 4" Drills. %” Spiral 


coloring, cutting and finishing. Mounted Stitched, Pieced-type {. ia ; 


an oe 


_ *Use with 4" to %" Drills and Wheel Arbors below. 


COTTON BUFFS 


\( WHEEL ARBORS 


Fit 4" to %" Drills. Carry grinding wheels, wire wheel brushes and cotton buffs. 
Cat. No. 39026 14" Drill Arbor (!2" Diam., 4" Shank). 


Cat.No. 8449 4" Drill Arbor (¥4" Diam., ¥" Shank). fm)— 
Cat. No. 23041 Sanding Pad Arbor (%"- 11 thread, 44” Shank) holds No. 33489 ¢ \ 


Rubber Pad WHEEL ARBOR 
Cat. No. 33489 5” Rubber Pad with Clamp Washer for use with No. 23041 
Arbor listed above, 


POWER TOOLS 


WIRE BRUSHES | « 


Top Quality—MADE BY US on our own steel wire, precisely locked in place, gives 
special machines so that you can be you a brush that has longer wearing | 
assured of Black & Decker’s tradition- qualities even on high-speed operations. 
ally high standards of quality and per- Well Balanced—Each brush is beauti- 


* formance. fully balanced and will run true and even 

QUANTITY DISCOUNT: Versatile Performers—There are because of the care with which the 

i 10-49 LESS 5%; brushes for practically all types of brushing wires are distributed in the 
H 50 OR MORE LESS 10%. grinding, buffing or cleaning machines. body when manufactured. 


They can be used for removing rust and Continuous-Strand Construction—Each 
scale from all metal surfaces, for clean- wire tuft is locked independently, hence 
ing tanks and boat hulls, for removing a more dense and even brushing surface 
old paint and for cleaning castings and is attained and there is less danger of 
structural metal. loose wire. 

t Long Life—High quality, tough crimped 


J 
WIRE CUP BRUSHES 


A. Fit all sanders with 56"-11 thread spindle. 6000 R.P.M. maximum safe speed. 
Cat. No. 18056 4” Wire Cup Brush (.020" crimped) 
Cat. No. 24353 5” Wire Cup Brush (.020" crimped) 
Cat. No. 12398 6” Wire Cup Brush (.020” crimped) 


B. Fits into chuck of any '4” Drill. Has straight chuck shank. 2000 R.P.M. maximum 
safe speed. 


Cat. No. 39014 3” Wire Cup Brush. 


CARBON REMOVING BRUSHES 


Made of tempered steel wire; used with 14” Drills to remove rust and scale from 
metals. Leaves a burnished surface. 

Cat. No. 21416 Heavy-duty solid wire-filled brush (A). 

Cat. No. 21417 Side-flare brush for close corner work (B). 

Cat. No. 21418 Small cleaning brush. 

Cat. No. 21419 Hollow core, flare-pottom brush (C). 


hole. Extra adapters available in sizes below. Same 
adapters fit 1, 2 or 3 section Brushes. 


- = Whirlwind@® Brushes are equipped with below may be substituted if specified on 

: Cat. No. Hole Size || Cat. No. | Hole =e | washer-type adapters. Each Brush in- order. Extra adapters may also be 
i4eet Yn pte: fu | cludes two adapters of size shown in ordered, in desired sizes. 

l = : table at left. Other sizes shown in tables 


| FOR 6” BRUSHES: Built-in arbor hole plates have 1” ARBOR HOLE ADAPTERS 


FOR 7", 8", 10” and 12” BRUSHES; Built-in arbor hole 

plates have 2” hole. Extra adapters available in sizes 

sewn below. Same adapters fit 1, 2, 3 or 4 section 
rushes. 


Hole Size || Cat. No. | Hole Size 


54" 14073 14%" 
4" 14074 14" 
ee 14077 1%" | 


.014” WIRE DIAM. (30 GAGE) .0118” WIRE DIAM. (33 GAGE) 
(for rough general purpose cleaning) (for high-speed buffing operations) 
Brush|S ee B deel Pate 
rus ee ec- rus) pee ec- ole 
Hub | Face/f Dia. | RPM (tions | Hub | FacelA Dia. | RPM {tions Face|Adapter 
39009 1 | %Ae"| 9%" 27000 1 | %e"| %" 39008 1 |%e"l %" 
23201 2 Pie" | %"| %" 927001} 4” 2 by%e"| "| Ye" 923209] 4” 2 pye"l w") ww" 
21397 3 1” | 114" 27002 3 1” } 144" 23210 3 1"} 114" 
39011 1 [%Aer] 34" 27003 1 | %e6") 34" 39010 1 | %c"] 34" 
39012 | | 3750 2 be lu | 27004 - 6t [3750 2 jhe! 1" 23212 er 3750} 2 Ace) nl ype 
21401 3 1” | 134" 27005 3 1” | 134" : 23213 3 1"| 134" 
23204 1 | %e"] 34" 27009 1 | %e"| %" 23217 1 |%e"| Ze" 
21411 3 1” | 136" 27011 3 1" | 145" 23219 3 1" | 144" 
23206 ool 3 [Ae] 12H sge PezZO2z] 10" ]igoo | 4 bes" [17a } 
21405 3600) 5 te Tee) 27013 1800 
See Oe ne eee 
21409] 12” | 1800) 4 1136” | 234") 144"_| 


Use Cat. Nos. 39008 and 39009 4” Wire Wheel Brushes above with 14" Drills and Wheel Arbors on preceding page. 


.005” WIRE DIAM. (47 GAGE) 
(for fine finishing and burnishing) 


Black e Decker ° scrEworRIveRs 


SAVE YOU TIME AND MONEY 


Give uniform tightness on all fastening operations. Check the following points that make it smart for you to own a B&D 


Screwdriver. 


SPEED—Time means money in assembly work, repair, installation and ‘knock-down’ operations. B&D Screwdrivers 


accomplish these faster—enabling operator to turn out more actual work per hour. 


LESS FATIGUE—With comfortable balanced control, light weight, and greater ease of operation, B&D Screwdrivers make 


work easier on the operator—take the hard work out of screwdriving. 


UNIFORMITY—Modern assembly methods demand uniformity of product in strength and tightness as well as design. 


B&D Screwdrivers provide this strong, uniform tightness for all types of screws. 


LESS ‘DOWN TIME'—In addition to regular continuous-production work, B&D Screwdrivers facilitate repair and instal- 


lation work on all types of assembly line machinery. 


1 


FEATURES 


1. Quick-change Bit Chuck for changing bits rapidly. 


2. Generated Tooth Clutch—patented and perfected by B&D 


—gives longer, trouble-free service. 


3. Clutch adjustment nut for changing driving torque on bit. 
4. Sturdy spring provides clutch tension. Easy adjustment is 


made externally. 


5. Driving clutch permits spindle to idle to engage fastener. 


6. Double row ball-bearing on spindle. 


7. Completely ball-bearing equipped—grease-sealed _ball- 


bearings on armature shaft. 
8. Heavy-duty heat-treated gears for long-wearing quality. 
9. Full-size centrifugal fan for more efficient ventilation. 


10. Full-powered cool-running B&D Motor—designed especially 


for power driving. 


11. Sturdy Pistol-Grip handle. Shaped for most comfortable 


balance and control. 
12. Heavy-duty, 2-pole ‘‘Instant-Release” Trigger Switch. 
13. Switch locking pin for continuous operation. 


THERE'S A B&D SCREWDRIVER CLUTCH 


TO MEET EVERY SCREWDRIVING REQUIREMENT— 


1. Positive clutch is used where its desired that the opera- 
tor control the torque of the screwdriver—the screw- 
driver will continue to drive as long as he pushes 


against the screw’s head. 


. Adjustable clutch is used where its desired that the 
torque or driving power of the screwdriver be controlled 
by a mechanical adjustment. Screwdriver will cease 
driving as soon as a pre-set tightness has been reached 
—regardiless of operator's bearing against screw head 


with the screwdriver. 


. Drywall Screwdrivers are used where depth control of 
the screw is desired so that material surfaces will not 
be marred or, as in the case with the installation dry- 
wall board, screws can be driven to an exact pre-set 


depth below the surface of the drywall. 


SEE PAGES 48-52 FOR SCREWDRIVERS AND ACCESSORIES 


NO. 12 ADJUSTABLE 
CLUTCH SCRUGUN® 
SCREWDRIVER 


DRYWALL AND LATHING SCREWDRIVERS 


The Drywall and Lathing 
Screwdrivers, p. 50, 
quickly and firmly attach 
wallboard and lathing to 
metal or.wood studs by 
usingself-drillingscrews. 
Each screw can be 
driven to an exact pre- 
set depth. Damaged sur- 
faces, marred screw 
heads, broken bits and 
stripped threads are 
eliminated. 


48 QUALITY POWER TOOLS 


Adjustable Clutch Models 
Cat. No. 578 (paddle switch) 


® Compact, lightweight. Perfect for 
driving up to No. 8 screws on assem- 
bly-line work. 

® Clutch is controlled by two springs 
which permit automatically driving 
varying sized screws to a uniform 
degree of tightness. 


NO, 578 
NO. 10 CENTER-DRIVE SCRUG 
Positive Clutch Models 

Cat. No. 404 (paddle switch) 


In Positive Clutch SCRUGUN® Screw- 
drivers, the spindle idles to permit 
engaging the fastener. Operating pres- 
sure closes the clutch and the tool keeps 
driving untilthe resistance ofthe fastener 


overcomes hand _ pressure—operator 


NO. 404 
Adjustable Clutch Models 


Cat. No. 381 (paddle switch) 


Adjustable Clutch SCRUGUN® Screw- 
drivers are the same as Positive Clutch 
models listed above except for the addi- 
tion of a secondary clutch. On jobs where 
uniform tightness of fasteners is desir- 
able (to meet specifications or prevent 
damage by driving fasteners too tight), 
the secondary clutch will disengage 


i 


NO. 381 


POWER TOOLS 


NO. 8 CENTER-DRIVE SCRUGUN® SCREWDRIVERS 


Cat. No. 580 (paddle switch and reversing switch) 


® Switches: Paddle switch is best suited 
to operations where tool is frequently 
turned ‘ON’ and ‘OFF’ for short inter- 
vals of time. Toggle switch is conven- 
ient for continuous operations. 

® Duty Rating: continuous heavy-duty. 


@ Bearings: 4 bail, 1 ball thrust. 


UN® SCREWDRIVERS 


Cat. No. 607 (paddle switch and reversing switch) 


controls tightness by amount of pressure 
applied. This arrangement is ideal for 
portable ‘free-hand’ driving. Switches: 
same as No. 8 above. Duty Rating: 
continuous heavy-duty. Bearings: 9 ball, 
1 ball-thrust. 


Cat. No. 609 (paddle switch and reversing switch) 


when the resistance of the fastener 
overcomes its pre-set spring load. Thus, 
automatically, each fastener is driven 
to a pre-determined, uniform tightness 
regardlessofpressureapplied. Switches: 
same as No. 8 above. Duty Rating: 
continuous heavy-duty. Bearings: 9 ball, 
1 ball-thrust. 


Positive Clutch models of No. 10 Center-Drive SCRUGUN® Screwdrivers can be 
adapted to the B&D Micro-Clutch Attachment which permits driving screws to an 
accurate, pre-determined depth. See page 49. 


For conversion of any of the models above to a Bonnet Grip Model or to convert a 
No. 10 Center-Drive SCRUGUN® Screwdriver to a Right Angle Head model, please 
see your local B&D Factory Service Branch. 


COMPARATIVE SPECIFICATIONS 


Standard Equipment: No. 13207 Bit with protector, centering and spring sleeves; suspension bail (with No, 8 Screwdrivers). 
Standard Voltages (‘universal’ motor): 115V AC/DC (220V, 125V and 240V on Special Order. Please write for delivery information). Specify 


voltage. 
No. 8 Center-Drive SCRUGUN ® Screwdrivers 
= = = = = = = r 
[ Capacity _ —_| No- Rating Length | Net Ship. 
Cat. Rev. Paddle Wood Self-tapping Machine Screws load at (incl. wt. wt. 
___ Clutch — Wee No. | Sw. Switch — Screws Screws uts RPM | 115V bit) Ibs. Ibs. 
Adjustable 578 _ Yes ‘| #8 x %" No. 8 No. 8 = 3000 1.5 | 11%"_| 2% 5 
Adjustable — 580 Yes Yes #8 x 4" [ No. 8 | No. 8 3000 It 1.5 11%" | 2% | 5 
_ No. 10 Center-Drive SCRUGUN® Screwdrivers 
_ Positive 40a | — | Yes | #10x2 No. 12 No. 12 [750 [ 18 12" 4% 7 
Positive 607 Yes It Yes | #10x2 | No. 12 No. 12 | 750 1.8 12" 4%, = 7 
Adjustable 381 _ Yes #10 x 2 No. 12 No. 12 | 750 1.8 1344" 5 | 7 
Adjustable | 609 | Yes Yes #10x2 | No. 12 No. 12 a4 1.8 13%" | 5 7 
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POWER TOOLS 


NO. 10 PISTOL GRIP SCRUGUN® SCREWDRIVERS 


® Offered in Positive Clutch models for 
jobs where operator controls fastener 
tightness by amount of pressure 
applied and in Adjustable Clutch 
models for driving fasteners to a pre- 
determined tightness. 


@ Nos. 630 and 631 equipped with a 
reversing switch, eorvenienty located 
on the top, for fast disassembly work. 


® Quick-change Bit Chuck permits rapid 
bit changes. 


® Heavy-Duty generated tooth clutch 


COMPARATIVE SPECIFICATIONS 


gives longer, trouble-free service. 


® Clutch adjustment nut for easy chang- 
ing of driving torque on bit. 


® Positive driving clutch permits spindle 
to idle—to engage faster. 


® Duty Rating: continuous heavy-duty. 


@ Bearings: 1 ball, 2 caged roller, 3 
needle. 


© Switches: single pole trigger; reversing 
switch on Nos. 630 and 631. 


SEE B&D SERVICE BRANCH FOR 
CONVERSION OF THE ABOVE TOOLS 
TO RIGHT ANGLE HEAD MODELS. 


MICRO CLUTCH ASSEMBLY Cat. No. 46689 


Micro Clutch Assembly fits Positive 
Clutch Models of No. 10 Pistol Grip 
Scrugun (above), No. 12 Pistol Group 
Scrugun (p. 50) and on No. 10 Center- 
Drive Scrugun (p. 48). Also can be 
adapted to No. 12 Adjustable and No. 10 
Center-Drive Adjustable Clutch Scrugun 
by any B&D Service Branch. Permits 


driving any size screw, from the smallest 
to maximum capacity of Scrugun and to 
an exact pre-determined depth. Adjust- 
ments to .001" can be made with built-in 
micrometer. Eliminates marred screw 
heads, stripped threads and marred 
surfaces when properly adjusted. Saves 
on operator time and effort. 


NO, 46689 


V4” TAPGUN® TAPPERS 


Cat. No. 586-1 (3-Jawed Chuck) 


@ 3-Jawed Chuck on No. 586-1 Tapper 
permits the most rapid insertion and 
removal of Tapping Bit. Chuck jaws 
are tightened by turning key in all 3 
holes in chuck body. 


® Lightweight, easy to handle. 


Cat. No. 586 (Tap Chuck) 


@ |mproved motor over-load capacity. 


® Automatic reversing mechanism backs 
tap out of threaded hole at high speed 
when operator pulls backward—no 
reversing switch needed. 


Standard Equi mane (one, No. 586) Jacobs Tap Chuck with two collets (0" to 4” 
and 4"to .3 5 
side handle. 


Standard Voltages (universal motor): 115v or 220v AC/DC (others Pp 1). Specify 


, (Cat. 


voltage. Note: 


" Tapgun@® Tapper fits No. 22148 Bench Stand (p. 15 


0. 586-1) No. 23519 6" Tapered Chuck and Key; detachable 


NO. 586-1 


SEE B&D SERVICE BRANCH FOR 
CONVERSION OF THE ABOVE TOOLS 
TO RIGHT ANGLE HEAD MODELS. 


NO, 740-2 


a a 


50 QUALITY POWER TOOLS 


POWER TOOLS 


NO. 12 PISTOL GRIP SCRUGUN® SCREWDRIVERS 


® Constructed for longer life, heavier 
duty use than the No. 10 but has all 
of the features listed for the No. 10 0n 
preceding page. 


clutch model especially designed for 
heavy-duty driving of wood screws. 


® Duty Rating: continuous heavy-duty. 
® Bearings: (Nos. 402 and 253} 8 ball, 


2 needle; (Nos. 350 and 573) 9 ball, 
1 needle. 


® Offered in Positive Clutch models for 
jobs where operator controls fastener 
tightness by amount of pressure 
applied, in Adjustable Clutch models 
for driving fasteners to a pre-deter- 


® Switches: single pole trigger; reversing 
mined tightness and in 3-Jaw 25° 


switch on Nos. 572, 572-25 and 573. 


COMPARATIVE SPECIFICATIONS 


Standard Equipment: No. 15475 Bit with protector; centering and spring sleeves. 


oeandans Voltages (universal motor): 115V or 220V AC/DC (others p. 1) Specify 
voltage. 


Capacity | 
Self- Ma- | 115V 
tap- chine | No- | Rat- | Lgth, | Net| Ship. 
Wood ping | Screws| load | ing | (incl. | wt. | wt. 
1 | Screws | Screws| & Nuts | RPM | Amp.| bit) |Ibs.| Ibs. 
Positive|402__ | — [#12 x 2"|%"dia.| 4" dia. | 600] 3.0 | 9" [3% |5 
Positive | 402-10 | — | #12 x 2”| 4" dia.| 4” dia. [1000 | 3.0 [ 9” |3%|5 
Positive | 402-17 | — | #12 x 2”| 4" dia.| %4" dia.|1700| 3.0 | 9" [3%|5 
Positive | 402-251, — |#12x 2"|%4"dia.| %"dia.| 600| 3.0 | 9” [3%|5 
Positive|572 | Yes | #12x 2"| %"dia.| %"dia.| 600| 3.0 | 9” [3% |5 
‘Positive | 572-10 | Yes | #12 x 2”| 14" dia.| A" dia.|1000| 3.0 | 9” |[3%/5 
Positive | 572-17 | Yes | #12 x 2”| 4" dia.| 4" dia.|1700| 3.0 | 9” [3% [5 
Positive | 572-257] Yes | #12 x 2”| 4" dia.| 4" dia.| 600| 3.0 | 9" |3%[5 
Adjust. [350 | — | #12x2"|%"dia.| %4"dia.| 600| 3.0 |10%"|4 [5% 
Adjust. [350-10 | — | #12x 2”|%4"dia.| 4" dia.|1000| 3.0 |10%"|4 | 5% _ 
Adjust, | 350-17 | — | #12 x 2"| 34" dia.| 4" dia. |1700 | 3.0 | 10%"| 4 [5%_ 
Adjust. [573 _|_Yes| #12 x 2”| 4" dia.| ws" dia.| 600] 3.0 | 10%"| 4 | 5% _ 
Adjust. [573-10 | Yes| #12 x 2"| 14" dia.| %4" dia. | 1000 3.0 | 10%"| 4 [5% 
Adjust. | 573-17 | Yes | #12 x 2”| 34" dia.| 34” dia.|1700| 3.0 | 10%"| 4 [5% 


+3-Jaw. 25° Clutch model is especially designed for heavy-duty, non-ratcheting driving 
of wood screws. 


SEE MICRO-CIUTCH ASSEMBLY LISTED ON PAGE 49 


Drives screws to exact pre-determined depth. Eliminates marred screw heads and 
marred surfaces. 


H. D. DRYWALL SCREWDRIVER Cat. No. 740-2 


® Used for mounting wallboard quickly @ Automatically prevents marred screw 
and profitably. Use with 1” and 1%” heads, damaged wallboard surfaces, 
} Steel Studding Screws, 114" Wood broken bits, or stripped threads. 
Studding Screws and Acoustical Tile ‘ 
Screws. e ieee’ sheen u poder gl 
; i i ciently holds Bit Tips that fit No. 
® imnew aise installation Phillips Head mounting screws. 
® Collar of Screw Depth Locator adjusts 
so that each mounting screw is driven 
to an exact pre-set depth below the 
wallboard surface. 


Cat. No. 740-1 Sameas.No. 740 except has 25’ cable. Ship wt. 6% Ibs. 
Cat. No. 740 Same as No. 740-2 except has 1700 RPM. 


® Can also be used for mounting acousti- 
cal tile and other wallboard materials 
where a pre-set mounting-screw depth 
is wanted. 


Standard Equipment: No. 12 Positive Clutch Scrugun® Screwdriver e nipped with 
No. 46836 screw depth locator; No. 52059 magnetic bit tip holder; No. 52058 bit tip 
for No. 2 phillips head screws; reversing switch, 


staheerd Voltages (universal motor): 115v or 220v AC/DC (others p. 1). Specify 
voltage. 


No-load Duty | Rated | Net Ship. 
Speed Rating Lgth. atl15V | Wt. Wt. 


2500 RPM|8 ball, 2 needle | continuous | 11%” | 3 amps. | 4 Ibs. 5% \bs. 
heavy duty | 
—— 


REPLACEMENT PARTS FOR NO. 740 SCREWDRIVERS 
Cat. No. 52059 Magnetic Bit Tip Holder. 
Cat. No. 52058 Bit Tip (for No. 2 Phillips Head Screws).* 


Bearings 


LUBRICANT 
For Screwdrivers, Tappers, Drills, Sanders, Port. Grinders and Shears. 


No. 23638 1 |b. Can Std. Gear Grease. 
No. 32907 5 1b. Can Std. Gear Grease. 


ys 


POWER TOOLS 


NO. 14 & NO. 18 SCREWDRIVERS 


An easy-handling, power Driver for the operator controls fastener tightness by 
production assembly of all types of amount of pressure applied; Adjustable 
threaded fasteners. Wherever these Clutch units can be set for uniform 
Drivers have been introduced to replace fastener tightness and Right Angle 
hand assembly operations large time Heads are available for hard-to-reach 
and cost savings have invariably re- and special assembly work. 

sulted. All units can be supplied with a reversing 
All Drivers are equipped with a clutch switch for ‘‘backing out’’ and dis- 
which provides a ‘‘dead” spindle for assembling. All are equipped with ball- 
‘finding’ the slot or fastener head. bearings and lubricant impregnated 
Positive Clutch units are for jobs where bearings. 


Positive Clutch and Adjustable Clutch Models 


Available with Positive or Adjustable Clutches, with or without reversing switches as 
shown below. 


Cat. Type Reversing Overall Ship. 
No. Clutch Switch Length i Weight 
No.4 Screw Drives) 


Positive — 
Positive Yes 
Adjustable Yes 


9 Ibs. 
8% lbs. 
11% Ibs. 


Positive Yes 144" 9 Ibs. 1 4 VY Ibs. 


Adjustable Yes 17%" 10% Ibs. 5 Ibs. 
SS SSS Se No. 14 Screw Drivers No. 18 Screw Drivers 


NOS. 14 & 18 


POSITIVE CLUTCH 
SCREWDRIVERS 


Sapecyy: 
ood Screws up to No. 14x 214" up to No. 18 x 344" NOS. 14 & 18 
Self-Tap. Screws up to 545" diam. up to %" diam. : 
ne sores up to 44" x 2" up to 6" x 3” | ADJUSTABLE CLUTCH 

achine Screws | VERS 

and Nuts up to ¥%" diam. up to 4" diam. SOREWDR! 
No-load Speed 500 R.P.M. 
Standard Equipment Quick Change Chuck with 7A.” hex. socket. 

Nos. 5330 and 5344 Nos. 5343 and 5329 
Bits with Finders Bits with Finders 
Standard Voltages 115 Volts AC/DC (220, 125 or 240 on special order) 
Rated at 115v 3.3 amps. 
RIGHT-ANGLE HEADS 
See B&D Service Branch for conversion to Right Angle Heads. 
NO. 157 

Right Angle Heads are available for Screw Drivers on pp. 48-51. 
FOR NO. 10 and NO. 12 SCRUGUNS® SCREW DRIVERS (after modification). 

Head No. 105—4" sq. shank fits 4” drive opening in Sockets, on p. 52. 

Head No. 157—4" chuck takes Bits and Finders on page 52. '‘Dead spindle" 

clutch permits a stationary bit while engaging the screw slot. 

NOS, 300, 
303, 305 


FOR NO. 14 AND NO. 18 SCREW DRIVERS (after modification). 
Head No. 300—'” square shank fits Sockets. 
Head No. 303—%" square shank fits Sockets. 


Head No. 305—!" square shank fits Sockets. ‘Dead spindle" clutch permits station- 
ary spindle while engaging fastener. 


Head No. 301—Has 1%" hex. socket for direct tightening of nuts, bolts and cap 
screws. Clearance hole for bolt shank in tightening nuts is 4%” dia. x %" deep. 


Head. No. 350—7j.¢" hex. chuck takes Bits and Finders on p. 52. 


BALANCE REELS 


Cat. No. 38741 Cable (non-electric) 
Cat. No. 38848 Electric Cord 


@ Use over work benches or along ® Has adjustable spring-loaded cable 
assembly lines for counterbalancing take-up. 
portable tools or fixtures. 


: ® Rotates 360° in either direction; can 
e Biminates twisting and tangling of slide on track. 
cords, 


—— Wires | Cable Amps. | Volts 
per Wire Rat- Rat- 
Dis. Cable” Gage =_ — 


Cat. No. 38848 has a Twist Lock Plug and Connector. 
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SCREWDRIVER BITS, FINDERS, BIT TIPS, HOLDERS 


KEY: Slotted Head Screw Abbrev. 
F-Flator Oval B-Binding 
R-Round P-Pan 

L-Fillister T-Truss 


For use with these 
Screw Types and 
Sizes (see key at) 


STANDARD BITS iy: Bee eee | 


(4" hex. shanks) 


(= ——: 
—— alae 


STANDARD BIT DESIGNATED 
WITH MIN THE TABLE [717 O°) FV RV GL. eee 


STRAIGHT BORE FINDERS 


Fit Nos. 8, 10, 12 Scrugun® 
Screwdrivers 


LOT; 12B; FP, Ree" eax 
er B, F, ER REI2T. ees 


STANDARD BITS (?4" hex. shanks) 


& TAPER BORE FINDERS 
Fit Nos. 8, 10, 12 Scrugun 


Ea 
BIT & FINDER ASSY. BIT 


ood; Nos 


-4 


STANDARD BITS : Nee 


CL 


Vgc hex -Shanks). Fit Nos. 14 and 
8 Screwdrivers 


Bate Wood; 6" Sht. 
Obie crainarwe(osereisiersoarere aaa 
5/6” Mach. (except Fil.); 

No. 20 Wood 4" Fil... 
No. 24 Wood; 3%” Mach... 
OXCEDE Fil \isvasansesescue 


No. 1 Phillips Head........ 
No, 2 Phillips Head........ 


BIT AND FINDER ASSEMBLY 


BIT TIPS—Fit Nos. 8, 10, 12 
| Scrugun® Screwdrivers. 
) Qty. Prices on pkg. of 5, all 

one size. 

MAGNETIC BIT 


— —— | No, 3 Phillips Head........ 
TIP HOLDER. Cat. No. 52059 


Reed:and Prince.,....esese» 


MAGNETIC DRILL- 
SCREW CHUCK Cat. No. 49278 Peeet eA Cl ste Soca, cheictanrorarciaruatattiaicce 
For self-drilling screws with 14" 
hex. heads. 


NON-MAGNETIC 


=== BIT TIP HOLDER HOARD annncinicicmicnunsipeein 
NO 


» 49280 


*Use #52058 with D dry 
{This Bit and Finder are used in combination on Micro-Clutch Scru 


SCREWDRIVER BITS FOR PHILLIPS HEAD SCREWS 


to bit end. 


AE Re Unit Used With 


17922 |54595| Scrugun@® Screwdrivers |No.1 Ca" hex. shank, 14%" long 
18938 54593 |Nos. 14 and 18 Screw Driver |No. 1 (7A6" hex. shank, 24%" long 
No. 2 (44" hex. shank, 1144" long 
No. 2 4" hex. shank, 2%" long 
0.2 (7/46" hex. shank, 244" long 
0.3 (4" hex. shank, 144" long 
0.3 (7A6"” hex. shank, 2A" long 
0. 4 (7A6" hex. shank, 244" long 


Scrugun® Screwdrivers 

Scrugun® Screwdrivers 
18 Screw Driver 

Scrugun@® Screwdrivers 
Nos. 14 and 18 Screw Driver 
17926 | 54597 |Nos. 14 and 18 Screw Driver 


@ For standard (soft) screws. i" 
4 For sheet metal and self-tapping screws; impacting use, 


es ~___[ Old (1936) |*"New960)| | 
CS Length shown in “Slot Size” column is from chuck ee ee 
SS a ee 
18878 |_| 1 0] ae 


Hex Drive Bits with 746” Hex. Shanks for Nos. 14 & 18 Screwdrivers 


FOR 72” SCRU-DRILL® 


Cat. No. 46098 Bit and Finder for 
No. 5 to No. 9 Slotted Head 
Screw. Buy in quantity lots and 
save. 


ADAPTORS 


Cat. No. 22803 44" Male, 14” 
Female. Use to adapt larger size 
sockets to smailer size shanks. 
“Male"’ is drive-square to fit 
opening of socket: ‘‘Female’’ is 
drive opening to fit drive-square 
of shank. 


SOCKET 
WRENCHES 


For Scrugun Screwdrivers—use 
4" drive-opening Sockets with 
\%" size shanks, below. For Screw- 
drivers—use 4” or ¥2" drive-open- 
ing Sockets with “A.5" size shanks, 
below. 


1 


VAG 
Vi, 


A. All Scrugun crewdrivers 

B. Nos. 14 & 18 Screwdrivers 
No. 624-1 Imp. Wrench 

C. No, 625-1 Imp. Wrench 


BIT EXTENSION 


Screw Driver Bit Exten- 
sion to fit chuck sockets 
to take standard bits and 
socket wrenches, _ 
Cat. No. 22539, Bit Ex- 
tension, 6” long, %4" 
shank, 


SPECIAL HEX DRIVE BITS 


EE —— | 


For use with Socket Head Cap 
Screws. Bits are adaptable to all 
Drivers from No. 8 Scrugun® 
Screwdrivers to No. 18 Screw- 
drivers. 


*New Sock. Hd. Cap Screws with larger hd. dia. & sock, size. 


~ 


POWER TOOLS 


V2” SQ. DR. H.D. IMPACT WRENCH 


Cat. No. 624 1%" square-drive, 2” bolt capacity 


® Has longer life and fewer maintenance 
costs than any other make electric 
impact wrench on the market! 


® Special B&D Impactor drives high- 
chrome nickel-steel anvil with full- 
impact force. 


® Impacting efficiency is maintained 
indefinitely, regardless of length of 
service. 


® Anvil is equipped with sealed roller 
bearing for long life. 


® Coolest running impact wrench on the 
market! 


® B&D-built motor has patented arma- 
ture construction and spiral leads 
designed to absorb vibration and give 
longer, trouble-free service. 


® Ball-bearings on armature and plan- 
etary gear carriage. 


® Duty Rating: heavy-duty continuous 
use, 


® Bearings: 3 ball, 1 roller. 


® Switches: built-in reversing switch 
ring; H.D. double-pole trigger switch. 


¥4” SQ. DR. H.D. IMPACT WRENCH 


Cat. No. 625 %" square drive, %” bolt capacity 


® Heavier construction throughout to 
handle the driving or removal of larger 
bolts, nuts and screws. 


® Work is performed quickly and easily 
on the toughest jobs. 


®@ Has all of the outstanding features 


listed for the No. 624 above (except a 
different type anvil). 


® Duty-Rating: heavy-duty continuous 
use. 


® Bearings: 3 ball, 2 needle, 1 roller. 


® Switches: built-in reversing switch 
ring; H.D. double-pole trigger switch. 


The following table may be used for general information and guidance as to capacty 


of the No. 625 Wrench: 


Type of Steel (S.A.E. Standard) 


Grade 1 Commercial Steel 
Grade 2 Low-Carbon Steel 


Grade 3 Medium Carbon, Cold Steel 


Bolts & Nuts* Lag Screws* 
1” up 
%"-1" up %" up 
13/ 6"-15/ 6! 


Grade 5 Medium pated Quenched and 4"-7" 


Tempered Stee 


Grade 9 Medium Carbon, Quenched and 


1A g"-13/4.6" 


Tempered, High Strength Steel 


*Shank diameter. 


DELUXE 2” SQ. DR. H.D. IMPACT WRENCH KIT 


Cat. No. 612 %%" square drive, 44" bolt capacity 


® Sturdy steel kit box protects tool and 
provides safe mobility for the wrench 
and accessories. 

® Contains the powerful No. 624 H.D. 
Impact Wrench for driving or removing 
nuts, bolts, cap screws, or lag screws 
with minimum effort. : 

@ See above for specifications of the 
No. 624 Wrench. 


® Standard Equipment: Cat. No. 624 
Impact Wrench; 6 hex sockets (}4", 
He, Ze", Ae", 4", he"); No. 50487 
Right Angle Head; No. 45429 3-jawed 
chuck; No. 39350 two rubber pro- 
tector rings; and sturdy steel carrying 
case with hinged lid. 


® Weights: net 23% Ibs; ship. 24% Ibs. 


V2” SQ. DR. H.D. IMPACT WRENCH KIT 
Cat. No. 613 1%" square, drive 14” bolt capacity 


Has same features and specifications as those listed for No. 612 Kit above except 
without 3-jawed chuck and Right Angle Head. Kit Weight: net 17% Ibs., ship. 18% Ibs. 


COMPARATIVE SPECIFICATIONS 


SCREWDRIVER BITS, 
IMPACT WRENCHES 


Standard Equipment: (for No. 624) two No. 39350 rubber protector rings, (for No. 625) two No. 39352 rubber protector rings. 
Standard Voltages (universal motor): 115V or 220V AC/DC (others p.1). Specify voltage. 


53 


Bolt No- Impacts Rated Length Side 
Cat. Square capac- load per at to to 
No, rive ity RPM min. 115V shoulder center 
624 yy," res! 1800 1800 4 amps. 107%" 14" 
625 3," a" / 1700 1600 6.5 amps. 13%" 1%" 


54 QUALITY POWER TOOLS 


® Bores deep 7A.5" to 1146" diam. holes 
in wood without operator torque 
reaction. Reversing switch permits 
easy, safe bit removal from work. 


® Tightens or removes construction-type 
bolts and lag screws (up to No. 24) 
with time-saving speed. 


® Has all of the features listed for No. 
624 Wrench, page 53. 


NO. 624-1 


® Perfect for installing utility pole hard- 
ware, attaching guy wire clamps, 
pole steps, etc. 


® Has almost 3 times the output of the 
No. 624-1 listed above. 


® Works twice as fast as the No. 624-1 
in equivalent size ranges. 


@ Has all of the general features of the 
No. 624-1. 


a NG 
PS ay = \ 
Drill through pole quickly, safely. No torque 
reaction. Reversing switch permits easy 
auger removal. Fastens hardware with 
same wrench. 


Guy wire clamp nuts are attached or re- 
moved in seconds. Used pole hardware 
removed in a jiffy. 


REPLACEMENT PARTS 


_ 


POWER TOOLS 


NO. 624-1 H.D. IMPACT WRENCH 
WITH 7/16” QUICK-CHANGE CHUCK Cat. No. 624-1 


® Also for general construction marine 


installations, boat building, truck bod 
and house trailer building, prefa 
building erection, etc. 


® Positive spring-locking quick-change 


hex chuck makes sockets safe to 
use—can't fall off. 


® Duty Rating: heavy-duty continuous 


use. 
Bearings: 3 ball, 1 roller. 
Switches: built-in reversing switch 


ring; H.D. double pole trigger switch. 


NO. 625-1 H.D. IMPACT WRENCH 
WITH 5” QUICK-CHANGE CHUCK Cat. No. 625-1 


® Duty Rating: heavy-duty continuous 
use, 


® Bearings: 3 ball, 2 needle, 1 roller. 


® Switches: built-in reversing switch 
ring; H.D. double-pole trigger switch. 


Boat building takes a much shorter time 
with the No. 624-1 Wrench... fastens up 
to No. 24 screws and large marine bolts in 
seconds. 


Cat. No. 22794 Repl. 7A." hex to %" sq. Shank Adaptor (for No. 624-1). 
Cat. No. 51611 Repl. %” hex to ¥%” sq. Shank Adaptor (for No. 625-1). 


COMPARATIVE SPECIFICATIONS 


Standard FguipoenG (for No. 624-1) 7/45" hex to %" sq. adaptor; two No. 39350 rubber protector rings; eye bolt; 15 ft. of 3-wire cable; (for 


No. 625-1) %”" hex to 9%" sq. adaptor; two No. 39352 rubber protector rings; 15 ft. of 3-wire cable. 
Standard Voltages (universal motor): 115V or 220V AC/DC (others p.1). Specify voltage. 


ar 4 : a 
uick- / 
Change No- Impacts Rated Side Net Ship. 
Cat. Hex load per at Length to wt. wt. 
No. chuck RPM min. 115V center Ibs. Ibs. 
624-1 | 7/6" female 1800 | 1800 4 amps. 124%" 1%" 7% 10% 
625-1 5" female 1700 1600 6.5 amps. 14%" | 14" 13% 14% 


POWER TOOLS 


12 VOLT H.D. IMPACT WRENCH WITH 
7/16” QUICK-CHANGE CHUCK Cat. No. 624-5 


@ Wrench comes with a plug-type con- 
nector which fits light-weight Cat. No. 
54700 B&D portable 12-Volt Wet Cell 
Battery with Carrying Case. 


® Bores deep 7/6" to 146" holes in wood 
without operator torque reaction. 
Reversing switch permits easy, safe 
bit removal from work. 

® Tightens or removes construction-type 


bolts and lag screws with time-saving 
speed. 


@ Easily drives extra large screws (up to 
No. 24) in the toughest wood. Cuts 
labor costs. 


® Positive spring-locking quick-change 
hex chuck makes sockets safe to use 
on poles—can't fall off. 


®@ Perfect for use in any location where 
electrical outlets are not available or 
where cumbersome electric genera- 
tors are not wanted. 


Makes no difference whether you're fastening guy wire clamps, drilling holes u 
on a pole or building a boat, now you can take this versatile &D Impact Wrenc 


with you ... to do the job easier, faster. 


Standard Equipment: 7A." hex to %" sq. Adaptor; reversing switch; 2 No. 39350 
Rubber Protector Rings; eye bolt; 25 ft. of 2-wire #10 cable with plug. 


Standard Voltage: 12 Volt D.C. only. 


Cat. No. 22794 Repl. 7A.” hex. to 42" sq. shank Adaptor. 


12 VOLT 2” SQ. DR. H.D. IMPACT WRENCH Cat. No. 624-4 


Y," square drive, 2" bolt capacity 


@® Wrench comes with a plug-type con- 
nector which fits lightweight Cat. No. 
54700 B&D portable 12-volt Wet Cell 
Battery with Carrying Case. 


@ Wrench has longer life and fewer 
maintenance costs than any electric 


wrench on the market. Impacting 
efficiency is maintained indefinitely, 
regardless of service. 


® Anvil is equipped with sealed roller- 
bearing; ball-bearing used on arma- 
ture and planetary gear carriage. 


Standard ponlpe reversing switch; 2 No. 39350 Rubber Protector Rings; 2 hex 


sockets (No. 2 
Standard Voltage: 12 Volt D.C. only. 


778 3," and No. 22780 1346"); 15’ of 2-wire #10 cable with plug. 


IMPACT WRENCH ACCESSORIES 


A 3-Jawed Chuck—takes '4" = 4" dia. shanks. (for Nos. 624 & 624-4 Impact 


Wrenches). Cat. No. 4542 


B Adaptors—to change size of drive square: from ¥" to %” (for Nos. 624 & 624-4 


Impact Wrenches). Cat. No. 38311 


From 34" to %" (for No. 625 Impact Wrench). Cat. No. 38316 


C Screw Driver Bit Chuck—takes 746” Screw Driver Bits, Shanks, and Sockets. 
(for Nos. 624 & 624-4 Impact Wrenches). Cat. No. 33345 


D 2 Rubber Protector Rings—(for Nos. 624, 624-1, 624-4 & 624-5 Impact Wrenches). 


Cat. No. 39350 


(for Nos. 625 & 625-1 Impact Wrenches). Cat. No. 39352 
E Right Angle Head—Cat. No. 50487 (fits 42" Sq. Dr.) 
F Shae 9 A No. 22794 Repl. 7A." hex. to %" sq. shank Adaptor for Nos. 624-1 


Elect. Imp. Wrench 


ches. 
Cat. No. 51611 Repl. 54” hex. to ¥" sq. shank Adaptor for No. 625-1 Elect. Imp. 


Wrench. 


IMPACT WRENCH LUBRICANTS 
Cat. No. 38276 134 lb. Can Impact Wrench Grease. 


NO, 624-4 


Cat. No. 54700 Includes 
Cat. No. 54701 12 Volt Wet 
Cell Battery and Cat. No. 
54702 Battery Carrying 
Case. Battery in case 
accommodates plug on 
No. 624-4 and_No. 624-5 
Wrenches or 3’ and 10’ 
Cable Adaptors. (Cat. No. 
54876 and Cat. No. 
55076.) Carrying Case 
made of hard fiber with 
convenient strap handle 
for carrying. Plug con- 
nector fits into receptacle 
in back of case; Cable 
Adaptors are attached 
through holes in lid. Ship 
Weight: 2634 Ibs. 


Cat. No. 54701 12 Volt Wet 
Cell Battery only. Use with 
Cat. No. 54702 Carrying 
Case. Where Carrying 
Case is not used, requires 
Cat. No. 54876 or Cat. No. 
55076 Cable Adaptor with 
ape: Ship Weight: 23% 
s. 


Cat. No. 54702 Battery 
Carrying Case only. Hard 
fiber, strap handle. Bat- 
tery clamps and plug con- 
nector attach when lid is 
closed. Holds No. 54701 
Battery. Ship Weight: 3 


Ibs. 

Cat. No. 54876 3’ Cable 
Adaptor. Has _ plug-type 
connector on one end; 
squeeze-clamp_ connector 
on other end for B&D or 
any other 12-volt battery. 
Ship Weight: ¥% Ib. 

Cat. No. 55076 10’ Cable 
Adaptor. Has _ plug-type 
connector on one end; 
squeeze-clamp connector 
on other end for B&D or 
any other 12-volt battery. 
Ship Weight: 1% Ibs. 


FEATURES OF 4/ack s Decker SHEARS & NIBBLERS 


NIBBLERS SHEARS 
@ Quickly, efficiently cut many types of sheet metal up to 8 Cut sheet metal with a powerful scissors-like action—up to 30 
gage thickness. feet per minute in cold rolled steel. 
° sreavyauny construction throughout for continuous produc- Follow pattern lines perfectly, only a ligne forward pressure 
. is needed. Cuttin . 
@ Will also cut many types of corrugated metal, plastics and im Wee De Snemye else 
composition materials in sheet form. Heavy-duty construction throughout for continuous pro- 
| @ Won't bend or curl metal. Operates on punch and die prin- duction work. 
ciple. , 
@ Pattern lines can be followed on either side of the punch, | om lg Reel hener Lit Dall RERFiNER, BED Reweemey 
which is made of high-speed steel for long efficiency. 
@ Improved cooling system, heavy-duty switch. Improved cooling system, heavy-duty switch. 
Convenient eyebolt 
connection for easy Heat-treated gears 
over-head suspension ball and roller : 5 a 
bearing mounted Punching mechanism supported ry 
by double row ball-bearing p 
and heavy-duty roller bearing aa 


Heavy-duty double- 
pole trigger switch = 


| Handle formed for one- 


hand operation of tool 
Heavy-duty. 
3-wire cable 


Light weight extra we 


rugged aluminum housing 


Universal motor 
ball-bearing mounted 


Machined pad with 
mounting holes for bench 
or stand mounting 


i High Speed steel punch 


gives long life. 


Efficient cooling 
system provides 
cool-running motor 


Nylok® screws prevent loosening 


Turn down adjustment permits 
‘easy inspection of punch 


Self-contained easy- 
filling oil reservoir 


Needle valve permits 
accurate flow of oil 


f Patented automatic 
x oiler increases 
punch and die life 


Yoke bearing pro- 
vides maximum life 


4 = Katty aciustabie 2) 


nitrided stripper 


Carbide die for longer, 
more efficient cutting 


Here's a Heavy-Dut 


NO. 8 HEAVY-DUTY NIBBLER Cat. No. 691 


®@ The Nibbler operates on a punch and 
! die principle. As the tool is fed along 
| the cutting line, small rectangular 
ieces of metal are punched out 
eaving a smooth edge. The material 
on either side of the line is not bent 

or curled. 


@ Exclusive Automatic Oiler which de- 
posits proper amount of oil on work to 
increase punch and die “‘life."” 


® Carbide Die for longer, more efficient 


“ Nibbler that lowers costs by cutting 8 gage metal, quickly, 
easily, on the job! Outstanding features are: 


® Handle and trigger positioned for one- 
hand operation. Operator can reach 
out over wide-.piece of material. 


® Cool running; maximum overload 
capacity. 


® Duty Rating: heavy-duty continuous 
production use. 


® Bearings: 4 ball, 3 needle. 


DEVELOPS THE PRESSURE 


cutting. Heat-treated and nitrided 
OF A 2-TON PUNCH PRESS 


stripper. ® Switch: H.D. double-pole trigger. 


Standard Equipment: Automatic oiler; punch and carbide die; Allen wrench. 
Standard Voltages (universal motor): 115V or 220V AC/DC (others p. 1). Specify voltage. 


Capacity | Strokes per Min. CuttingRadius | 
Mild Monel or Non- No- Rated Outside Inside Net Shipping 
Steel Stainless ferrous load load Edge Edge Length Weight Weight 

Steel metals 
8 ga.* 


*7 gage mild steel, intermittent use only. 


REPLACEMENT AND ACCESSORY ITEMS 


Cat. No. 49487 Punch for No. 8 Nibbler. 
Cat. No. 46691 Punch and Carbide Die Set. 


NO. 8 NIBBLER PUNCH SHARPENER ATTACHMENT 


_ Cat. No. 50399 Quickly, accurately sharpens Punch of No. 8 Nibbler. Punch 
fits in body of tool. Step of sharpener is placed on tool rest.of a bench grinder. Suc- 
cessive passes across face of grinding wheel sharpens the punch. 


POWER TOOLS 


NO. 16 H.D. NIBBLER Cat. No. 632 
FOR CUTTING ALL TYPES OF METAL IN SHEET FORM 


Operates on punch and die principle. 
Won't bend or curl metal. Pattern lines 
can be followed on either side of the 
punch, which is made of high-speed 
steel for long efficiency. Punch is revers- 
ible for double ‘“‘life'’. Storage compart- 
ment under front knob holds set-screw 
wrench, extra dies, etc. An excellent 


top-output ‘production tool for sheet 
metal plant operations. Efficiently and 
quickly cuts many types of corrugated 
metal, plastics and composition ma- 
terials in sheet form. 

Duty Rating: continuous heavy-duty use. 
Bearings: 4 ball, 1 needle. 

Switch: H.D. single-pole toggle. 


Standard Equipment: punch and die; set-screw wrench. 
Standard Voltages (universal motor): 115v or 220v AC/DC (others p. 1). Specify voltage. 


Min. Cutting 


Radius 


Intermittent Use Continuous Production 
U.S. Std. 16 gage| U.S. Std. 18 gage 


20 gage 


Capacity in Steel 


Capacity in Monel or Stainless | 


C REPLACEMENT PARTS | 


Cat. No. 39043 Punch and Die Set (for Type A Nibbler) 

Cat. No. 39351 Set of 5 Punches (for Type A Nibbler) 
Cat. No. 48824 Punch and Die Set (for Type B Nibbler) Hl 
Cat. No. 48825 Set of 5 Punches (for Type B Nibbler) 


Cat. No. 39348 Carbide Die. Lasts 6 to 8 times longer than regular die. Use on 
types A and B Nibblers. Perfect for cutting stainless steel. Not for cutting cor- ! 
rugated materials. 


SHEARS 
FOR CUTTING ALL TYPES METAL IN SHEET FORM 


@ Cut sheet metal with a powerful ® B&D-built Shear Motor with spiral 
scissors-like action ... up to 30 feet bevel gears, ball-bearings, forged con- 
per minute in cold rolled steel. necting rod, centrifugal fan and 


® Switch: (Nos. 507 & 697) single-pole 
trigger; (No. 259) single-pole toggle. 


@ Follow pattern lines perfectly, only a 
light forward pressure is needed. Cut- 


heavy-duty switch. 
@ Built for top output on production work. 
® Duty Rating: continuous heavy-duty 


@ Bearings: (No. 507) 5 ball, 1 needle, 
1 oil impregnated; (Nos. 259 & 697) 
4 ball, 1 roller. 


ting blade is always visible. use. 


Standard Equipment: pair of tool-steel shear blades. 
Standard Voltages (universal motor): 115v or 220v AC/DC (others p. 1). Specify voltage. 


| NO. 12 SHEAR Cat.No.507 | NO. 16 SHEAR Cat. No. 259 | 
12 gage (.1046") 16 gage (.0598") 


NO. 18 SHEAR Cat. No. 697 
18 gage (.0478") 


Capacity in Steel 


eepecy in Monel 14 gage 18 gage 20 gage 
or tainless Steel 
Strokes per Minute No-load, 2000 


Full-load, 1400 Full-load, 2500 Full-load, 2500 


1%" = me | ¥," | ; ¥," 


‘s 5.5 amps. i 2.5 amps. | 2.5 amps. 
11 Ibs. [ 6% Ibs. i 6% Ibs. 
14 Ibs. 8 Ibs. 8 Ibs. 


1234" |g., 1044" high L 11" Ig., 914" high 914" Ig., 774" high = 


LL | 
No-load, 3300 T No-load, 3300 | 


Min. Cutting Radius 
Rated at 115v _ 
| Net Weight 

Ship. Weight 

Size — 


REPLACEMENT SHEAR BLADE KITS 
Cat. No. 33088 (for ‘'No. 12"' Shear) 
Cat. No. 32105 (for ‘'No. 16" and ‘‘No. 18’' Shears) 


7 Complete with all items necessary for clearance. Contents: Vertical Cutter 
quick, accurate installation of new Blade, Horizontal Stationary Blade, 
blades. Has screws, nuts and wrenches 2 Socket Head Holding Screws. 
for adjusting blades to correct cutting 


SHEAR BLADE SHARPENER Cat. No. 33202 


Quickly and accurately sharpens blades Includes _ complete instructions for 


for all B&D Electric Shears. Operates by operations. 

sliding along Bench Grinder Tool rest. 

LUBRICANT 

For Shears, Drills, Tappers, Screwdrivers, Sanders and Port. Grinders. NO. 33202 


No. 23638 1 Ib. Can Std. Gear Grease. 
No. 32907 5 |b. Can Std. Gear Grease. 


POWER TOOLS 


LAMINATE TRIMMER Cet. No. 678 


® Most Compact and Convenient Lami- © Adjustments and operation are precise 
nate Trimmer yet developed! and practically foolproof. ..a valuable 


© Special B&D-built Motor designed for 28Set where high priced laminates are 
heavy-duty production work, 


® Carbide Bit which makes both flush © Duty Rating: continuous heavy-duty 
and bevel cuts on flat or curved sur- use. : 


Maine. - bit is clearly visible while Sensingas 2 bail: 


® Quick, easy Depth Adjustment. ® Switch: single pole trigger. 


Chuck No-Load Rated 
Capacity R.P.M. Lgth. at115V 
YarShanks |25,000 | 7%" | 2a" | 2.5 amos. | 2% Ibs. | Aid bs. 


Standard Equipment: No. 48930 Straight and Bevel Carbide Bit; Cutting Depth 
Guide; toggle switch. 


Std. Voltages (‘universal’ motor): 115v or 220v AC/DC (others p. 1). Specify voltage. 


ACCESSORY AND REPLACEMENT BITS 


Cat. No. 48929 Bevel Carbide Bit 22° bevel; 14” shank. 
Does 3 times more work due to carbide surface. 


Cat. No. 48930 Straight and Bevel Carbide Bit (in- 
cluded with Laminate Trimmer). 14” shank. Single flute 
I cee is easier to sharpen. Gives faster operation on roughing 


jobs. Also 22° bevel permits bevel cuts to be made. 


LUBRICANTS 


For Drills, Tappers, Screwdrivers, Sanders Polishers, Port. Grinders, and Shears— 


Cat. No. 23638. 1 Ib. Can Std. Gear Grease 
Cat. No. 32907. 5 Ib. Can Std. Gear Grease 


For Super-Duty Sanders & Angle Grinders, Circ. Saws— 
Cat. No. 51395. 1 Ib. Can Special Gear Grease. 


Laminate Trimmer makes fast, smooth 
cuts on all types of laminates. 


For Hammers— 
Cat pine 23638. 1 lb. Can of Grease. For Rotary Hammer and Hammer- 
rill. 


- he 32907. 5 Ib. Can of Grease. For Rotary Hammer and Hammer- 
rill. 


Cat. No. 22930. 16 0z. Can of Hammer Oil. Use on all hammers except 
Super-Duty Hammer. 


Cat. No. 36391. 1 1b. Can Hammer Gear Grease. 
Cat. No. 51314. 40z. Can of Hammer Oil. Use on all hammers. 
Cat. No. 51315. 16 0z. Can of Hammer Oil. Use on all hammers. 


For Impact Wrenches— 
Cat. No. 38276. 1% Ib. Can Impact Wrench Grease. 


Router and Hinge Butt Template Kit 
allows rapid installation of hinges on 


doors and door frames. 


Straight and Circular Guide attache 
Router cuts with ease and accuracy. 


| oa 


due es ie 


d to Exclusive, Longer Shoe of Power Plane 


Strong dovetail joints are made quickly and 
permits easy starting cuts. 


accurately with Router and Dovetail Kit. 


POWER TOOLS 


1 H.P. MAX. H.D. ROUTER Cat. No. 14-3 


® Efficiently designed for speed and 

accuracy in performing joinery and 

cabinet work—beading, grooving, rout- 

ing, fluting, core-cutting, dove-tailing, 
Cc 


etc. 

® Excellent for inlay work, decorative 
edging, and many types of bas-relief 
carving and wood-finishing. 

® Little or no sanding required. 


® Powered by special B&D-built ROUT- 
ER MOTOR. Unit operates on direct 


drive. 
® Collet-type chuck with 4” and %" 
collets. 
® Duty Rating: heavy-duty continuous 
e 


use, 
Bearings: 2 ball. 
® Switch: H.D. double-pole. 


Std. Voltages (‘universal’ motor): 115v or 220v AC/DC (others p. 1). 
Std. Equip.: die-cast motor housing and base, 2 molded side handles, plastic sub- 


base, collet-type chuck (with %4 


and %" collets), 2 open-end wrenches for bit 


changing, built-in depth adjustments, toggle switch. 


1 H.P. ROUTER BASE 
Cat. No. 45888 


Combines with Router Motor, right, 

to form a 1 H.P. Max. H.D. Router. 

feuter specs. above. Ship. Wt. 244 
S. 


For carpenters, cvontractors—anyone 
doing fine joinery, inlay work or decora- 
tive wood-finishing. This Kit features 
the 1 H.P. Heavy-Duty Router designed 
for professional routing with precision 
results; plus the versatile Straight and 
Circular Guide (p. 60) for maximum 
control and accuracy. The Router is 
equipped with a collet-type chuck (with 
Y%4" and ¥%" collets)—easily fitted with all 


| genus || Gone | Rack & Pinion Total Linear 
p .P.M. Depth Adj. Range Vert. Movement p 


___ "| 21,000 | 0" to 1" (in 64ths 


Base Sub-Base Motor Housing) Rated N 
Dia. Dia. Dia. at 115V 


3% | 6" | 6%" | ___ 3" [6.5 amps.| 6% Ibs. | 9% Ibs._| 


1 H.P. MAX. H.D. ROUTER KIT Cat. No. 17-3 


1H.P, ROUTER MOTOR Cat No. 18 


Combines with Power Plane Attachment, 
Cutter and Cutter Arbor, below, to form a 
Power Plane or with Router Base, left, to 
become a Router. Router specs. above. 
Ship. Wt. 6 Ibs. 


B&D Bits and Cutters for fast, accurate 
grooving, beading, routing, fluting, etc. 
Sturdy, heavy-gage steel Kit Box fea- 
tures a rack for your choice of bits; pro- 
tects tools and keeps everything handy 
for on-the-job use. 

Includes: 1 H.P. Max. H.D, Router (Cat. 
No. 14-3), Straight and Circular Guide 
(Cat. No. 52336), Router Manual, Steel 
Kit Box. Ship. Wt. 17% Ibs. 


1 H.P. MAX. H.D. ROUTER-PLANE KIT Cat. No. 20 


Contains all of the parts needed to make a complete 1 H.P. Max. H.D. Power Plane 
or 1H.P. Max. H.D. Router. Converts from one to the other in minutes. Weight: Net— 


24% Ibs., Shipping—29 Ibs. 


Kit Contents :— 


(1) Cat. No. 18, 1 H.P. Max. Motor Unit. Combines with items 2 or 3 to make a 


Power Plane or Router. 


(2) Cat. No. 45927 Power Plane Attachment for use with motor Unit as a 1 H.P. 


H.D. Power Plane. 


(3) Cat. No. 45888 Router Base for use with Motor Unit as a 1 H.P. H.D. Router. 
(4) Cat. No. 52336 Straight and Circular Guide Attachment for Router. 
(5) %4" and %" Collets; No. 52329 Cutter and No. 45928 Arbor for Power Plane. 


(6) Steel Kit Box. 


Power Plane Specifications: 


Max. Depth of Cut: 342"; Max. Width of Cut: 2” dressed lumber. 
Motor Speed: 21,000 R.P.M. Shoe length 18%6". Width: 9%". Height: 734”. 
Net Wt. 9% Ibs. Toggle Switch, 3-wire cable. 


Router Features and Specifications: Same as those listed for 1 H.P. Router above. 


CONVERT your B&D Router TO A POWER PLANE by ordering the following: 
A. Cat. No. 45927 Power Plane Attachment (Ship. Wt. 6 Ibs.) See specifications 


above. 
B. Cat. No. 52329 Cutter. 


For Cutter Sharpening, contact B&D Service Branch. 
C. Cat. No. 45928 Cutter Arbor (for Routers with %" Collet). 


ROUTER ATTACHMENTS 


Enables operator to make straight, curved, or 
angular cuts with ease and accuracy. Attaches 
to Router Base with two large wing nuts 
Fully adjustable—built-in vernier-type adjust- 


Equips Router for cutting evenly spaced slots 
and grooves, discs, circular holes and con- 
centric designs. Adjusts for diameter or 


DOVETAIL KIT Cat. No. 52331 


Kit contains everything needed to equip 
Router for making dovetails in wood from 
7A6" to 1" thick. 

Includes: 7jA6” Template Guide for large Dove- 


Cat. No. 52598 Dovetail Fixture 
listed above. 


Cat. No. 52339 Small Finger Template 
Cat. No. 52338 Large Finger Template 
Cat. No. 52321 %2" Dovetail Bit 
Cat. No. 52322 %." Dovetail Bit 


The Simplest, Fastest way to rout doors and 
jambs for hinges. Pre-determined dimension- 
al settings eliminate the need for measuring 
each door. Handles doors as high as 8 ft. and 
as low as 5’-10" with either 2 or 3 hinges and 
even dutch doors. Handles hinges from 214" 


Uses Router power to turn out precision- 
ground cutting edges on all B&D Router Bits 
(except Hinge Mortising and Gaining Bits, 


TEMPLATE GUIDES 


STRAIGHT AND CIRCULAR GUIDE Cat. No. 52336 


ment provides the precise measurement 
required in fine woodwork. Guide may be 
reversed for routing inside edges, such as 
rabbeting for screen frames, etc. 


SLOT AND CIRCLE CUTTING ATTACHMENT Cat. No. 52332 


lengths from 1” to 22" in circle cutting, or slot 
cutting. 


tail Template, No. 52598 Dovetail Fixture, 
Large Finger Template, %6" Dovetail Bit and 
1945" Depth Gage. 


For making 14" Dovetails in wood from 56" to 4" thick, use following items with Cat. No, 52598 


Cat. No. 52334 *%.6" Template Guide for small Dovetail Template. 


HINGE BUTT TEMPLATE KIT Cat. No. 58129 


to 514" or fractional sizes. Hangs doors with 
hinges as close as 5" from top of door jamb. 
Lowest cost way to hang wood doors to metal 
jambs. Kit includes: template, router bit, 
template guide, corner chisel and metal 
carrying case. 


Cat. No. 58128 Hinge Butt Template, only. Buy the Kit and SAVE. 


ROUTER BIT & CUTTER SHARPENER Cat. No. 52330 


plus Carbide Bits) and Cutters. Grinding 
Wheel is fitted to chuck and Bit or Cutter is 
locked in attachment. 


Cat. No. 52597 Replacement Grinding Wheel. 


Easily fitted to Router. Used for guiding tool along patterns for perfect duplication. 


b: 5A6" c: He" 


Finger Template. 


Cat. No. 52334 5.6” Template Guide. Use with No. 52339 Small Finger-Template. a: 1744” 


Cat. No. 52333 %" Template Guide. a: She b: ¥%" c: 92" 
Cat. No. 52335 7/456" Template Guide. a: 23¢4" b: 746" c: 346”. Use with No. 52338 Large 


Cat. No. 52337 5%" Template Guide. a: 1742" b: 54" c: 942" 
Cat. No. 39370 Hinge Mortising Butt Guide. a: 1742" b: %" c: 2342" 


<n ; 
¢. Attaches directly to sub-base of any B&D 
Router to equip it for veneer trimming appli- 

a cations. Includes Under-guide No. 39374 

ai Combination Flush and Bevel Veneer Trim- 


4a 


VENEER TRIMMER GUIDE Cat. No. 39398 


ming Bit, and Alignment Pin. 1346” high, 2%6” 
wide, 244" deep. Ship. Wt. 4 Ib. 
Cat. No. 39336 Replacement Alignment Pin. 


CARBIDE VENEER TRIMMING BITS AND CUTTERS Bits and cutters are made of high-grade steel with cutting edges tipped with Tungsten 
carbide for longer life and accurate trim work, particularly in plastics and plastic laminates. Add versatility to your Veneer Trimmer or Router 


with these accessories. 


| ceeumom > 


Cat. Nos. 39390 and 3 


=ZoOTmmmm 


39390) 


| PAC 


Description 


Combination Veneer Trimming Bit—quickly adjusts for either straight or bevel 
trimming without removal from job 

Straight Bit—Carbide-tipped 14" shank—2 flutes—14" dia. 

Straight Bit—Carbide-tipped 14" shank—2 flutes—4" dia. (extra long) 
Straight Bit—Carbide-tipped 14" shank—2 flutes—%.6" dia. 

Straight Bit—Carbide-tipped 14” shank—2 flutes—%" dia. 

Rounding Over Bit—'4" shank—2 flutes—34" Bit. 

Rounding Over Bit—'4" shank—2 flutes—14" Bit. 

Veneer Trimming Arbor—4" Shank—4" Arbor. F 
Ball-Bearin POR Oa illustrated). For use with Veneer Trimming Cutters, 


Slotting Cutter—4” Arbor Hole—" slot depth—4_" slot width. 

Slotting Cutter—'4"” Arbor Hole—¥" slot depth—%q" slot width. 

Slotting Cutter—14" Arbor Hole—14" slot depth—32" slot width. 

Slotting Cutter—'4”" Arbor Hole—14" slot depth—!4" slot width. 

Combination Panel Bit—Single flute, 144.5" cutting edge. 

Surfacing Bit—'4" shank—2 flutes—'4" dia. A 

22° Veneer Trimmer includes Arbor (No. 39396) and 225 Bevel Cutter (No. 


Trimming Saw—4" Shank—34" Saw dia. 

Veneer Trimming Cutter—14" Arbor hole (fit No, 39396 Arbor)—22° Bevel Cutter. 
Veneer Trimming Cutter—'4" Arbor hole (fit No. 39396 Arbor / 

Veneer Trimming Cutter—'4" Arbor hole (fit No. 39396 Arbor)—Flush Trim Cutter. 
Veneer Flush Trim Saw—}4" Arbor hole. 

Dovetail Bit (not illustrated)—3364" dia, 


— 45° Bevel Cutter. 


*No. 39397, having a larger diameter ball-bearing than No. 39396 can increase the life of your cutters if you replace the No. 39396 ball-bearing 
with the ball-bearing from the No. 39397, Cutter-life is increased because the cutter contacts the work at a different position on the cutter. 
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POWER TOOLS 


ROUTER BITS 


STRAIGHT BITS—TWO FLUTES 
Cat.No. A B Cc D 
52272 wer 5p" VAL 1% 
52273 5A6” 4," yw j* 
52274 "Whe" "1" 
52575 The" me" Al 14 
52276 =" 4%" wyN AY 
52277 her oat aay AF 
52278 9%" HB" A" 1" 
52279 oh" Hh yn 
52280 Yh VB" AY 13/6" 
52281 = Se" 14" 14" 13/6" 


STRAIGHT BITS—SINGLE FLUTE 


Cat. No. A. B.. CG. (1D 
52282 wy" 3B" wy" 1" 
52283 Bho” 3" iy“ 1" 
52284 She” 7Ag™ 4" 1” 
52285 Tas!" Tg! V4" 1" 


“V"" GROOVING BITS 
Cat.No. A Cc D 
52286 34" yu," 14 
52287 Ya" yr" Ya" 


CHAMFERING BIT—TWO FLUTES 


Cat.No. A BoC OD 
52288 Yt He" 4" 1" 


HINGE MORTISING & GAINING BIT 


Cat.No. A B C OD 
52289 Yt 3" YM 1B" 


CORE BOX BITS—TWO FLUTES 
Cat.No. A 
52290 


B2297 ie" He" 14" 1" 
52298 wy" 15/0 ” YY ” 18 


COVE BITS—TWO FLUTES 
Cat:No: A.B. Cc. D E 
52299 He" yh yl 1" ey 
52300 Ban Ut TAn VE Shee 
52301 Rn A" MA" el he" 
52302 ye" yy," wy" Ya" 3h6" 


ROUNDING OVER BITS—2 FLUTES 
Cat.No. A C D €E 

52303 3.6" yy" 1" 3" 
52304 wh AN I" the" 

52305 Zz 6" i" 1" She" 


52307 Ya" A" He" ~As" 


BEADING BITS—TWO FLUTES 


Gat.No: A.B.-C Db £E 
52308 Ye" Ac" yr j" ser 


a, 
52310 ye wn yn 4" 34g" 
52311 wr" ye Yn" Hy" 36" 


ROMAN OGEE BITS 


Cat.No. A B.. Gi. iD OE F 
52312 Bfao" Yo" UA" 1" He" Bho" 
52313 Uy" 4" %" Ye" Ae" lhe" 


OGEE BITS 
Gat No. A,B,C, D EE, 
52315 HS, ie Be Ya" He, 138 


VEINING BITS—SI “th FLUTE 


Cat.No. A D 
52316 Ye" 5 Ag" Gu bd 
52317 36" 6! yw" i 


52318 = 7p" en me 


RABBITING BITS—1” LENGTH 


Width 
Cat.No. A B  CRabbetE 
52319 Wg" He" Uy" YY" Aer 
52320 15, ew yr 2 3B 3he" 


DOVETAIL BITS 

Cat.No. A B C OD 
52321 Sag" Hy" Uh 1" 
52322 He" Wao" Ay" 1%" 


ROUTER CUTTERS 


cludes 5 spacers and lock 


Receives one or more Cut- 
Iters for single cut or com- nut. Arbor Length: 33.6”. 
bination router-shaping. In- 


ARBOR FOR 
B&D CUTTERS 


RADIUS 


Cat. No. 45265 Arbor for %” Router Chuck. 


CONCAVE CUTTERS 


Cat.No. A Cc D E 
52230 11g," Shel! 1%" 1A" 
52231 176," Sig! 14" 3hg" 
52232 2364" Shel 114" Ag 
52233 Tel Sel 114" Sig 
52234 17/ap!" She! 114" 34" 
52235 5" Ae” 144" 7A" 
52236 45/4!" Shel 114" ye" 
52237 5164" set 1," Her 
52238 57 fea" Sgt lig" 5," 
52239 31/4!" Sg! 114" 11/6! 
52240 1%." She" 144" AL 


CORNER BEAD CUTTERS 


Cat.No. A Cc D E 
52241 un She" 11364" Ya" 
52242 11/40" "Ae. 11364" As" 
52243 The" She” 11364" yy" 


SURFACE BEAD CUTTERS 


Cat.No. A Cc r E 

52244 34" Sig! 1%" 36! 
52245 ye" Sig” 1% " 5g" 
52246 ie" As" 14" 7/Ae" 


Cat.No. A Cc D 
52247 She" She" 12164" 
52248 ¥%" Sg" ae 
52249 The" Big! 13%" 


THUMBMOLD CUTTER 


Cat. No. A Cc 
52250 16" he" 


STRAIGHT FACE CUTTERS 
Cat. No. 


— CUTTERS 


Cat. A Cc D E 
ee yy," 5A6" 14%" 1" 
52267 4" °he” 14" ”" 


CHAMFER CUTTERS 


Cat.No. A Cc D 
52268 Ae" aah LH. Ae" 144" 
52269 He" Sao" R.H. Ae" 14" 


"WV" RABBETING CUTTERS 


Cat. No. A Cc D 
52270 yy" Ae" 14," 
52271 ¥" he" 14142" 


== 


NO. 990-1 é 


NO. 990.2 @ 


Each Vacuum Fish Tape System (No. 
990-1, 990-2, 990-3 or 990-4) consists of 
a Heavy-Duty Hi-Air-Flo Vacuum Cleaner 
(see following pages for specifications) and 
a No, 52387 Vacuum Fish Tape Kit. The 
| Vacuum Fish Tape Kit can be bought 

separately, also, for use with a B&D Hi- 
| Air-Flo Vacuum Cleaner which you may 
a already have. 
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VACUUM FISH TAPE SYSTEMS Patents Issued and Pending 


® Low cost, fast, safe way to run pull- 
lines through conduit. 


® Inserts high-strength pull-line, the 
first time, in seconds. No noxious 
gases; ventilates areas. 


eeu locates hidden duct ends, 
identifies conduit runs. 


® One, low cost purchase—all parts re- 
useable—no refills, no recharging. 


® Saves from 500% to 5000% in dollars 


over conventional methods for con- 
tractors, utility companies, and _ in- 
dustry. 


® Powerful vacuum cleaner suction pulls 


carrier (with rope attached) through 
¥_" to 6” nominal |I.D. conduits. 


® Compact, lightweight. Works in tight 


places (closets, scaffolds, ladders). 


® Collects foreign matter, including 


water, in tank. Cleans conduit. 


® Carriers are non-conductors, no elec- 


trical hazards. Safe. 


Cat. No. 990-1 Contents: No. 165-1 Hi-Air-Flo H.D. Vacuum Cleaner (p. 63); 
Vacuum Fish Tape Kit; No. 33058 15 ft. 144” |.D. Semi-flexible Extra Heavy- 
Duty Hose; No, 49326 Water Shut-off Valve (fully protects vacuum cleaner 
motor without bothersome visual inside checking of tank water level; auto- 
matically cuts off suction of cleaner when water reaches pre-determined level 


in tank). 


Cat. No. 990-2 Contents: No. 165-2 Hi-Air-Flo H.D. Vacuum Cleaner (p. 63); 
Vacuum Fish Tape Kit; Nos. 33058 Hose and 49326 Water Shut-off Valve 
described under No. 990-1 listing above. 


Cat. No. 990-3 Contents: No. 165-3 Hi-Air-Flo H.D. Vacuum Cleaner (p. 63) 
with stainless steel tank resistant to acids and corrosion and a convenient 
drain at rear of tank; Vacuum Fish Tape Kit; Nos. 33058 Hose and 49326 
Water Shut-off Valve described under No. 990-1 listing above. 


Cat. No. 990-4 Contents: No. 165-4 Hi-Air-Flo H.D. Vacuum Cleaner (p. 63) 
with stainless steel tank resistant to acids and corrosion and a convenient 
drain at rear of tank. Vacuum Fish Tape Kit; Nos. 33058 Hose and 49326 
Water Shut-off Valve described under No. 990-1 listing above. 


VACUUM FISH TAPE KIT Cat. 


Cat.No.51869 500 ft. 4" dia. synthetic 
Rope on aluminum bracket with turning 
handle. 

Cat. No. 51892 %" x 34" 90° Plastic Ell. 
Fits No. 51835. 

Cat. No. 51881 144" x 114" 90° Plastic 
Ell. Fits Nos. 51836 and 51837. 


Cat. No. 25913 Hose Coupling. Use 
with Nos. 51836 and 51837. Use as hose 
stiffener for water pick-up. Use to couple 
extra lengths of hose as required. 


Cat. No. 51925 Hose Coupling (redu- 
cer). Use with Nos. 51892 and 51835. 
Can be used alone on 1” to 14%" conduit 
oron 144" 1.D. Hose. 


Cat. No. 51835 %" to 1%" Suction 
Adaptor Cone. 


Cat. No. 51836 144” to 2%" Suction 
Adaptor Cone. 


Cat. No. 51837 2%" to 4%" Suction 
Adaptor Cone. 


REPLACEMENT PARTS FOR VACUUM 


A. Cat. No. 51888 500 ft. of %” dia. 
Conduit Rope (400 
# tensile) 

8B. Cat. No. 52556 4” dia. Line Carrier 

B. Cat. No. 54460 5” dia. Line Carrier* 

B. Cat. No. 54461 6" dia. Line Carrier* 

Cc. Cat. No. 52555 342” dia. Line Car- 
rier 

D. Cat. No. 52554 3” dia. Line Carrier 

E. Cat. No. 52553 214" dia. Line Car- 
rier 

F. Cat. No. 52552 2" dia. Line Carrier, 
4" center hole 

G. Cat. No. 52551 2” dia. Line Carrier, 
5/0" 5 teal hole, 


H. Cat. No. 52550 144" dia. Line Car- 
rier, pkg. of 3 


1. Cat. No. 52549 114” dia. Line Car- 
' rier, pkg. of 3 


No. 52387 Ship. wt. 15 Ibs. 


4 Cat. No. 52547 Polyfoam Line Car- 
riers for 34” nominal |1.D. conduit. 

4 Cat. No. 52548 Polyfoam Line Car- 
riers for 1" nominal |.D. conduit. 

3 Cat. No. 52549 Polyfoam Line Car- 
riers for 144" nominal |.D. conduit. 

3 Cat. No. 52550 Polyfoam Line Car- 
riers for 144" nominal |.D. conduit. 

2 Cat. No. 52551 Polyfoam Line Car- 
riers for 2” nominal 1.D. conduit. 542” 
center hole. 

Cat. No. 52552 Polyfoam Line Carrier 

Han 2" nominal I.D. conduit. 14” center 
ole. 


Cat. No. 52553 Polyfoam Line Carrier 
for 2” nominal |.D. conduit. 

Cat. No. 52554 Polyfoam Line Carrier 
for 3” nominal |.D. conduit. 

Cat. No. 52555 Polyfoam Line Carrier 
for 344" nominal |.D. conduit. 


Cat. No. 52556 Polyfoam Line Carrier 
for 4” nominal |.D. conduit. 


FISH TAPE SYSTEMS 


J. Cat. No. 52548 1” dia. Line Carrier, 
pkg. of 4 

K. Cat. No. 54561 "dia. Line Carrier, 
pkg. of 4 

K. Cat. No. 52547 34"dia. Line Carrier, 
pkg. of 4 

lL. Cat. No. 25913 End Protector and 
Hose Coupling 

M. Cat. No. 51881 144"x 14" 90? plas- 
tic Ell. 


N. Cat. No. 51892 A x %" 90° plastic 


0. Cat. No. 51925 Hose Reducer 
P. Cat. No. 51837 2%" x 4%" Adaptor 
Cone 


Q. Cat. No. 51836 114” x 244" Adaptor 
Cone 


R. Cat. No. 51835 %4” x 1%" Adaptor 
Cone 


*Use pipe reducer on the conduit along with Cat. No. 51837 Adaptor Cone. 
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VAC. FISH TAPE, 
VACUUM CLEANERS 63 


POWER TOOLS 


NO. 165-4 


NO, 165-3 


NO, 165-1 NO. 165-2 


New Hi-Air-Flo System uses a ‘Jet Age’ molded turbine to move a 
LARGER VOLUME of air with greater suction. Picks up dirt FASTER. 


Picks up MORE dirt—and picks it up FASTER—than any TWO competi- 


tive units. 
MORE , 
Tremendous NEW POWER lets cleaner pick up LARGER and HEAVIER 
objects. 
New Dual Exhaust gets the air out of the cleaner faster. Hi-Air-Flo gets 
THAN OTHER CLEANERS the dirt into the tank faster. 
IN THEIR CLASS! Handles dry or wet cleaning. Can be equipped with Water Shut-off 


Valve (next page). 


Can be used as a blower—simply attach hose connector to one ex- 
haust outlet. 


Compactly designed for maximum mobility in narrow areas. 


Large rubber-tired wheels make movement easy—even up or down 
stairways. 


Especially recommended for use with 142" and 2” heavy-duty ac- 
cessories. 


Nos. 165-2 and 165-4 have 50% more tank capacity than Nos, 165-1 
and 165-3. This cuts costs and saves time because larger quantities 
of material can be collected and tank does not have to be emptied as 
often. 


Nos. 165-3 and 165-4 have a stainless steel tank and a Water Drain 
conveniently located at the base of the tank for easy emptying of col- 
lected materials plus larger wheels which makes it easier to go up or 
down stairways. 


BY-PASS MOTOR DESIGN 
Used on Nos. 165-1, 165-2 
165-3, 165-4 and 155. 


Nos. 165-2 and 165-4 take up'no more floor space than Nos. 165-1 
and 165-3 even though they have 50% more capacity than the latter. 


COMPARATIVE SPECIFICATIONS 


Standard Equipment: No. 48768 dust bag; dust bag stretcher; one No, 49521 paper dust filter; No. 50126 quick-lock hose connector; 25’ of 
3-wire cable; pushcart handle; (for Nos. 165-1 and 165-2) two 6” rubber tired wheels and front caster with wheel-lock; (for Nos. 165-3 and 165-4) 
two 8" rubber tired wheels and front caster with wheel-lock. 


Standard Voltages (universal motor): 115V or 220V AC/DC. Specify voltage. 


TT: i | = 

i Recoreree | Motor | Air Flow Std. hose Net | Ship. 
Cate te Shae =) Tank For H.P. max. connection Overall wt. wt. 
No. gals. bu. | | materials | max. cu. ft./min. | 144" 0.D. | dimensions Ibs. Ibs. 
165-1 8 1% 1 steel if dry or wet | 2% 170 | 2" hose & access. ij 3414" high 51 6014 

| | | give max. perform. | 1844” wide | | 

— — — — — ~, 7 = od T 

165-2 | 13 2 steel dry or wet | 2% 170 2” hose & access. 38" high | S54 | 63% 

give max. perform. 184" wide in | 
165-3 8 1% stainless dry or wet 2% | 170 2" hose & access. 3414" high 52 61% 

| steel | | give max. perform. _18%4" wide ai 
165-4 13 2 | stainless dry or wet 2% 170 2" hose & access. 38" high 55 64% 

|_steel give max. perform. | 18%” wide 


Cat. Nos. 160-1, 160-2, 160-3, and 160-4: same specifications as those for 165-1, 165-2, 165-3 and 165-4, respectively, except equipped with a 
special motor for longer brush life. These are recommended for longer run applications. 
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64 QUALITY POWER TOOLS 


POWER TOOLS 


NO. 155 HI-AIR-FLO H.D. 55 GAL. DRUM VACUUM Cer. No. 155 


© Designed for large capacity storage of © Utilizes ALL B&D Attachments for heavy 


picked-up materials. duty cleaning—Wet or Dry. 
® Has superior HI-AIR-FLO to get dirt into 
the tank faster. By-pass type motor. ® Perfect for large industrial furnace 
i cleaning or bulk material recovery 
® Cuts emptying frequency as much as 4 operations. 


to 1 over regular sized cleaners. 


® Fits any standard open-head 55 gal. @ Handles wet or dry cleaning as well as 
drum. blowing operations. 


Cat. No. 150 Cleaner: same specifications as No. 155 except equipped with a special 
motor for longer brush life. Recommended for long run applications, 


DRAIN DOLLY Cat. No. 45375 


Convenient nen-clogging drain permits Fits 55 gal. drum. Adds mobility to the 
emptying of liquids from tank without Nos. 155 and 150 Vacuum Cleaners. 
removing lid of cleaner. Standard Has 3 rubber-tired wheels. Sturdy steel 
equipment with Nos. 165-3 and 165-4 construction. 


Cleaners. 


NO. 95 H.D. VACUUM CLEANER Cat. No. 95 


® More cleaning power and a larger @ Removable pushcart handle and Ac- 


capacity than any comparable unit on cessory Carrier included to keep all 
the market. Has by-pass type motor. attachments at your fingertips. 

® Ideal All-Purpose Heavy-Duty Unit for © Attractive exterior design gives modern 
fast, High-Powered industrial cleaning. appearance. 

® Can be used for blowing applications © All B&D vacuum cleaning attachments 
(use No. 36974 Hose for Fhis). can be used. 


WATER SHUT-OFF VALVE Cat. No. 49326 


Fully protects motor without bothersome visual checking of water level 
inside of tank. This Black & Decker feature automatically cuts off the suction 
of the vacuum cleaner when the water reaches a predetermined level in 
the tank. Fits Nos. 165-1, 160-1, 165-2, 160-2, 165-3, 160-3, 165-4, 160-4, 
155 and 150 Vacuum Cleaners. 
When water reaches Float , it actuates lever which causes rubber cup 
to seal the hole in the bottom of the fan housing thereby sealing off 
the air to the fans and stopping all suction within the container. 


Black & Decker vacuum Cleaners save Time and Money! 


COMPARATIVE SPECIFICATIONS 


Standard Voltages (Black & Decker-built universal motor): 115V or 220V AC/DC. Specify Voltage. 


Standard Equipment: (No. 155) No. 48768 dust ba 
bag stretcher; 25’ of 3-wire cable; swivel inlet for 1% 


Fe ey, 25’ of 3-wire cable; swivel inlet; (No. 95) 4 wheels; No. 36968 dust bag; dust 


-D. hose (inlet takes 2” hose if 2” long hose-connector is removed. 2” hose fits over outlet 


for blowing operations, No, 36974 hose can also be used for blowing); removable pushcart handle and accessory carrier. 


Recoverable mes i 3 Air Flow | 7 esi 

Capacity Motor | Sealed| max. Std. Hose Net Ship. | 
Cat. | T == | For H.P. | Water | Cu. Ft./ Connection Wt. Wt. Overall 
No. | Gals. Bu. Tank Materials | Max. | Left | min. 14," O.D. Lbs. | Lbs. Dimensions 

a eM 2 i zi : = Ne went 2S 
155 40 _ Use with your| Wet or Dry 2% — 170 2" Hose & Access. 44%, 52%, i 

55 gal. drum give max. perform. | 18” high, 2334" diam. 
95 13 1% Steel Wet or Dry 2% 74" —- Can also use 2” 83 106 
/ hose & access. p. 67 


| 31” high, 1844" wide 


POWER TOOLS 


VACUUM CLEANERS 


NO. 26 H. D. VACUUM CLEANER Cat. No. 26 


® Low Cost, Powerful, Long Service-Life! 
® Light weight, compact, easy to carry. 


e Quiet, rubber mounted motor—1%4 
.P. Max. for plenty of power. 


®@ Perfect for cleaning bins, floors, 
shelves, etc. Ideal for cleaning rugs, 
draperies, furniture, etc., in motels 
and hotels. 


@ Can be pulled by_ the hose when 
mounted on No. 50227 Set of 4 
casters. 


® Can be mounted on the wall, when not 
in use, with included Wall Mounting 
Bracket. 


® Toggle-type switch protected against 
dirt end water. , . 


e al on motor shaft for long 
e. 


® Accommodates all B&D 114” and 114" 
cleaning attachments. 


@ Easy dirt removal. No. 54956 Dis- 
posable Paper Bags are recommended 
—keep cloth bag clean, maintain 
maximum cleaning efficiency longer. 


ACCESSORIES FOR NO. 26 VACUUM CLEANER 


dyS, 


Cleaner. 


Cat. No. 50227 Set of 4 Casters for No. 26 Cleaner. 
Two swivel, two non-swivel. Permits Cleaner to roll 
along floor.* 


*Also used with discontinued No, 25 Cleaner. See 
page 68 for replacement dust bags for this Cleaner. 


Cat. No. 54397 Repl. Cloth Dust Bag for No. 26 


Cat. No. 54956 Five Disposable Paper Bags for No. 
26 Cleaner. Inserted in cloth bag for easy removal of 
collected materials. 


Cat. No. 50307 Dacron Dust Bag. Inserted in cloth 
bag of No. 26 Cleaner for easy removal of collected 


dirt.* 


*Also used with discontinued No. 25 Cleaner. See 
page 68 for replacement dust bags for this Cleaner. 


NO. 35-1 HEAVY-DUTY VACUUM CLEANER Cet. No. 35-1 


@ Brings NEW QUIETNESS to_ High- 
Powered cleaning in Hotels, Motels, 
Showrooms, Office Buildings, Schools, 
Hospitals, etc. 


®@ Twice as quiet as any comparable unit 
on the market. Has rubber-mounted 
motor and sound-absorbing felt baffle. 


®@ Extremely high vacuum power picks 


up wet dirt or slush as well as dry 
materials. 


®@ Compactly designed to move through 
narrow aisles. 


@ Large rubber-tired wheels give com- 
plete mobility around obstacles and 
up or down stairways. 


® All B&D Vacuum Cleaning Attach- 
ments can be used. 


Non-By-Pass motor design. Used on Nos. 26, 
35-1 and 35-2 Vacuum Cleaners. 


NO. 35-2 H. D. VACUUM CLEANER Cat. No. 35-2 


@ Has 50% more tank capacity than the 
No, 35-1. This cuts cost for you and 
saves time because larger quantities 
of material can be collected and tank 
does not have to be emptied as often. 

® Compactly designed. Takes up_no 
more floor space than the No. 35-1. 
Moves through narrow aisles and up 
or down stairways. 


@ Twice as quiet as any comparable 
unit on the market. Has_ rubber- 
mounted motor and sound-absorbing 
felt baffle. 

@ Extremely high vacuum power picks 
up wet dirt or slush as well as dry 
materials. - 

® All B&D vacuum cleaning attachments 
can be used. 


COMPARATIVE SPECIFICATIONS 


Standard Voltages (Black & Decker-built universal motor): 115V or 220V AC/DC. Specity voltage. 


Standard Equipment: (No. 26) No. 54956 paper bag; No. 54397 dust bag; wall mountin 


NO. 26 


bracket; 20’ of 3-wire cable. (Nos. 35-1 and 35-2) 


3 rubber-tired wheels; front wheel-lock; No. 45765 dust bag; dust bag stretcher; No. 50126 quick-lock hose connector; 20’ of 3 wire cable; 
pushcart handle. 
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Ship. 
Cat. | Recoverable Std, Hose Wt. we Overall 
No. Capacity Connection Lbs. Lbs. Dimensions 
26 Dry and 12" 0.D. 22 26 285," high, 9%” deep, 


934" wide 
3414" high, 1814" wide 


dimited wet 


Dry and 
limited wet 


35-1 Can also use 
2" Hose and 
Access. p. 67 
Can also use 
2” Hose and 
Access. p. 67 


35-2 Dry and 3414" high, 1814" wide 


limited wet 


66 BLACK & DECKER ACCESSORIES CAN BE BOUGHT INDIVIDUALLY, AS SHOWN ON PAGES 
67 AND 68; OR IF YOU PREFER TO PURCHASE CONVENIENT ASSORTMENTS, WE OFFER THE 
FOLLOWING: 


Quick, efficient furnace cleaning can be done with the 
FOR FURNACE CLEANING No. 49136 Furnace Cleaning Accessory Assortment 
Coupled with one of these Heavy-Duty Vacuum Clean- 
Furnace Cleaning Accessory Assortment ers (specifications on preceding pages). 
Cat. No. 49136 ; P 


| For Nos. 35, 155 and 165 Vacuum Cleaners 


| 
| ieee 


15’ 14%)" 1.D. Rubber Semi-Flex- 
ible Extra Heavy-Duty Hose 


26" Steel Crevice Tool 39094 


6 eel Scratch Brus Use 
with No. 49559 6” Nozzle 


Steel End Protector and Hose ‘25013 | : 
Coupling . f & Use your own 
6" Aluminum Nozzle 49559 : " Te ; dum. (Brum s0t 
20” Steel Extension Tube 46648 cha E = : : =: J 
Dacron Bag fois! Lie: \ ae 


FOR INDUSTRIAL CLEANING 


WET AND DRY USES 
FOR HOTELS, MOTELS, OFFICES, ETC. 2 Heavy-Duty Assortment 


144" Heavy-Duty Assortment,............... Cat. No. 49127 DRY USES 
11" Heavy-Duty Dry Assortment......... Cat. No. 49133 
1%4" Standard Dry Assortment............ Cat. No. 49129 
WET USES 
14" Heavy-Duty Wet Assortment......... Cat. No. 49134 
SEE ASSORTMENT CONTENTS BELOW 1°4" Standard Wet Assortment...........! Cat. No. 49130 


144" Wet 


Items Included in 
Assortments 


Listed at Right Included 
Item 
ment 
Cat. No 
49131 
10 Ft. Neoprene Accordion-type Order 53505 PS | 
Hose 2" Hose (p. 67) 
5 ft. Double Angle Extension Tube separately. = 
20" Extension Tube as oe 
SS 
15” Floor Brush (use with No. 49574 ite! 
Nozzle 49562 5 Yes Yes 
Nozzle 49565 6 Yes 
Li ——— as a a aS Sa ce my aes ee fee 
Peace Tae |g | |v | | | 
49559 Nozzle 18186 8 Yes Yes 
49149 SaaS ea Be os e 
1%" 1.D. 15 ft. Plastic Hose 46247 et a ee) See | ee 
|__5 ft. Double-Angle Extension Tube | 46503_ | 12 | | |_| Yes | | vos 1 
2 re a a a a ee. oe A ee 
: SS a es SS eee, 
ES EO a, a a LT a a 
Yes 
6" Upholstery and Drapery Nozzle es aS Las ee 
mee SSS == 
-—___}__f 
14" Extension Tube Assembl 
Ba es EC ey a as 


22" Floor Brush RE] 2 = 
So0l7__ | 26g 
5 ft. Double Angle Extension Tube 49299 
____2" Fl. Gulper/Wear Plate, 12” long __ 


2" Fl. Gulper/Wear Plate, 12” long 


2” 0.D. Quick-lock Hose Connector 


COLLAR 


CONNECTION 


2” HEAVY-DUTY ACCESSORIES 


Recommended for use with all B&D Cleaners 
except No. 26 & former No. 25 


A. Cat. No. 53505 10’ Semi-Flexible Extra Heavy-Duty 
Hose. 2” |.D. has more rigidity than other type 
hoses. Made of steel, wire, rubber and canvas. 


B. Cat. No, 49289 10 ft. Wire-reinforced Plastic Hose. 
2" 1.D. Light weight non-marking finish. Use with 
No. 49907 2" 0.D. Quick-lock Hose Connector. 


C. Cat. No. 49907 2” 0.D. Quick-lock Hose Connector. 


D. Cat. 49299 5 ft. Double Angle Aluminum Extension 
Tube. 


The above tube, only, fits the following: 


E. Cat. No. 50012 22" Floor Nozzle. Smooth face. 
Cleans carpets. 


F. Cat. No. 50014 22" Floor Brush. Fits item E. Cleans 
non-carpeted floors. 


G. Cat. No, 50022 22” Felt Floor Tooi—Fits item E. 


H. Cat. No. 50017 22” Squeegee. Fits item E. 
Cat. No. 50019 22” Replacement Squeegee Blade. 


I. Cat. No. 51559 2” Gulper with No. 50025 Wear Plate, 
12" long. 


HOSES (11/2” SIZE) 


ALL HOSES listed beiow fit ALL B&D Vacuum Ciean- 
ers, Wands and Extensions with 2" 0.D. hose con- 
nections. 


2” Sized Hose is listed under 2” H.D. Accessories. 


K. Cat. No. 49149 10’ Wire-reinforced Plastic Hose, 114" 
1.D. Lightweight, non-marking finish. Rubber ends. 


K. Cat. No. 46247 15’ Wire-reinforced Plastic Hose. 
144" 1.D. 


K. Cat. No. 51562 7’ Wire-reinforced Plastic Hose. 11" 
1.D. 


L, Cat. No. 37509 10’ Accordion-type, Neoprene, Static- 
Proof Hose. 142" 1.D. Won't deteriorate from expos- 
ure to oil, heat, sunlight or gas. Extra Flexible. 


M. Cat. No. 33058 15’ Semi-Flexible Extra Heavy-Duty 
Hose. 14%” I.D. Has more rigidity than other type 
hoses. Constructed of steel wire, rubber and can- 
vas. 


For special blower applications with No. 95 Vacuum 
Cleaner use: 


Cat. No. 36974 10’ Accordion-type, Neoprene, 
Static-proof Hose. 144" 1.D, Same as item L, except 
hose ends make internal and external connections. 


ADAPTORS & CREVICE TOOLS 


N. Cat. No. 50126 114" 0.D. Quick-lock Hose Connec- 
nector. Connects 144"1.D. Hoses to B&D Nos. 35-1, 
35-2, 165-1, 165-2, 165-3 and 165-4 Vacuum 
Cleaners. 


O. Cat. No. 49907 2” O.D. Quick-lack Hose Connector. 
Connects 2" |.D. Hose to B&D Vacuum Cleaners. 


P. Cat. No. 25913 End-Protector and Hose Coupling. 
Fits No. 33058 Hose, protects ends when cleaning 
furnaces. Also couples two sections of gc! B&D 

14%" |.D. hose. 


Q. Cat. No. 36972 11” Crevice Tool. Hard fibre. 
Fits all 144" 1.D. Hoses, 


R. Cat. No. 39094 26” Crevice Tool. Metal. 
furnace cleaning. Fits all 142” 1.D. Hoses. 


For 


Accordion-type 
Neoprene, 1/2” 1.D. 


Semi-flexible rubber 


and canvas, 11/2” |.D. 


THE NEW THREADED 
COUPLING GIVES YOU 
QUICK AND COMPLETE 
INTER-CHANGEABIL- 
ITY OF ALL B&D 1%" 
NOZZLES AND WANDS: 


12” H.D. ACCESSORIES 


Recommended for use with all B&D Cleaners 


A. Cat. No. 49252 5’ Double-Angle Steel Extension 
Tube. 


B. Cat. No. 46506 5’ Straight Extension Tube. 
C. Cat. No. 46648 20” Straight Steel Extension Tube. 
D. Cat. No. 46646 18” Angle Steel Extension Tube. 


The above e following Attachments plus 

those | d er 1 Std. Accessories. 

E. Cat. No. 49574 15” Floor Nozzle. Has smooth face 
for thoroughly cleaning carpets. Newly engineered 
airflow design increases pick-up ability when used 
without attachments or with items F to | below. 


F. Cat. No. 49562 15” Floor Brush. Fits item E. Stiff 
horsehair bristles clean non-carpeted floors. 
Cat. No. 49563 Replacement Brush for 15” Floor 
Brush. Made of stiff horsehair bristles. 


G. Cat. No. 49581 15” Carpet Tool. Fits item E. Engi- 
neered to lift nap and ‘‘scoop’’ out deeply im- 
bedded dirt from carpets and rugs. 


« Cat. No. 49329 15” Felt Floor Too}. Fits item E. For 
terrazzo, marbte, tile, vinyl and other smooth 
floors, walls and surfaces. 


Cat. No. 49565 15" Squeegee. Fits item E. New, 
advanced design picks up liquid on both forward 
and backward stroke. 

Cat. No. 49566 Replacement Rubber Squeegee 
Blade for 15” Squeegee. 


J. Cat. No. 49559 6” Nozzle. Swivel action. Cleans 
upholstery in cars, offices, etc. 

K. Cat. No. 18186 6” Brush. Fits item J. Stiff horsehair 
bristles. 


L. Cat. No. 39131 6” Scratch Brush. Fits item J. Tough 
wire bristle loosen rust, dry scale and furnace soot. 


= 


M. Cat. No. 49072 Pipe Cleaning Tool. Cleans any pipe 
from 1” to 12" dia. Has quick-change metal plate 
which fastens to housing to reduce suction area 
for small pipes. 

Cat. No. 49077 Replacement Long Brush Strip for 
Pipe Cleaning Tool. 

Cat. No. 49078 Replacement Short Brush Strip for 
Pipe Cleaning Tool. 


12” STANDARD ACCESSORIES 


Recommended for use with all B&D Cleaners 


N. Cat. No. 46503 5’ Double Angle Aluminum Extension 
Tube, 
O. Cat. No. 46506 5’ Straight Extension Tube. 


s f the foll 
those listed under 114" H.D 


me nts plus 
P. Cat. No. 46501 14” Rough Floor Tool. Picks up dry 
materials from concrete or other rough floors. 


Q. Cat. No. 46499 14” Squeegee. For rapid, economical, 
wet pick-up. 
Cat. No. 46500 2” Replacement Rubber Squeegee 
Blades for 14” Squeegee. 


R. Cat. No. 46495 14” Smooth Floor Tool. Picks up dry 
materials from non-carpeted floors. 


S. Cat. No. 46497 14” Floor Brush. Cleans non-carpeted 
floors. 

Cat. No. 46498 Replacement Brush for 14” Floor 
Brush. 


T. Cat. No. 46493 14” Carpet Tool. 
U. Cat. No. 46511 7” Hand Tool with Brush. Cleans bins, 
shelves, etc. 


V. Cat. No. 49072 Pipe Cleaning Tool. Cleans any pipe 
from 1” to 12” dia. Has quick-change metal plate 
which fastens to housing to reduce suction area 
for cleaning small pipes. 
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1¥4” H.D. ACCESSORIES 


Recommended for use with all B&D Cleaners except 
No. 155. Items A & B fit all 144" 1.D. Hoses. 


A. 


Cat. No. 49598 4’ Extension Tube Assembly. 
14%" 0.D. end for hose. Chromium plated steel. 


Cat. No. 47677 20” Extension Tube. 144" O.D. 
end for hose. Can be coupled for use as floor 
cleaning handle or for extra ‘reach.’ 


The above tubes fit the following: 


c. 


Cat. No. 49599 12” Floor Brush. Cleans non- 
carpeted floors. Made of heavy-duty polished 
aluminum. 

Cat. No. 49600 Replacement Brush Set for 12” 
Floor Brush. 


Cat. No. 49601 12” Rug and Carpet Tool. Re- 
tractable brush loosens dirt. Swivels 180° to use 
lint remover on top. Made of heavy-duty polished 
aluminum. 

Cat. No. 49602 Replacement Brush for 12” Rug 
and Carpet Tool. 


Cat. No. 46477 10” Wall Brush. Cleans small 
floor areas. Excellent for walls. Has 360° ball- 
joint swivel. 


Cat. No. 49154 6” Nozzle. Ideal for cleaning 
chairs, mattresses, desk drawers, etc., in hotels, 
motels, offices. Also excellent for car seats. Fits 
144" and 14" hoses. 


Cat. No. 49156 6" Brush, Fits item F. Stiff horse- 
hair bristles clean floors, bins, shelves, etc. 


Cat. No. 46475 2” Dusting Brush, Cleans furni- 
ture, cars, etc. 


Cat. No. 46476 6” Upholstery and Drapery Noz- 
zle. Perfect for curtain and drapery cleaning in 
hotels, motels, offices, etc. 


c — a, 
D at aia = 


A. Cat. No. 54397 Repl. Cloth Dust Bag 
for No. 26 Cleaner. 


Cat. No. 54956 Five Disposable 
Paper Bags for No. 26 Cleaner, In- 
serted in cloth bag for easy removal of 
collected materials. 


Cat. No. 50938 Five Disposable 
Paper Bags for discontinued No. 25 
Cleaner. Inserted in cloth bag for easy 
removal of collected materials. 


B. Cat. No. 50307 Dacron Dust Bag for 
No. 26 Cleaner. Inserted in cloth bag 
for easy removal of collected materials. 
(Also used with discontinued No. 25 
Cleaner.) 


C. Cat. No. 45765 Repl. Dust Bag for 
Nos. 35, 35-1 and 35-2 Cleaners. 


Cat. No. 48768 Repl. Dust Bag for 
Nos. 165-1, 165-2, 165-3, 165-4 and 
155 Cleaners. 


Cat. No. 36968 Repl. Dust Bag for 
Nos. 95 and 95NA Cleaners. 


E. Cat. No. 49349 Dacron Dust Bag for 
all Nos. 35, 155, and 165 Cleaners 
used for Furnace Cleaning. 

Cat. No. 49521 5 Paper Dust Filters 
for all Nos. 35 and 165 Cleaners. 

Cat. No. 49520 Drawstring for Paper 
Dust Filter No. 49521. 


Not interchangeable with Latest Type Shown on Pages 66, 67 and above. 


A 


i 
Po 


IF YOUR PRESENT 
COUPLING SYSTEM 


LOOKS LIKE 
TRUS: &: 4 =, 


And you don't wish to convert your accessory system 
to the new style as shown on pages 66, 67 and 68 
(above), you may order or have your local B&D Distri- 
butor order any of the Replacement Accessories 
listed at right from your nearest B&D Factory Service 
Branch. 


A. Cat. No. 37120 5’ Duuble-Angle Exten- 


sion Tube. 

B. Cat. No. 37124 5! Straight Extension 
Tube. 

C. Cat. No. 37122 2' Straight Extension 
Tube. 

D, Cat. No. 37121 18" Angle Extension 
Tube, 


E. Cat. No. 36955 Hose Swivel. Fits items 
B, F, | and all hoses. 


TUBES ABOVE FIT THE FOLLOWING: 


F. Cat. No. 37089 15” Floor Nozzle. Smooth 
face. Cleans carpets. 

G.*Cat. No. 37086 15” Floor Brush. Fits item 
F. Cleans non-carpeted floors. 
Cat. No. 37072 2 Replacement Brushes 
for 15” Floor Brush. 


H.*Cat. No. 37102 15” Squeegee. Fits item 


Es 
Cat. No. 37343 Replacement Rear Strip 
Assembly for 15” Squeegee. 
Cat. No. 39097_ Replacement Front Strip 
Assembly for 15" Squeegee. 
I. Cat.No.36956 6” Nozzle. Cleans uphol- 
stery in cars, offices, etc. 
J. Cat. No. 18186 6” Brush. Fits item K. 
Cleans car floors, bins, shelves, etc. 
K. Cat. No. 39131 6” Scratch Brush. 
item K. Loosens furnace soot. 


*I1f No. 49509 15” Nozzle Conversion Kit has 
been used, then No. 49562 15” Floor Brush, 
No. 49581 15” Carpet Tool, No. 49329 15” 
Felt Floor Tool and No. 49565 15” Squeegee 
listed under 144" H.D. Accessories on p. 67 
should be used. 


Fits 


m™ooqe > 


To assure you prompt, efficient service on 
Black & Decker Products, there are over 100 
Service Centers at strategic points throughout 
the United States and Canada. These are 
equipped with genuine Black & Decker re- 
placement parts and use factory-approved 
methods. When you need ‘Quality B&D Serv- 
ice,” you will find a Black & Decker Service 
Facility within 24 hours of you, ready to serve 
you expertly, reasonably and promptly. 


Sending tools for repairs to Black 
& Decker Factory Services Branches 
or Authorized Service Stations is a 
quick and easy thing to do. Simply 
take them to your local Greyhound 
Bus Terminal or have REA Express 
pick them up. 


EXPRESS 


THE BLACK & DECKER MFG CO. 


QUALITY POWER TOOLS 
TOWSON, MARYLAND 21204, U.S.A. 


SUBSIDIARIES 
Master Power CORP., QUALITY AIR TOOLS, SOLON 39, OHIO 


DEWALT, INC.® QuaLity POWER TOOLS, LANCASTER, PENNA. 


WAREHOUSES 


1732 Wright Ave., Richmond 4, California, 415 235-4232 
Hampstead, Maryland, 301 TE 3-4444 
1417-23 Murray St., North Kansas City 16, Missouri, 816 VI 2-6350 


MANUFACTURING PLANTS 


Towson, Md., Hampstead, Md., U.S.A.; Brockville, Ontario, Canada; Har- 
mondsworth, Middlesex, England; Croydon, Victoria, Australia; Lyon, France; 
Milan, Italy. 


SALES AND SERVICE SUBSIDIARIES 


Brussels, Belgium; Copenhagen, Denmark; Dusseldorf, Germany; Mexico, 
D.F. Mexico; Auckland, New Zealand; Rotterdam, Netherlands; Oslo, Norway; 
San Juan, Puerto Rico; Johannesburg, Cape Town and Durban, South 
Africa; Goteborg C, Sweden and Zurich, Switzerland. 


Don't forget Black & Decker's other product lines. 
Please see Catalog 2(B) for a complete line of Auto- 


motive Power Tools and Catalog 207 for a complete 


line of Power Tools for home use. 


PRINTED IN U.S.A, 


a rrsSsS EE eG0o<u05mn 


SALES and SERVICE FACILITIES 


Area ee 


0. 
-205 324-6691 
602 AL 8-1332 
-714 772-4050 
213 RI 9-0371 
415 TE 4-5944 
-916 444-3188 
714 = AT 11-3331 
AT 2-1900 
222-0621 
527-4281 


LA 9-4808 
NE 3-9839 


ALABAMA: Birmingham 35233, 1717 Third Ave., South 
ARIZONA: Phoenix 85007, 1506 Grand Ave.__. 
CALIFORNIA: Anaheim 92802, 1235 So. Euc 
Los Angeles 90007, 2432 S. Broadway. 
Oakland 94606, 1107 E. 14th St... 
Sacramento 95814, 1915 Seventeenth St. 
San Diego 92105, 3811 El Cajon Blvd. 
San Francisco 94124, 4343 Third St. 
COLORADO: Denver 80204, 1010 Bannock St._. 
CONNECTICUT: Hartford 06114, 33 Webster St... 
DISTRICT OF COLUMBIA: 


HO 7-7411 
VA 3-4400 


ST 2-6264 


625-5888 
MA 3-6442 
KE 4-7188 


Charleston 25301, 116 Washington St., East... 343-0289 
WISCONSIN: Milwaukee 53213, 6301 Blue Mound Rd. GR 6-7800 
PUERTO RICO: 

San Juan, 81 Munoz Rivera Ave. 766-3427, 767-4383 
BLACK & DECKER MFG. CO., Limited, Canada 
TORONTO 2, ONTARIO » MONTREAL 10, P. Q. © WINNIPEG 10, MANITOBA e 


VANCOUVER 10, B. C. » QUEBEC, P. Q. © SCARBORO, ONTARIO © HALIFAX, 
NOVA SCOTIA 


AUTHORIZED SERVICE STATIONS 


ALABAMA: Montgomery 

ALASKA: Anchorage, Fairbanks 

ARIZONA: Tucson 

CALIFORNIA: Fresno, Stockton 

CONNECTICUT: New Haven 

DELAWARE: Wilmington 

FLORIDA: Pensacola 

IDAHO: Boise, Lewiston 

INDIANA: South Bend 

MAINE: Westbrook 

MINNESOTA: ‘Moodhead 

MISSISSIPPI: Jackson 

MONTANA: Billings 

NEVADA: Reno 

NEW MEXICO Albuquerque 

NORTH CAROLINA: Raleigh 

OHIO: Youngstown 

PENNSYLVANIA: Allentown, Erie 

RHODE ISLAND: Providence 

SOUTH CAROLINA: Charleston, Columbia 

SOUTH DAKOTA: Rapid City 

TENNESSEE: Knoxville 

TEXAS: Amarillo, Corpus Christi, El Paso, Harlingen, 
Lubbock 

VIRGINIA: Roanoke 

WASHINGTON: Yakima 

WEST VIRGINIA: Wheeling 


Wile ViEn YOU MVAY BE, 
TEES: A 

DISTRIBUTOR NEARBY 
WIG THe POWSR 

TOOIS YOU NEED s.. » 


For more than half a century, Black & Decker 
power tools have been sold only through 
reputable channels of distribution. The advan- 
tages of this policy are all yours, because what- 
ever you need—tools, repair service, technical 
assistance, accessories, adjustments — your 
local distributor is right there to help you. No 
long waits for factory response. No long dis- 
tance phone calls. No exasperating correspond- 
ence. 


Here are the ways your local Black & Decker 
Distributor saves you time and money: 
® His service is immediate and personal; 
* His inventory is substantial, giving you a 
single, local source of power tool supplies; 
¢ His knowledge of power tools and their 
applications means expert assistance the 
moment you need it; 
¢ His extensive supplies include the special 
equipment you may need when you need 
it; 
* His inventory can be counted on to include 
the accessories you need; 


¢ His warehouse is your storehouse . . . you 
avoid the added overhead of excess in- 
ventory; 


* His local location minimizes your shipping 
costs, purchasing costs, accounting costs; 


® His local location means you buy with credit 
established at the local level. . . and you 
buy from the latest price sheets with com- 
plete catalog information to help you make 
the right selection. 


Thanks to local availability through carefully 
selected, well-equipped, knowledgeable distri- 
butors ... Black & Decker continues to be the 
best known tool brand in the land. 
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THE BLACK & DECKER MFG. CO. 
TOWSON, MARYLAND 21204, U.S.A. 
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